
UTAH OIL AND GAS CONSERVATION COMMISSION

DATEFILED SEPTEMBER 39, .1996

LAND. FEE & PATENTED STATE LEASENO PUBLICLEASE NO UTU-7 2 10 7 INDIAN

DRILLINGAPPROVED DECEMBER 9, 1996
SPUDDED IN

COMPLETED PUT TO PRODUCING

INITlAL PRODUCT ON

GRAVITY A.P I

GOR

PRODUCING ZONES

TOTAL DEPTH

WELL ELEVATION

DATE ABANDONED

FIELD MONUMENT BUTTE
UNIT.

COUNTY DUCHESNE
WELLNO MONUMENT FEDERAL 43-10-9-16 API NO. 43-013-31723
LOCATION 19 1 4 FSL FT FROM (N) (S) LINE, 7 2 2 FEL FT FROM (E) (W) LINE. NE SE 1/4 - 1/4 SEC 10
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QUATERNARY Star Point Chinie Molas
Alluvium Wahweap Shinarump Manning Canyon
Lake beds Masuk Moenkopi Mississippian
Pleistocene Colorado Sinbad Humbug

Lake beds Sego PERMIAN Brazer

TERTIARY Buck Tongue Kaibab Pilot Shale
Pliocene Castlegate Coconino Madison

Salt Lake Mancos Cutler Leadville

Oligocene Upper Hoskinnini Redwall

Norwood Middle DeChelly DEVONIAN

Eocene Lower White Rim Upper

Duchesne River Emery Organ Rock Middle

Uinta Blue Gate Cedar Mesa Lower
Bridger Ferron Halgaite Tongue Ouray
Green River Frontier Phosphoria Elbert

Dakota Park City McCracken
Burro Canyon Rico (Goodridge) Aneth
Cedar Mountain Supai Simonson Dolomite

RS 4 Buckhorn Wolfcamp Sevy Dolomite

JURASSIC CARBON I FEROUS North Point

Morrison Pennsylvanian SILURIAN

Salt Wash Oguirrh Laketown Dolomite
San Rafeal Gr- Weber ORDOVICIAN

Flagstaff Summerville Morgan Eureka Quartzite
North Horn Bluff Sandstone Hermosa Pogonip Limestone

Aimy Curtis CAMBRIAN

Paleocene Entrada Pardox Lynch

Current Creek Moab Tongue Ismay Bowman

North Horn Carmel Desert Creek Tapeats

CRETACEOUS Glen Canyon Gr Akah Ophir
Montana Navajo Barker Creek Tintic

Ellimu. .al
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Form 3160-3 sUBMIT IN TRIPLICATE• Form approved.

(November 1983) (other inst ons on Budget Bureau No. 1004-4136

(formerly 9-331C) revers ) Expires August 31, 1985

DEPART NT OF THE INTERIOR ry ..2.....

BUREAU OF LAND MANAGEMENT i li i 6 I UTU-72107

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR_PLUGBACK ' "'""""''"°2"°

Ia. TTrzorwons
DÉd '

DRILL DEEPENO PLUGBACKO 7. UNIT AGEEEMENT NAME

b. Tyra or war.z. nja
r.t. cr.r. orama

"Sam wuNE 8. TAAN OE I.EME NixB

2. Naxa or OPExiän Monument Federal
Equitable Resources Energy Company a- ===.I. No·

3. ADDEERS OF OPERTO.
¯ ¯ ¯ #43-10-9-16

1601 Lewi s Avenue; Bi ll i ngs , MT 59102 (406) 259-7860 10. FIELD AND POOL, OE WILDCAT

4. Loc1Trox or wir. (Report location clearly and in accordance with any State requirements.•) Monument Butte/Green River
At surface

11. sac., T., R., M., on ELE.

NE SE Section 10, T9S, R16E 1914' FSL, 722' FEL AND BURVET OE AREA

At Droposed prod. zone 10, T9S, R16E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OR POET OTTICE* 12. COUNTT OR PARISE 13. BTATE

From MYton, Utah approximately 10 M i SW Duchesne
UTAH

10. DISTANCE TEOM PROPUBED* 16. NO. OF ACEES IN LEASE 17. NO. OF ACEES ASSlGNED
LOCATION TO NzlIEET TO THIS WELL
PROPEETT OB LEAEE LINE, FT,
(Also to nearest drig. unit line, if any)

18. DISTA.%CE FROM IROPOSED LOCATION* 19. PROPOSED DEPTH 20. ROTART OE CABLE TOOLS

TO NEAREST WELL, DRILLING, COMPLETED.
o. Arrux= ro=, on ma sna=- Tr· 5,800 ' Rotary

21. zLavArio.ss (Show whether DF, RT, GR, etc.) 22. APPROI. DATE WORK WII.L BTART'

GL 5668.6'
23. PROPOSED CASING AND CEMENTING PROGRAM

81EE OF HOLE 81ZE OF CABING WEIGHT PER FOOT BETTING DEPTH ODANTITT OT CEMENT

I
..

...See DriT ing Program/Casing Design

Operator plans to drill this well in accordance with the attached EXHIBITS. A
listing of EXHIBITSis also attached.

SELFCERTIFICATION:I hereby œrtify that I an authorized, by proper lease interest owner, to conduct these
operations associated with the application. Bondcoveragepursuant to 43 CFR3104 for lease activities is
being provided by Equitable Resources Energy Calpanyas principal and Safeco Insurance Conpanyof Anerica as
surety under But BondNo. MT0576 (Nationwide Dil &Gas Bond #5547188)whowill be responsible for caipliance
with all of the terns and conditions of that portion of the lease assnciated with †Fit application.

DECERVEORIGINAL:Bureau of Land Management(Vernal, UT)
CCPY:Utah Division of Oil, Gas andMining

IN ABOVE BPACE DESCRIBE PROPOSED PaooxAM: If proposal ia to deepen or Itur ba:k, atÑoÙpËepr ductie zone and proposed new productive

zone. If proposal is to drill or deepen directionally, give pertinent data cn subrirface locations and measmed ant true vertical depths. Give blowout

preventer program, it any.

' RetWo Fa L GAS MINING
1e Whirmn

(This space for Federal or State ofBee use)

A 0 2 HT TITT T DATM

*SeeInstructionsOn Reven. Side
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its
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T9S, Rí6E, S.L.B.&M.
AtaTABIRRNUÆ zyMwr m.

S89°54'W
- 79.90 (G.L.O.)

WELL LOCATION, MONUMENT FEDERAL
| #43-10-9-16, LOCATED AS SHOWN IN

THE NE 1/4 SE 1/4 OF SECTION 10,
T9S, R16E, S.L.B.&M. DUCHESNE
COUNTY, UTAH.

WELLLOCA710N: .5

MONUMENT FEDERAL /4J-10-9-16 °

ELEV UNGRADED GROUND = 5668.6' N
I

10
722.3' e

THIS IS TO CERT OVE PLAT WAS
e PREPARED FR CTUAL SURVEYS

- i MADE BY M SION AND THAT
9 x THE SAME AND C O THE BEST OF

BS MY KNO D g.

I R R
GIS TNN 41

S89°59'W
- 79.88 (G.L.O.) TX STATE IN & Œ¾LTIE

38 WEST 100 NORTH - VERNAL, UTAH 84078
(801) 781-2501

= SECTION CORNERS LOCATED SCALE: 1" = 1000' SURVEYED BY: G.S. D.S.

BASIS OF ELEV; U.S.G.S. 7-1/2 min QUAD (MYTON SE)
DATE: 9-8-96 WEATHER: WARM

NOTES: FILE
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Form 3160-3 SUEMIT IN TRIPLICATE* Form approved.

(November 1983) (Other inst one on Budget Bureau No. 1004-0136

(formerly 9-331c) I revers Expires August 31, 1985

DEPART NT OF THE INTERIOR LEASE DESIGNATION AND BERIAL NO.

BUREAU OF LAND MANAGEMENT I li EULI l i i UTU-72107

APPLICATIONFOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTER DE TRIBE NAME

18. TYPE OF WOEE
«

DRILLG DEEPENO PLUGBACK O 7. UNIT AGREEMENT NAME

b. Trra or wsz.I. O &

ELL ELL OTsza
SINNat.E MUNLTIPLE 8. raxx os LElas Naxa

2. Naxx or oPsaxTom Monument Federal
Equitable Resources Energy Company 9. WELL NO.
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1601 Lewi s Avenue; Bi ll i ngs , MT 59102 (406) 259-7860 1Û. FIELD AND POOL, OE WILDCAT

4. LockTrox or wzz.L (Eeport location clearly and in accordance with any State requirements.•) Monument Butte/Green River
At surface 11. szc., T., a.. M., om BLE.

NE SE Section 10, T9S, R16E 1914' FSL, 722' FEL AND BURVET OR AREA

At croposed prod. sone 10, T9S, R16E
14. DISTINCE IN MILES AND DIRECTION FROM NEAREET TOWN OE POST OrrlCE* 12. COUNTT 08 PAEISE 13. BTATE

Duchesne
From MYton, Utah approximately 10 MUES $ VI UTAH

10. DisT1xcE TROM PROPUBED' 16. NO. OF ACaza IN Lsas: 17. No. or ACEES ABSIGNED
LOCATION TO NEAREBT TO THIS WELL
PROPEETT OB LEASE LINE, FT.
(Also to nearest drig. unit line, if any)

13. DISTANCE FROh! PROPOSED LOCATION* 19. PROPOSED DEPTH . ROTART OR CABLE TOOLS
TO NEABEST WELL, DRILLING, COMPLETED,

DE AFFUED FOE, ON TKIB LEASE. Fr· 5,800 ' Rotary
21. zzavATso.Na (Show whether DF, ET, GR, etc.) 22. IPPaox. DATE woax WILL stiaT•

GL 5668.6'
23. PROPOSED CASING AND CEMENTING PEOGRAM

SIZE OF HOLE 81ZE OF CABING WEICHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

See DriT ing Program/Casing Design

Operator plans to drill this well in accordance with the attached EXHIBITS. A
listing of EXHIBITS is also attached.

SELFCERTIFICATION:I hereby œrtify that I amauthorized, by proper lease interest owner,to conductthese
operations associated with the application. Bondcoveragepursuant to 43 CFR3104 for lease activities is
being provided by Equitable Resources EnergyCopany as principal and Safeco Insurance Cœpanyof America as
surety under But Bond No. MT0576 (Nationwide Oil & Gas Bond #5547188)who will be responsible for copliance
with all of the tems and conditions of that portion of application.

ORIGINAL:Bureauof LandManagment (Vernal, UT)
COPY:Utah Division of Dil, Gas andMining

IN ABOVE SPACE DESCRIBE PROPOSED PaooxAM : If proposal is to deepen or plug anck, ive n re en due ive ac se and proposed new prodnettre

zone. Il proposal is to drill or deepen directionally, give pertinent data on si osurft:e locations and measured r ud tri e vertical depths. Give blowout

preventer program, if any.

egulitWy.¾ OIL, ING
BicN HohhwYhinen

TITI.E DATE

(This space for Federal or State o ee use)

PTwillT Yn APPRnygy ¡Ty

CONDITIONB OF APPROVAI., 17 ANY :

*S., InstructionrOn ReverseSide
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the
United States any false. fictitious or fraudulent statements or representations as to any matter within its
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O O

CONFIDENTIAL

AS OPERATOR, WE HEREBY REQUEST THAT THE STATUS OF
THIS WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD
ALLOWED BY FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company
Western Region

1601 Lewis Avenue
Billings, MT 59102

(406) 259-7860
FAX: (406)

O O
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THIS WELL BE HELD TIGHT FOR THE MAXIMUM PERIOD
ALLOWED BY FEDERAL AND STATE REGULATIONS.

Equitable Resources Energy Company
Western Region

1601 Lewis Avenue
Billings, MT 59102

(406) 259-7860
FAX: (406)
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I EXISTING ROADS (RTP C)
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K SURVEY PLAT

L LAYOUT/CUT & FILL DIAGRAM

M GAS GATHERING PIPELINE ROW APPLICATION
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O O
EXHIBIT "A"
Proposed Drilling Program
Page 1

PROPOSED DRILLINGPROGRAM

EQUITABLERESOURCESENERGYCOMPANY
Western Region

Monument Federal #43-10-9-16
NESESection 10, T9S, R16E

Duchesne County, Utah

In accordance with requirements outlined in 43 CFR3162-3.1 (d):

1. ESTIMATEDIMPORTANTGEOLOGlÇALMARKERS;

See Geologic Prognosis (EXHIBIT"C")

2. ESTIMATEDDEPTHSOF ANTICIPATEDOIL, CASORWATER;

See Geologic Prognosis (EXHIBlT"C")

3. OPERATOR'SMINIIVIUMSPECIFICATIONSFORPRESSURECONTROL:

a. EXHIBIT"H" is a schematicof the BOPequipment and choke manifold. A
2M system will be used. The BOPEwill be installed after setting 8-5/8"
casingat 260'. The blind rams and pipe rams will be tested to 1500 psi.
Pipe rams will be operationally checked each 24-hour period and blind
ramseach time pipe is pulled out of the hole.

b. The BOPE will be tested to 1500 psi when initially installed, whenever
any seal subject to test pressure is broken, and following related
repairs. The pipe and blind rams will be activated at least weekly and
on every trip the pipe and blind rams willbe activated.

c. An accumulator of sufficient capacity to open the hydraulically-
controlled chokevalve lines (if so equipped), close all rams, and retain a
minimum of 200 psi above precharge on the closing manifold without
the use of the closing unit pumps willbe installed during the drilling of
this well.

d. An üpper kelly cock willbe used during the drilling of this well.

e. Visual mud monitoring equipment will be used to detect volume
changes indicating loss or gain in circulating fluid volume.

f. Sufficient quantities of mud materials will be maintained or readily
accessiblefor the purpose of assuringwell
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4. PROPOSEDÇASINGAND CEMENTINGPROGRAM;

a. Surface casing will be set in the Uinta formation to approximately 260'
and cemented to surface.

b. All potentially productive hydrocarbon zones will be isolated.

c. Casing designs are based on factors of burst: 1.00, collapse:1.125, and
joint strength: 1.8.

d. All casing strings will be pressure tested to 0.22 psilft. of casing string
length or 1500 psi whichever is greater (not to exceed 70% of yield).

e. For details of casing, cement program, drilling fluid program, and
proposed mud program, see the following attachment:

Drilling Program/Casing Design (EXHIBIT"D")

5. HAZARDOUSPRESSURES.TEMPERATURES.FLUIDS/GASSESEXPECTED:

a. Expected bottom hole temperature is 125 degrees F. Expected bottom
hole pressure is 1500 psi.

b. No abnormal pressures or temperatures have been noted or reported
in wells drilled to the Green River formation in this area.

c. No dangerous levels of hydrogen sulfide, hazardous fluids, or gasses
have been found, reported, or known to e×ist at the depth to be
drilled in thiswell, in this area.

6. ANTlÇ\PATEDSTARTINGDATEANDDURATIONOF OPERATIONS:

a. The drilling operations for this well will begin as soon after APD
approval as possible.

b. These drilling operations should be completed within 12 days after
spudding the well depending on weather and hole conditions.

c. If the well is productive, a sundry notice and plat showing exact
installed facilities will be
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d. If this well is non-productive, a sundry notice will be filed with the BLM
District Office within 30 days following completion of the well for
abandonment.

7. OTHER

a. Operator requests a variance to regulations requiring a straight run
blooie line.

b. Operator requests a variance to regulations requiring an automatic
ignitor or continuous pilot light on the blooie Ilne.

c. When running 5-1/2" production casing we will install 5-1/2" pipe rams
and are hereby requesting a variance on testing. We request not to
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Multi-Point Surface Use and Operations Plan

EQUITABLE RESOURCES ENERGY COMPANY
MONUMENT FEDERAL #43-10-9-16
NE SE SECTION 10, T9S, R16E

DUCHESNE COUNTY, UTAH

1. Existing Roads: Refer to Maps "A" & "B" (shown in RED)

A. The proposed well site is staked and four reference
stakes are present. 150' & 200' North and 200' & 250'
East.

B. The Monument Federal #43-10-9-16 is located 13 miles
Southwest of Myton Utah in the NW1/4 SE1/4 Section 10,
T9S, R16E, SLB&M, Duchesne County, Utah. To reach the 43-
10-9-16, proceed West from Myton, Utah along U.S. Highway
40 for 1.6 miles to the junction of this highway and Sand
Wash road; Proceed South along the Sand Wash road
approximately 10.1 miles to a road intersection, turn
right and continue 4.2 miles to the proposed access road
sign. Follow flags 300 feet to location.

C. Access roads - refer to Maps "A" and "B".

D. Access roads within a one-mile radius - refer to map "B".

E. The existing roads will be maintained in the same or
better condition as existed prior to the commencement of
operations and said maintenance will continue until final
abandonment and reclamation of the well location.

2. Planned Access Roads: Refer to Map "B"

Approximately 300 feet of new road construction will be
required for access to the proposed well location.

A. Width - maximum 30-foot overall right-of-way with an 18-
foot road running surface, crowned & ditched and/or sloped
and dipped.
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B. Construction standard - the access road will be

constructed so as to conform to the standards outlined in
the Bureau of Land Management and Forest Service
publication: Surface Operating Standards for Oil and Gas
Exploration and Development. (1989)

The road will be constructed to meet the standards of the
anticipated traffic flow and all-weather requirements.
Construction will include ditching, draining, crowning,
and capping or sloping and dipping the roadbed as
necessary to provide a well constructed and safe road.
Prior to construction/upgrading, the roadway shall be
cleared of any snow cover and allowed to dry completely.
Traveling off of the thirty (30) foot right-of-way will
not be allowed.

Road drainage crossings shall be of the typical dry creek
drainage crossing type. Crossing shall be designed so
they will not cause siltation or the accumulation of
debris in the drainage crossing nor shall the drainages be
blocked by the roadbed. Erosion of drainage ditches by
runoff water shall be prevented by diverting water off at
frequent intervals by means of cutouts.

Upgrading shall not be allowed during muddy conditions.

Should mud holes develop, they shall be filled in and
detours around them avoided.

C. Maximum grade - Less than 8%

D. Turnouts - no turnouts will be required on this access
road.

E. Drainage design - the access road will be crowned and
ditched or sloped and dipped, and water turnouts installed
as necessary to provide for proper drainage along the
access road route.

F. Culverts, cuts and fills - none.

G. Surface materials - all construction materials will be
native material taken from onsite.

H. Gates, cattleguards or fence cuts - none required.

I. Road maintenance - during both the drilling and
production phase of operations, the road surface and
shoulders will be kept in a safe and useable condition and
will be maintained in accordance with the original
construction standards. All drainage ditches and culverts
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will be kept clear and free-flowing, and will also be
maintained in accordance with the original construction
standards. The access road right-of-way will be kept free
of trash during operations.

J. The proposed access road has been centerline flagged.

K. If a right-of-way is required please consider this APD
the application for said right-of-way.

3. Location of Existing Wells Within a One-Mile Radius:

Please Refer to Map "C"

A. Water wells - none known.
B. Abandoned wells - see Map "C"
C. Temporarily abandoned wells - none known.
D. Disposal wells - none known.
E. Drilling wells - none known.
F. Producing wells - see Map "C".
G. Shut-in wells - none known.
H. Injection wells - none known.
I. Monitoring wells - none known.

4. Location of Existing and/or Proposed Facilities Owned by
Equitable Resources Energy Company within a One-Mile Radius:

A. Existing

1. Tank batteries - see Map "C".
2. Production facilities - see Map "C".
3. Oil gathering lines - none.
4. Gas gathering lines - see Map "C".

B. New Facilities Contemplated

1. All production facilities will be located on the
disturbed portion of the well pad and at a minimum of
twenty-five (25) feet from the toe of the backslope or
toe of the fill slope.

2. The production facilities will consist primarily of a
pumping unit, Two tanks and an emergency pit. A diagram
showing the proposed production facility layout is
included in this APD.

3. Production facilities will be accommodated on the
existing well pad. Construction materials required for
installation of the production facilities will be
obtained from the site; any additional materials
required will be purchased from a local supplier having
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a permitted (private) source of materials within the
area.

A dike will be constructed completely around those
production facilities which contain fluids (i.e.
production tanks, produced water tanks and/or heater
treater). These dikes will be constructed of compacted
subsoil, be impervious, hold 100% of the capacity of
the largest tank, and be independent of the back cut.

4. All permanent (onsite for six months or longer) above
the ground structures constructed or installed
including pumping units) will be painted Desert Brown.
All production facilities will be painted within six
(6) months of installation. Facilities required to
comply with Occupational Health and Safety Act Rules
and Regulations will be excluded from this painting
requirement.

C. The production (emergency) pit will be 12'x12' and will
be fenced. Said fence will be maintained in good
condition.

D. During drilling and subsequent operations, all equipment
and vehicles will be confined to the access road right-of-
way and any additional areas as specified in the approved
Application for Permit to Drill.

E. Reclamation of disturbed areas no longer needed for
operation will accomplished by grading, leveling and
seeding as recommended by the Bureau of Land Management.

For Pipeline:

F. Any proposed pipelines will be submitted to the
authorized officer Via Sundry Notice for approval of
subsequent operations.

G. Equitable Resources Energy Company shall be responsible
for road maintenance from the beginning to completion of
operations.

5. Location and Type of Water Supply

A. Water to be used for the drilling of these wells will be
hauled by truck over the roads described in item #1 and
item #2, from a well owned by Owen Dale Anderson of Vernal
Utah or from a spring owned by Joe Shields of Myton Utah.
Source will be determined by sundry notice closer to the
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beginning of drilling operations.

B. No water well will be drilled on this location.

6. Source of Construction Materials

A. No construction materials are needed for drilling
operations. In the event of production, the small amount
of gravel needed for facilities will be hauled in by truck
from a local gravel pit over existing access roads to the
area. No special access other than for drilling operations
and pipeline construction is needed.

B. All access roads crossing Federal land are described
under item #2, and shown on Map #A.

All construction material for these location sites and
access roads shall be borrowed material accumulated during
the construction of the location sites and access roads.
No additional construction material from other sources is
anticipated at this time, if in the future it is required
the appropriate actions will be taken to acquire it from
private sources.

C. All surface disturbance area is on B.L.M. lands.

D. There are no trees on this location.

7. Methods of Handling Waste Materials:

A. Cuttings - the cuttings will be deposited in the reserve
pit.

B. Drilling fluids - including salts and chemicals will be
contained in the reserve pit. Upon termination of
drilling and completion operations, the liquid contents of
the reserve pit will be removed and disposed of at an
approved waste disposal facility within one hundred twenty
(120) days after termination of drilling and completion
activities.

In the event adverse weather conditions prevent removal of
the fluids from the reserve pit within this time period,
an extension may be granted by the Authorized Officer upon
receipt of a written request from Equitable Resources
Energy Company.

The reserve pit will be constructed so as not to leak,
break, or allow discharge. The reserve pit will be lined
with a 12 mil plastic reinforced liner.
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C. Produced fluids - liquid hydrocarbons produced during
completion operations will be placed in test tanks on the
location. Produced waste water will be confined to a
lined pit (reserve pit) or storage tank for a period not
to exceed ninety (90) days after initial production.
During the ninety (90) day period, in accordance with
Onshore Order #7, an application for approval of a
permanent disposal method and location, along with the
required water analysis, shall be submitted for the
Authorized Officer's approval. Failure to file an
application within the time frame allowed will be
considered an incidence of noncompliance.

Any spills of oil, gas, salt water or other noxious fluids
will be immediately cleaned up and removed to an approved
disposal site.

D. Sewage - self-contained, chemical toilets will be
provided for human waste disposal. Upon completion of
operations, or as needed, the toilet holding tanks will be
pumped and the contents thereof disposed of in the
nearest, approved, sewage disposal facility.

E. Garbage and other waste material - garbage, trash and
other waste materials will be collected in a portable,
self-contained and fully-enclosed trash cage during
drilling and completion operations. Upon completion of
operations (or as needed) the accumulated trash will be
disposed of at an authorized sanitary landfill. No trash
will be burned on location or placed in the reserve pit.

F. Immediately after removal of the drilling rig, all debris
and other waste materials not contained in the trash cage
will be cleaned up and removed from the well location. No
adverse materials will be left on the location. Any open
pits will be fenced during the drilling operation and the
fencing will be maintained until such time as the pits are
backfilled.

G. The reserve and/or production pit will be constructed on
the existing location and will not be located in natural
drainages where a flood hazard exists or surface runoff
will destroy or damage the pit walls. All pits will be
constructed so as not to leak, break, or allow the
discharge of liquids therefrom.

8. Ancillary Facilities:

None anticipated.
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9. Wellsite Layout:

A. Plat #1 shows the drill site layout as staked. Cross
sections have been drafted to visualize the planned cuts
and fills across the location. An average minimum of six
(6) inches of topsoil will be stripped from the location
(including areas of cut, fill, and/or subsoil storage) and
stockpiled for future reclamation of the well site. Refer
to Figure #1 for the location of the topsoil and subsoil
stockpiles. The reserve pit will be on the Southwest side
of location. Access will be from the East between corner
#2 and corner #3.

B. Plat #2 is a diagram showing the rig layout. No permanent
living facilities are planned. There may be as many as
three (3) trailers on location during drilling operation.

C. A completion rig will be moved onto location for
completion operations after drilling operations have been
completed and the drilling rig has been moved off
location.

D. A diagram showing the proposed production facility layout
is included in this APD.

E. The reserve pit will be constructed so as to be capable
of holding 12,000 bbls. of fluid.

The reserve pit will be lined with a 12 mil plastic liner,
it will be torn and perforated after the pit dries and
before backfilling of the reserve pit.

F. Prior to the commencement of drilling operations, the
reserve pit will be fenced on three (3) sides using 39-
inch net wire with one strand of barbed wire on top of the
net wire. The net wire will be no more than two inches
above the ground. the barbed wire will be three inches
above the net wire. total height of the fence will be at
least 42-inches.

1. Corner posts shall be cemented and/or braced in such a
manner to keep the fence tight at all times.

2. Standard steel, wood, or pipe posts shall be used
between the corner braces. The maximum distance
between any two (2) posts shall be no greater than
sixteen (16) feet.

3. All wire shall be stretched, by using a stretching
device, before it is attached to the corner posts.
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of location. Access will be from the East between corner
#2 and corner #3.

B. Plat #2 is a diagram showing the rig layout. No permanent
living facilities are planned. There may be as many as
three (3) trailers on location during drilling operation.

C. A completion rig will be moved onto location for
completion operations after drilling operations have been
completed and the drilling rig has been moved off
location.

D. A diagram showing the proposed production facility layout
is included in this APD.

E. The reserve pit will be constructed so as to be capable
of holding 12,000 bbls. of fluid.

The reserve pit will be lined with a 12 mil plastic liner,
it will be torn and perforated after the pit dries and
before backfilling of the reserve pit.

F. Prior to the commencement of drilling operations, the
reserve pit will be fenced on three (3) sides using 39-
inch net wire with one strand of barbed wire on top of the
net wire. The net wire will be no more than two inches
above the ground. the barbed wire will be three inches
above the net wire. total height of the fence will be at
least 42-inches.

1. Corner posts shall be cemented and/or braced in such a
manner to keep the fence tight at all times.

2. Standard steel, wood, or pipe posts shall be used
between the corner braces. The maximum distance
between any two (2) posts shall be no greater than
sixteen (16) feet.

3. All wire shall be stretched, by using a stretching
device, before it is attached to the corner posts.
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The fourth side of the reserve pit will be fenced
immediately upon removal of the drilling rig and the
fencing will be maintained until the pit is backfilled.

G. Any hydrocarbons on the pit will be removed from the pit
as soon as possible after completion operations are
completed.

10. Plans for Reclamation of the Surface:

The B.L.M. will be contacted prior to commencement of any
reclamation operations.

A. Production

1. Immediately upon well completion, the well location
and surrounding area(s) will be cleared of all debris,
materials, trash and junk not required for production.

2. Immediately upon well completion, any hydrocarbons on
the pit shall be removed in accordance with 43 CFR
3162.7-1.

3. The plastic pit liner shall be torn and perforated
before backfilling of the reserve pit.

4. Before any dirt work to restore the location takes
place, the reserve pit will be completely dry and all
cans, barrels, pipe, etc. will be removed.

Other waste and spoil materials will be disposed of
immediately upon completion of drilling and workover
activities.

5. The reserve pit and that portion of the location and
access road not needed for production
facilities/operations will be reclaimed within one
hundred twenty (120) days from the date of well
completion, weather permitting.

6. If the well is a producer, Equitable Resources Energy
Company will, upgrade and maintain access roads as
necessary to prevent soil erosion, and accommodate year
round traffic. Reshape areas unnecessary to
operations, distribute topsoil, disk and seed all
disturbed areas outside the work area according to the
recommended seed mixture. Perennial vegetation must be
established. Additional work shall be required in case
of seeding failures, etc.

If the well is abandoned/dry hole, Equitable Resources
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Energy Company will, restore the access road and
location to approximately the original contours.
During reclamation of the site, push the fill material
into cuts and up over the backslope. Leave no
depressions that will trap water or form ponds.
Distribute topsoil evenly over the location, and seed
according to the above seed mixture. The access road
and location shall be ripped or disked prior to
seeding. Perennial vegetation must be established.
Additional work shall be required in case of seeding
failures, etc.

Seedbed will be prepared by disking, following the
natural contours. Seed will be drilled on contours at
a depth no greater than one-half inch (1/2"). In areas
that cannot be drilled, seed will be broadcast at
double the seeding rate and harrowed into soil.
Certified seed will be used whenever available.

Fall seeding will be completed after September 15 and
prior to prolonged ground frost. Spring seeding, to be
effective, will be completed after the frost has left
the ground and prior to May 15th.

7. Upon completion of backfilling, leveling and
recontouring, the stockpiled topsoil will be evenly
spread over the reclaimed area(s). Prior to reseeding,
all disturbed surfaces will be scarified and left with
a rough surface. No depressions will be left that
would trap water and form ponds. All disturbed surfaces
will be reseeded with the seed mixture stipulated by
the B.L.M.

Seed will be drilled on the contour to a approximate
depth of one-half (1/2) inch. All seeding will be
conducted after September 15 and prior to ground frost.
Spring seeding will be done after the frost leaves the
ground and no later than May 15. If the seeding is
unsuccessful, Equitable Resources may be required to
make subsequent seedings.

B. Dry Hole/Abandoned Location

1. On lands administered by the Bureau of Land
Management, abandoned well sites, roads, or other
disturbed areas will be restored to near their original
condition. This procedure will include:

(c) ensuring revegetation of the disturbed areas to the
specifications of the Bureau of Land Management at
the time of abandonment.
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2. All disturbed surfaces will be recontoured to the

approximate natural contours and reseeded according to
BLM specifications. Reclamation of the well pad and
access road will be performed as soon as practical
after final abandonment and reseeding operations will
be performed in the fall or spring following completion
of reclamation operations.

11. Surface Ownership:

The well site and proposed access road are situated on
surface lands administered by

Bureau of Land Management
Vernal District Office

Vernal, Utah " "

12. Other Information:

A. Topographic and geologic features of the area (reference
Topographic Map #A) are:

The proposed drill site is located in the Monument Butte
oil field, which lies in a large basin formed by the Uinta
Mountains to the North and the Bookcliff Mountains to the
South. The site is located approximately 15 miles
Northwest of the Green River,which is the major drainage
for this area, and approximately 13 miles Southwest of
Myton Utah.

This basin floor is interlaced with numerous canyons and
ridges formed by the non-perennial streams of the area.
The sides of these canyons are steep and ledges formed in
sandstone, conglomerate deposits and shale are common in
this area.

The geologic structures that are visible in the area are
of the Uinta formation (Eocene Epoch) tertiary period and
the cobblestone and younger alluvial deposits from the
Quaternary period.

The soils in the semi-arid area of the Williams Fork
Formation (Upper Cretaceous) and Wasatch Formation
(Eocene) consist of light brownish gray clay (OL) to sand
soil (SM-ML) type with poorly graded gravels.

Outcrops of sandstone ledges, conglomerate deposits and
shale are common in this area.

The topsoils in the area range from a sandy clay (SM-ML)
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type soil to a clayey (OL) soil.

The majority of the numerous washes and draws in the area
are of a non-perennial nature flowing during the early
spring run-off and heavy rain storms of long duration
which are rare as the normal annual rainfall in the area
is only 8".

The flora of the area includes sagebrush, mountain
mahogany, serviceberry, rabbit brush, greasewood, four-
wing saltbush, Gambel scrub oak, willow, tamarack,
shadscale, Spanish bayonet, indian rice grass, cheatgrass,
wheatgrass, curly grass, crested wheatgrass, sweet clover,
gum weed, foxtail, mustard, Canadian thistle, Russian
thistle, Kochia, sunflowers and cacti.

The fauna of the area°iñòludes~cattle, hothea, elkl deer,
coyotes, rabbits, rodents, lizards, bull snakes, rattle
snakes, water snakes and horned toads. Birds of the area
are ground sparrows, bluejays, bluebirds, magpies, ravens,
rapters, morning doves, swallows, nighthawks,
hummingbirds, and chukar.

B. The surface ownership is Federal. The surface use is
grazing and petroleum production.

C. 1. The closest live water is the Green River which is
approximately 15 miles Southwest of the proposed site.

2. There are no occupied dwellings in the immediate area

3. An archaeological report will be forwarded upon
completion.

4. There are no reported restrictions or reservations
noted on the oil and gas lease.

5. A silt catchment dam will not be required for this
location.
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13. Lessee's or Operator's Representative:

Equitable Resources Energy Company
1601 Lewis Avenue
P.O. Box 21017
Billings, Montana 59104
(8:00 a.m. to 5:00 p.m.)
(406)259-7860
FAX: (406)245-1361

Dave McCoskery, Home (406)248-3864

Dale Griffin, Home (303)824-3323

14. certification:

I hereby certify that I, or persons under my direct supervision,
have inspected the proposed drillsite and access route; that I am
familiar with the conditions which presently exist; that any
statements made in this plan are, to the best of my knowledge,
true and correct; and that the work associated with the
operations proposed herein will be performed by Balcron Oil, a
division of Equitable Resources Energy Company, and its
contractors and subcontractors in conformity with this plan and
the terms and conditions under which it is approved. This
statement is subject to the provisions of 18 U.S.C. 1001 for the
filing of a false statement.

Date - nobbie schuman
Coordinator of Environmental

and Regulatory Affairs
Equitable Resources Energy Co.
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á AEQUI LERESOURCES ENERGÑOMPANY
W WESTERNREGION

Well Prognosis
Well Name Monument Fed. #43-10-9-16 Control Well

Location NE/SE Sec. 10-T9S-R16E(1914 fsl, 722 fel) Operator EREC

County/State Duchesne County, Utah Well Name Castle Peak Fed. #44-10

Field Mon. Butte Well Type Dev. Location SE/SE Sec. 10

GL (Ung) 5668.6 EST. KB 5679 Total Depth 5800 KB 5709

Formation Tops Prognosis Sample Top Control Well High/Low

Formation Depth Datum Depth Datum Datum Prog Control Deviation

UINTA surface
GREEN RIVER 1624 4055 4105
HORSEBENCH SS 2235 3444 3494
2ND GARDEN GULCH 3903 1776 1826
Y-2 (PAY) 4212 1467 1517
Y-4 (PAY) 4380 1299 1349
YELLOW MARKER 4539 1140 1190
DOUGLAS CREEK 4694 985 1035
R-1 (PAY) 4703 976 1026
R-5 (PAY) 4791 888 938
2ND DOUGLAS CREEK 4931 748 798
G-IL (PAY) 5030 649 699
GREEN MARKER 5073 606 656
G-6 (PAY) 5290 389 439
CARBONATE MARKER 5559 120 170
B-1 (PAY) 5591 88 138

TD 5800

Samples DST,s Wellsite Geologist

50' FROM 1600' TO 4100' DST #1 NONE Name:

20' FROM 4100' TO TD DST #2 From: To:

5' THROUGH EXPECTED PAY DST #3 Address:

5' THROUGH DRILLING BREAKS DST #g
Phone # wk.

Logs Cores hm.

DLL FROM SURFCSNG TO TD Core #1 Fax #

LDT/CNL FROM3800' TO TD Core #2
Core #3 Mud Logger
Core #4 Company:

From: 1600' To: TD
Type: 2-MAN

Comments: Logger:
Phone #

Fax #

Report To: 1st Name: DAVE BICKERSTAFF Phone # (406)259-7860 wk. (406)245-2261 hm.

2nd Name: KEVEN REINSCHMIDT Phone # (406)259-7860 wk. (406)248-7026 hm.

Prepared By: BICKERSTAFF 9/5/96 Phone # wk.
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EQUITABLERESOURCES
ENERGY COMPANY
WESTERN REGION

DRILLING PROGRAM

WELL NAME: Monument Federal #43-10-9-16 DATE:9-26-96
PROSPECT/FIELD: Monument Butte
LOCATION: NE/SE Section 18 Twn.9S Rge.16E
COUNTY: Duchesne
STATE: Utah

TOTAL DEPTH: 5800'

HOLE SIZE INTERVAL

12 1/4" Surface to 260'
7 7/8" 260' to 5800'

CASING INTERVAL CASING

STRING TYPE FROM TO SIZE WEIGHT GRADE
Surface Casing O' 260' 8 5/8" 24 J55
Production Casing O' 5800' 5 1/2" 15.50 K55

CEMENT PROGRAM

Surface Casing 150 sacks class"G" with 2% CaCl and 1/4
lb/sack Flocele.
(Cement will be circulated to surface.)

Production Casing 205 sacks 28:72 Poz. (28% POZ: 72% Class"C")
with 10% Gel, 6.0 lbs/sk KOL SEAL & ¾ pps
Cello Flake.(Wt.=11.09 ppg,Yd =3.30 Cu.Ft/Sk
Comp. Stght @ 72 Hrs=575) Tailed with 400
sacks 50:50 POZ(50% POZ: 50% Class"G") with 2%
Gel, 0.3% FL-52, ¾ pps Cello Flakes & 2.0 pps
KOL SEAL.(Wt.=14.30 ppg, Yd=1.25 Ft.Cu./Sk,
Comp Strght @ 75 Hrs=2700)
(Actual cement volumes to be calculated from

caliper log with cement top at 2000')

PRELIMINARY DRILLING FLUID PROGRAM

PLAS. YIELD
TYPE FROM TO WEIGHT VIS POINT
Air and Air Mist 0' 260' N.A. N.A. N.A.
Air/Air Mist/KCl wtr 260' T.D. 8.7-8.9 N.A. N.A.

COMMENTS -

1.) No cores or tests are planned for this
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EQUITABLERESOURCESENERGYCOMPANY

Operator: EREC Well Name: MF 43-10-9-16

Project ID: Location: Duchesne / Utah

Design Parameters: Design Factors:
Mud weight ( 8.70 ppg) : 0.452 psilft Collapse : 1.125
Shut in surface pressure : 2041 psi Burst : 1.00
Internal gradient (burst) : 0.100 psilft 8 Round : 1.80 (J)
Annular gradient (burst) : 0.000 psilft Buttress : 1.60 (J)
Tensile load is determined using air weight Body Yield : 1.50 (B)
Service rating is "Sweet"

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 5,800 5-1/2" 15.50 K-55 ST&C 5,800 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2621 4040 1.541 2621 4810 1.84 89.90 222 2.47 J

Prepared by : McCoskery, Billings, Montana
Date : 09-26--1996
Remarks :

Design is for a Production string.
Minimum segment length for the 5,800 foot well is 1,500 feet.
The mud gradient and bottom hole pressures (for burst) are 0.452 psilft and

2,621 psi, respectively.

NOTE : The design factors used in this casing string design are as shown above. As a general
guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with
evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API 8rd tension, 1.6 - buttress tension,
1.5 - body yield tension, and 1.6 - EUE 8rd tension. Collapse strength under axial tension
was calculated based on the Westcott, Dunlop and Kemler curve. Engineering responsibility
for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version
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1.5 - body yield tension, and 1.6 - EUE 8rd tension. Collapse strength under axial tension
was calculated based on the Westcott, Dunlop and Kemler curve. Engineering responsibility
for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version
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EXHIBIT "E"

A. Hazardous chemicals 10.000 pounds of which will most likely
be used. produced, stored, transoorted, or disposed of in
association with the proposed action of drilling, completing,
and producing this well:

We anticipate that none of the hazardous chemicals in
quantities of 10,000 pounds or more will be associated
with these operations.

B. Extremely hazardous substances threshold quantities which
will be used, produced, stored. transported, or disposed of
in association with the oroposed action of drilling,
completing, and producing this well:

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will
be associated with these operations.

3/28/95
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and producing this well:

We anticipate that none of the hazardous chemicals in
quantities of 10,000 pounds or more will be associated
with these operations.

B. Extremely hazardous substances threshold quantities which
will be used, produced, stored. transported, or disposed of
in association with the oroposed action of drilling,
completing, and producing this well:

We anticipate that none of the extremely hazardous
substances in threshold quantities per 40 CFR 355 will
be associated with these operations.

3/28/95
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MONUMENT FEDERAL /43-10-9-16

SEC. 10, T9S, R16ß' S.L.B.&M and Surveying. Inc.

TOPO "B" 3 (8 7) 787-25 i

SCALE: 1" -

2000, 38 WEST 100 NORTH VERNAL, UTAH
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6" TOPSOIL = 900 Cu. Yds.
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Land Surveying. Inc.
SCALE: 1" - 50' (801) 781-2501

E/LD 38 WEST 100 NORTH VERNAL, UTAH
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0 0
EXHIBIT M

APPLICATION FOR PIPELINE RIGHT-OF-WAY

Please consider this Application for Permit to Drill also as an application for the
pipeline (gasgathering system) Right-of-way for this prospective well. See Map
EXHIBIT "M" for the pipeline route. This will be a 2" surface line.

Please advise of the costs associated with this Right-of-Way and a check will be
forthcoming.

Route will follow existing roads where possible. Operator requests a 30' width for the
Right-of-Way with an additional 30' width for working surface as
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pipeline (gasgathering system) Right-of-way for this prospective well. See Map
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: API NO. ASSIGNED: 43-013-31723

WELL NAME: MONUMENT BUTTE 43-10-9-16
OPERATOR: EQUITABLE RESOURCES (N9890)

PROPOSED LOCATION: INSPECT LOCATION BY: / /
NESE 10 - TO9S - R16E
SURFACE: 1914-FSL-0722-FEL TECH REVIEW Initials Date
BOTTOM: 1914-FSL-0722-FEL
DUCHESNE COUNTY Engineering
MONUMENT BUTTE FIELD (105)

Geology
LEASE TYPE: FED
LEASE NUMBER: UTU - 72107 Surface

PROPOSED PRODUCING FORMATION: GRRV

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

/ Plat R649-2-3. Unit:
/ Bond: Federal [6 State [] Fee []

(Number g¶¾†rgg ) _ar'

R649-3-2. General.
Potash (Y/N)
Oil shale (Y/N)

___

R649-3-3. Exception.
Water permit

(Number go ( ¶w it pí ) Drilling Unit .

RDCC Review (Y/N) Board Cause no:
(Date: ) Date:

COMMENTS:
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OPERATOR: EQUITABLE RESOURCES
FIELD: MONUMENT BUTTE (105)
SECTION: 10 &22 T9S R16E
COUNTY: DUCHESNE
SPACING: UAC R649-3-2
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STATE OF UTAH, DIV OF OIL, GAS & MINERALS

Operator: EQUITABLE RESOURCES Well Name: MON FED 43-10-9-16

Project ID: 43-013-31723 Location: SEC. 10 - T9S - R16E

Design Parameters: Design Factors:
Mud weight ( 8.90 ppg) : 0.462 psi/ft Collapse : 1.125

Shut in surface pressure : 2332 psi Burst : 1.00

Internal gradient (burst) : 0.060 psi/ft 8 Round : 1.80 (J)

Annular gradient (burst) : 0.000 psi/ft Buttress : 1.60 (J)

Tensile load is determined using air weight Other : 1.50 (J)

Service rating is "Sweet" Body Yield : 1.50 (B)

Length Size Weight Grade Joint Depth Drift Cost
(feet) (in.) (lb/ft) (feet) (in.)

1 5,800 5.500 15.50 K-55 ST&C 5,800 4.825

Collapse Burst Min Int Yield Tension
Load Strgth S.F. Load Strgth S.F. Load Strgth S.F.

(psi) (psi) (psi) (psi) (kips) (kips)

1 2682 4040 1.506 2682 4810 1.79 89.90 222 2.47 J

Prepared by : MATTHEWS, Salt Lake City, Utah
Date : 12-09-1996
Remarks :

GREEN RIVER

Minimum segment length for the 5,800 foot well is 1,500 feet.

SICP is based on the ideal gas law, a gas gravity of 0.69, and a mean gas

temperature of 115°F (Surface 74°F
, BHT 155°F & temp. gradient 1.400°/100 ft.)

String type: Production

The mud gradient and bottom hole pressures (for burst) are 0.462 psi/ft and

2,682 psi, respectively.

NOTE : The design factors used in this casing string design are as shown above. As a general

guideline, Lone Star Steel recommends using minimum design factors of 1.125 - collapse (with

evacuated casing), 1.0 - (uniaxial) burst, 1.8 - API Brd tension, 1.6 - buttress tension,
1.5 - body yield tension, and 1.6 - EUE Brd tension. Collapse strength under axial tension

was calculated based on the Westcott, Dunlop and Kemler curve. Engineering responsibility

for use of this design will be that of the purchaser.
Costs for this design are based on a 1987 pricing model. (Version
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Form 3160-5 UNITED STATES FORMAPPROVED

(June 1990) DEPARTMENT OF THE INTERIOR ""'E
aNo 1 -03135

BUREAU OF LAND MANAGEMENT s

SUNDRY NOTICES AND REPORTS ON WELLS 6. Hindian, Anouecor Tribe Name

Do ndt use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE, nit or CA, Agreement Designation

1. Type of Well°A O °w','n O Other
8 nãTWRbdl i sti ng

2. Name of Operator

Equitable Resources Energy Company .

* ^1**""°

3. Address and Telephone No. .

1601 Lewis Avenue; Billings, MT59102 (406) 259-7860 'geld Pool,o x rl Ar

4. Location of Well (Footage, Sec.. T., R., M., or Survey Description)
11. County or Parish, State

See attached listing See attached listing

12. .CHECK APPROPR1ATE BOX(s) TO 1NDICATE NATUREOF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Nodce of Intent Abandonment Change of Plans

O accompi.ao. O New Cons nicuon

Â Subsequent Repon Plugging Back Non-Routine Fracturing

O Cuang Repair O Water Shut-Off

O Final Abandonment Notice Altering Casing Convenson to Igecdon

IKIouse, paleontology Reports O Dispose Water
(Note: Reportresultsor multiplecompletiononWell

Completion or Recompletion Report and Log form.)

13. DescribeProposed or CompletedOperations(Clearlystate a i pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

givesubsurfacelocationsand measuredand true vertical depthsfor all markersand zonespertinent to this work.)*

Attached are te paleontology reports which were done on proposed wellsites, access
routes, and gasline routes for the wells on the attached listing.

ORIGINAL: Bureau of Land Management (Vernal, UT)
COPY: Utah Division of Oil , Gas and Mining

OCT2 2 1996

DIVOF OIL,GAS & MINING

14. I herebyc t the foregoing rue and correct RegUIatOry and
.

Environmental Specialist o,,, October 21, 1996

(Th a space o e r

Approved by Tide Date

Conditions of approval, if any:

Tide 18 U.S.6 Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse

.
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c1.:58 75. 5 W

MONUMENT BUTTE AREA
PHASE 4 DRILLING
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MONUMENT BUTTEAREA
PHASE 4 DRILLING

1996
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' 5¶ g
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O O
MONUMENT BUTTE AREA

PHASE 4 DRILLING
1996

Monument Federal #5tS2-8-16
SW SE Sectlon 31, TSS, R16E
Duchesne County, UT
660' FSL,1980' FEL PROPOSED FOOTAGES

• '?'ff L. / †¾'FEL., ACTUALFOOTAGES /

Field: Monument Butte
FEDERALLEASE#UTU-M389
PTD: ' (Green River formation)
GL: 58 316 99 '

Monument Federal #13-4-9-16
NW SW Section 4, T9S, R16E

1
Duchesne county,UT
2050' FSL,660' FWL PROPOSEDFOOTAGES

þfð'F3¿, &{,p'FML.; ACTUALFOOTAGES

. Field: Monument Butte
FEDERALLEASE#UTU-

"{ 3D ¾
D: ver f mation)

Monument Federal #31-8-9-16
NW NESection 8, T9S, R16E
Duchesne County, UT
660' FNL,1980' FEL PROPOSEDFOOTAGES

rf fÂð'f?VL, 201b'FE l- ACTUAL FOOTAGES

f • Fleid: Monument Butte

8 FEDERALl'EASE #UTU- 20256
PTD: ' (Green River formation)
GL: 5ß38'k6000'

Monument Federal #33-10-9-16
NWSE Section 10, T9S, R16E
Duchesne County, UT
1980' FSL,1980' FEL PROPOSED FOOTAGES

)
)S8o'F3L, 880' NL ACTUALFOOTAGES

Field: Monument Butte
.

FEDERALLEASE#UTU- "[ G 10"I
PTD: (Green River formation)
GL: fy/t,. r 5800'

Monument Federal #43-10-9-16
NESE Section 10, T9S, R16E
Duchesne County, UT
19800' FSL, 660' FEL PROPOSED FOOTAGES

/9/yWSL y 12 Z'Fu- ACTUALFOOTAGES
Field: Monument Butte

,
FEDERALLEASE#UTU-9&[0i
PTD: ' Green River formation)
CL: 544& ' 5500 '

8/16/96
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EQUITABLE RESOURCES ENERGY CO.

MONUMENT FEDERAL #43-10-9-16 ÛÚ- Î/ 7AÎ
NE/SE SECTION 10, T9S, R16E, SLB&M

Duchesne County, Utah

PALEONTOLOGY REPORT

WELLPAD LOCATION, ACCESS ROAD, & GAS LINE

BY

ALDENH. HAMBLIN
PALEONTOLOGIST

P.O. BOX 731
VERNAL,UTAH84078

OCTOBER15, 1996

DIVOF016 GAS &
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RESULTSOF PALEONTOLOGYSURVEYAT EQUITABLE RESOURCESENERGY CO. MONUMENT
FEDERAL#43-10-9-16, NE/SE Section 10, T9S, R16E, S.L.B.&M, Duchesne Co.,
Utah.

Description of Geology and Topography-

This well location is 10 miles south and 2 miles west of Myton, Utah, 1 milenorthwest of Castle Peak Draw. The well location sits just west of anexisting road on a fairly flat area on the vest edge of the bench. The shortaccess road and east side of the well location has a cover of rock fragments
and sand until it drops off the hill on the west side. There are a few rock
outcrops on the west side.

All rock outcrops in the area are of the Middle Eocene Uinta Formation, known
for its fossil vertebrate fauna of mammals, turtles, crocodilians, and
occasional fish remains and plant impressions.

Paleontological material found -

No fossils were found during the survey on the wellpad, road or gas line.

Recommendations-

There is always some potential for encountering significant fossils when
working in the Uinta Formation. If important looking fossil material is found
during construction, a paleontologist should be called to evaluate it.

No other recommendations are being made for paleontology at this location.
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SUB CATE* F
t N 10 4 136

DEPARTMENTOF THE INTERIOR rv I.EASE DESIGN&TION AND BERRI. NO.

BUREAU OF LAND MANAGEMENT ¡ li ¡LJL te UTU-72107

APPLICATION FOR PERMITTO DRILL,DEEPEN,OR PLUG BACK 6. IF INDIAN, ALLOTTES OR TRIBE NA

18. TYPE OF WORK
«

DRILL DEEPENO PLUG BACK O 7. UNir AOREEMENT NAMS

b. TTrz or war.L g a
r.r. =r.z. orsma

at. O fo"NLcTŒLE 8. - OE LEASE M

2. NAME OF OPERATOn Monument Federal
Equitable Resources Energy Company 9. WELL NO.

3. ADDEERS OF OPERATO.
#43-10-9-16

1601 Lewis Avenue; Billings, MT 59102 (406) 259-7860 10. FIELD AND POOL, OR WILDCAT

4. Locarrox or wzt.I. (Report location clearly and in accordance with any State requirements.•) Monument Butte/Green River
At suriace

11. Bac., T. E., x., on mLE.
NE SE Section 10, T9S, R16E 1914' FSL, 722' FEL an .ant on an.«

At oroposed prod. sone 10, T9S, R16E
14. DISTANCE IN MILES AND DIRECTION FROM NEAREST TOWN OE POST OFFICE* 12. COUNTT 08 PA1182 13. BTATE

Duchesne
From Mvton. Utah approximatel v 10 M i les SW UTAH

10. DISTANCE TROM PROPUBED* 16. NO. OF ACBEs IN Laass 17. NO. OF ACRES ASSIGNED
LOCATION TO NEAEEST TO TEIS WELL
PROPEETT OB LEAEE LINE, FT.
(Also to nearest drig. unit line, if any)

18. DISTANCE FROh! PROPOSED LOCATION* 19. PROPOSED DEPTH 20. noTART on chaLE TooLa
TO NEAEEST WELL, DRILLING, COhiPLETED,
o. Arru=o ro.. on tax. xxan=· "· 5,800' Rotary

21. stavars (S w6wbether DF, RT. GR. etc.) 2 APP I. Da WORK W L 8 RT*

PROPOSED CASING AND CEMENTING PROGRAM

BILE OF ROLE BIZE OF CASING WEIGHT PER FOOT BETTING DEPTH QUANTITT OF CEMENT

See Dri.1 ing Program/Casing Design

D OiL,GAS& MNING
Operator plans to drill this well in accordance with the at E¾RIGI-T&.--A----

listing of EXHIBITSis also attached. Dr =

SEP 3 1996

SELFŒRTIFICATION:I hereby certify that I amauthorized, by pmper lease interest omer, to conduct ese
operations associated with the application. Bondcoveragepursuant to 43 CFR3104 for lease activities is
being provided by Equitable Resources Energy Copany as principal and Safeco Insurance Copany of Merica as
surety under NR BondNo. Mf 0576 (Nationwide Oil &Gas Bond#5547188)whowill be responsible for cop1iance
with all of the tems and conditions of at portion of the lease associatedwith this application.

CRIGINAL:Bureau of Land Management(Vernal, UT)
CCPY: Utah Division of Oil, Gas and Mining

IN ABOVE BPACE DESCRIBE PROPOBED PaooxAM: If proposal is to deepen or ping back, give data on present prodnetire zone and proposed new productive
zone. Il proposal is to drill or deepen directionally, give pertinent data on subaurface locations and measured and true vertical depths. Give blowout
preventer program, it any.

Regulatory and
BIGh TTTI E MÝAl 1A RÌ DATE 1¾

(This space for Federal or State oflice use)

PTR1ffT Yn IPPROVIT DATTL ÀSsistant Field Manager 0EC 0 5 1996
APPROVED TITT T DATE

CONDIT30 8 OF APPROVAI., I NT:

© DITIONSOF ACHED
NO.1CEOFAPPROVAL ,

Tocre.-won on

0 ~ÁN/ O *SeeInstructionrOn ReverseSide
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any depart:nent or agency of the
IInnart Mr...« any false. fictitious or fraudulent statements or representations as to any matter within its
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Well No.: Monument Fed. 43-10-9-16

CONDITIONSOF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Equitable Resources Enerqy Company

Well Name & Number: Equitable Monument Federal 43-10-9-16

API Number: 43-013-31723

Lease Number: U - 72107

Location: NESE Sec. 10 T._9S_R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of
location and access roads.

Location Completion - prior to moving on the drillingrig.

Spud Notice - at least twenty-four(24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure

Equipment Tests tests.

First Production - within five (5) business days after new well begins, or
Notice production resumes after well has been off production for

more than ninety (90) days.

For more specific details on notification requirements, please check the Conditions of Approval

for Notice to Drilland Surface Use
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Well No.: Monument Fed. 43-10-9-16

CONDITIONS OF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certifythat the applicantholds legal or
equitable titleto those rights in the subject lease which would entitlethe applicant to conduct
operations thereon.

Alllease and/or unit operations willbe conducted in such a manner that full complianceis
made with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the
approved plan of operations. The operator is fullyresponsible for the actions of his
subcontractors. A copy of these conditions willbe furnished the field representative to insure
compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq Zones are
Expected to be Encountered

Report SL water shows and water-bearing sands to Tim Ingwell of this office prior to
setting the next casing string or requesting plugging orders. Faxed ccpies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,
submit samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil
and gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a
2M system and individual components shall be operable as designed. Chart recorders

shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while

drilling and shall be made availableto a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling, the special drillingrequirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drilling shall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.

The Vernal Field Office shall be notified, at least 24 hours prior to initiatingthe
pressure tests, in order to have a BLMrepresentative on location during pressure
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encountered during drilling, will be recorded by depth and adequately protected. All oil
and gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a
2M system and individual components shall be operable as designed. Chart recorders

shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while

drilling and shall be made availableto a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling, the special drillingrequirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drilling shall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.

The Vernal Field Office shall be notified, at least 24 hours prior to initiatingthe
pressure tests, in order to have a BLMrepresentative on location during pressure
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3. Casinq Proqram and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints,with a minimum of
one centralizer per joint.

As a minimum,the usable water and oil shale resources shall be isolated and/or
protected by having a cement top for the production casing at least 200 ft. above the
base of the usable water zone, identified at 2,632 ft. If gilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing program.

The Vernal Field Office shall be notified at least 24 hours prior to the running and
cementing of all casing strings, in order to have a BLM representative on location while
running and cementing all casing strings.

4. Mud Proqram and Circulatinq Medium

Hazardous substances specificallylisted by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste will not be used in drilling,testing,
or completion operations.

No chromate additiveswillbe used in the mud system on Federal and Indian lands
without prior BLM approval to ensure adequate protection of fresh water aquifers.

5 .Corinq, Loqqinq and Testinq Program

Daily drillingand completion progress reports shall be submitted to this office on a
weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate
of flow is stabilized and if adequate lighting is available (i.e., lighting which is adequate
for visibilityand vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL)willbe run from the production casing shoe to ± 2,432 ft.
and shall be utilized to determine the bond quality for the production casing. Submit a
field copy of the CBL to this office.

Whether the well is completedas a dry hole or as a producer, "WellCompletion and
Recompletion Report and Log" (Form 3160-4) willbe submitted not later than 30 days
after completion of the well or after completion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries, sample description, and all other surveys
or data obtained and compiledduring the drilling,workover, and/or completion
operations, willbe filed with Form 3160-4. Samples (cuttings,fluids, and/or gases) will

be submitted when requested by the
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6. Notifications of Operations

No location will be constructed or moved, no well willbe plugged, and no drilling or
workover equipment willbe removed from a well to be placed in a suspended status
without prior approval of the AO. If operations are to be suspended, prior approval of
the AO willbe obtained and notificationgiven before resumption of operations.

The Vernal Field Office shall be notified, during regular work hours (7:45 a.m.-4:30
p.m., Monday through Friday except holidays), at least 24 hours prior to spudding the
well.

Operator shall report production data to MMSpursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A

or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice"
(Form 3160-5) to that effect willbe filed, for prior approval of the AO, and all conditions
of this approved plan are applicable during all operations conducted with the
replacement rig.

The date on which production is commenced or resumed will be construed for oil wells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility,such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility.such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when
the well is placed in a producing status. Such notification willbe sent by telegram or
other written communication, not later than five (5) days following the date on which
the well is placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized
test period of 30 days or 50 MMCFfollowing its completion, whichever occurs first,
without the prior written approvalof the Authorized Officer. Should gas be vented or
flared without approval beyond the authorized test period, the operator may be directed
to shut-inthe well until the gas can be captured or approvalto continue venting or
flaring as uneconomic is granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approval which is determined
to have been avoidably
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A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-

4 shall be submitted to the appropriate District Office withinthirty (30) days of
installation or first production, whichever occurs first. All site security regulations as
specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

No well abandonmentoperationswillbe commencedwithout the prior approval of the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approval willbe obtained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, willbe filed with the AO within thirty (30) days following completion of the well
for abandonment. This report will indicate where plugs were placed and the current
status of surface restoration. Final abandonment willnot be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completed to the satisfaction of the AO or his representative, or the appropriate
Surface Managing Agency.

7. Other Information

All loading lines willbe placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling onlease or off-lease will
have prior written approval from the AO.

The oil and gas measurement facilities willbe installed on the well location. The oil
and gas meters willbe calibrated in place prior to any deliveries. Tests for meter
accuracy will be conducted on initial meter installations and at least quarterly
thereafter. The AO willbe provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports will be
submitted to the Vernal Field Office. All meter measurement facilities will conform with
Onshore Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order
No. 5 for natural gas measurement.

The use of materialsunder BLMjurisdictionwillconformto 43 CFR 3610.2-3.

There willbe no deviation from the proposed drilling and/or workover program without
prior approval from the AO. Safe drillingand operating practices must be observed.
Allwells, whether drilling,producing, suspended, or abandoned willbe identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR
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Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhereon a lease site or allocated to a lease
site, or resumes production in the case of a well which has been off production for
more than 90 days, the operator shall notifythe authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on
which such production has begun or resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civilpenalty of up to $10,000per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extension period may be granted, if requested, prior to the expiration of the original
approvalperiod.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Ed Forsman (801) 789-7077
Petroleum Engineer

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801)
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PA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTIONWASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilledchemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transportingor containing nonexempt
waste

Refinery wastes

Liquidand solid wastes generated by crude oiland tank bottom reclaimers

Used equipment lubrication oils

Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportationpipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes

Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous
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Well No.: Monument Fed. 43-10-9-16

SURFACE USE PROGRAM

Conditions of Approval (COAs)

METHODS FOR HANDLINGWASTE MATERIALSAND DISPOSAL

The reserve pit shall be lined with a synthetic liner that is a minimum of 12 mil thickness with

sufficientbedding to cover any rocks. The liner willoverlap the pit walls and be covered with dirt

and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner willbe

disposed of in the pit.

Plans For Reclamation Of Location

When reclaiming the reserve pit, the pit liner willbe torn and perforated before backfilling the

reserve pit and the torn liner will be buried a minimumof four (4) feet deep. Ifthis is a producing

well and after the reclamation of the reserve pit, and unused disturbed areas, contact the

authorized office to obtain a seed mixture to revegetate these specific areas.

At timeof final abandonmentthe intent of reclamation willbe to return the disturbed area to near

natural conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road

berms, and borrow ditches to be natural in appearance with the surroundingterrain. After

recontouring of the area any stockpiled topsoilwillbe spread over the surface, and the area

reseeded and revegetated to the satisfaction of the authorized officerof the BLM. Contact the

authorized officer of the BLM at the time of reclamation for the required seed mixture.

Other Information

The operator or their contractor shall contact the BLMoffice at (801)789-1362, 48 hours prior to

construction
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Raptor Habitat

If this is a producing well the operator is required to install a multicylinderengine to the pumping

unit.

MOUNTAINPLOVERS & BURROWINGOWLS

No surface disturbing activities, construction, or drilling operations including the initial completion

activities are to occur on the well, access road, or location from March 15 through August 15.

This restriction is to protect the nesting Mountain Plovers and Burrowing Owls located in the

surrounding area. The restriction does not apply to maintenance and operation of existing wells

and facilities. Waivers, exceptions, or modifications to this restriction may be specifically

approved in writing by the authorized officer of the Bureau of Land Management if either the

resource values change or the lessee/operator demonstrates that adverse impacts can be

mitigated.

An example of an exception:could be to contact the authorized officer of the BLM to

coordinate additional surveys for mountain plover & burrowing owl. The notification will be

required a minimum of 14 days prior to surface disturbance to allow time to conduct a

wildlife survey. If an active nest or chicks are found, the proposed activitywill be delayed

until the chicks are out of downy plumage or the brood vacates the

O O
COAs Page 9 of _9

Well No.: Monument Fed. 43-10-9-16

Raptor Habitat

If this is a producing well the operator is required to install a multicylinderengine to the pumping

unit.

MOUNTAINPLOVERS & BURROWINGOWLS

No surface disturbing activities, construction, or drilling operations including the initial completion

activities are to occur on the well, access road, or location from March 15 through August 15.

This restriction is to protect the nesting Mountain Plovers and Burrowing Owls located in the

surrounding area. The restriction does not apply to maintenance and operation of existing wells

and facilities. Waivers, exceptions, or modifications to this restriction may be specifically

approved in writing by the authorized officer of the Bureau of Land Management if either the

resource values change or the lessee/operator demonstrates that adverse impacts can be

mitigated.

An example of an exception:could be to contact the authorized officer of the BLM to

coordinate additional surveys for mountain plover & burrowing owl. The notification will be

required a minimum of 14 days prior to surface disturbance to allow time to conduct a

wildlife survey. If an active nest or chicks are found, the proposed activitywill be delayed

until the chicks are out of downy plumage or the brood vacates the



O O
COAs Page 1 of _9

Well No.: Monument Fed. 43-10-9-16

CONDITIONSOF APPROVAL
APPLICATION FOR PERMIT TO DRILL

Company/Operator: Equitable Resources Enerqy Company

Well Name & Number: Equitable Monument Federal 43-10-9-16

API Number: 43-013-31723

Lease Number: U - 72107

Location: NESE Sec. 10 T._9_S_R. 16E

NOTIFICATION REQUIREMENTS

Location Construction - at least forty-eight (48) hours prior to construction of
location and access roads.

Location Completion - prior to moving on the drillingrig.

Spud Notice - at least twenty-four (24) hours prior to spudding the well.

Casing String and - at least twenty-four (24) hours prior to running casing and
Cementing cementing all casing strings.

BOP and Related - at least twenty-four (24) hours prior to initiating pressure
Equipment Tests tests.

First Production - within five (5) business days after new well begins, or
Notice production resumes after well has been off production for

more than ninety (90) days.

For more specific details on notificationrequirements, please check the Conditions of Approval
for Notice to Drilland Surface Use
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CONDITIONSOF APPROVAL FOR NOTICE TO DRILL

Approval of this application does not warrant or certify that the applicant holds legal or
equitable title to those rights in the subject lease which would entitle the applicant to conduct
operations thereon.

All lease and/or unitoperations will be conducted in such a manner that full compliance is
made with applicable laws, regulations (43 CFR 3100), Onshore Oil and Gas Orders, and the
approved plan of operations. The operator is fully responsible for the actions of his
subcontractors. A copy of these conditions will be furnished the field representative to insure
compliance.

Be aware fire restrictions may be in effect when location is being constructed and/or when well
is being drilled. Contact the appropriate Surface Management Agency for information.

A. DRILLINGPROGRAM

1. Estimated Depth at Which Oil, Gas, Water, or Other Mineral Bearinq Zones are
Expected to be Encountered

Report & water shows and water-bearing sands to Tim Ingwell of this office prior to
setting the next casing string or requesting plugging orders. Faxed ccpies of
State of Utah form OGC-8-X are acceptable. If noticeable water flows are detected,
submit samples to this office along with any water analyses conducted.

All usable water and prospectively valuable minerals (as described by BLM at onsite)
encountered during drilling, will be recorded by depth and adequately protected. All oil
and gas shows will be tested to determine commercial potential.

2. Pressure Control Equipment

The BOP and related equipment shall meet the minimum requirements of Onshore Oil
and Gas Order No. 2 for equipment and testing requirements, procedures, etc., for a
2M system and individual components shall be operable as designed. Chart recorders
shall be used for all pressure tests.

Test charts, with individual test results identified, shall be maintained on location while
drilling and shall be made available to a BLM representative upon request.

If an air compressor is on location and is being utilized to provide air for the drilling
medium while drilling,the special drillingrequirements in Onshore Oil and Gas Order
No. 2, regarding air or gas drilling shall be adhered to. If a mist system is being utilized
then the requirement for a deduster shall be waived.

The Vernal Field Office shall be notified, at least 24 hours prior to initiating the
pressure tests, in order to have a BLM representative on location during pressure
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Well No.: Monument Fed. 43-10-9-16

3. Casinq Proqram and Auxiliary Equipment

Surface casing shall have centralizers on the bottom three joints, with a minimum of
one centralizer per joint.

As a minimum, the usable water and oil shale resources shall be isolated and/or
protected by having a cement top for the production casing at least 200 ft. above the
base of the usable water zone, identified at 2,632 ft. If gilsonite is encountered while
drilling, it shall be isolated and/or protected via the cementing program.

The Vernal Field Office shall be notified at least 24 hours prior to the running and
cementing of all casing strings, in order to have a BLM representative on location while
running and cementing all casing strings.

4. Mud Proqram and Circulatinq Medium

Hazardous substances specifically listed by the EPA as a hazardous waste or
demonstrating a characteristic of a hazardous waste will not be used in drilling, testing,
or completion operations.

No chromate additives will be used in the mud system on Federal and Indian lands
without prior BLM approval to ensure adequate protection of fresh water aquifers.

5 .Corinq, Loqqinq and Testinq Proqram

Daily drilling and completion progress reports shall be submitted to this office on a
weekly basis.

All Drill Stem tests (DST) shall be accomplished during daylight hours, unless specific
approval to start during other hours is obtained from the AO. However, DSTs may be
allowed to continue at night if the test was initiated during daylight hours and the rate
of flow is stabilized and if adequate lighting is available (i.e., lighting which is adequate
for visibility and vaporproof for safe operations). Packers can be released, but tripping
should not begin before daylight unless prior approval is obtained from the AO.

A cement bond log (CBL) will be run from the production casing shoe to ± 2,432 ft.
and shall be utilized to determine the bond quality for the production casing. Submit a
field copy of the CBL to this office.

Whether the well is completed as a dry hole or as a producer, "Well Completion and
Recompletion Report and Log" (Form 3160-4) will be submitted not later than 30 days
after completion of the well or after completion of operations being performed, in
accordance with 43 CFR 3164. Two copies of all logs, core descriptions, core
analyses, well-test data, geologic summaries, sample description, and all other surveys
or data obtained and compiled during the drilling, workover, and/or completion
operations, will be filed with Form 3160-4. Samples (cuttings, fluids, and/or gases) will
be submitted when requested by the
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6. Notifications of Operations

No location will be constructed or moved, no well will be plugged, and no drilling or
workover equipment will be removed from a well to be placed in a suspended status
without prior approval of the AO. If operations are to be suspended, prior approval of
the AO will be obtained and notificationgiven before resumption of operations.

The Vernal Field Office shall be notified, during regular work hours (7:45 a.m.-4:30
p.m., Monday through Friday except holidays), at least 24 hours prior to spudding the
well.

Operator shall report production data to MMSpursuant to 30 CFR 216.5 using form
MMS/3160.

Immediate Report: Spills, blowouts, fires, leaks, accidents, or any other unusual
occurrences shall be promptly reported in accordance with the requirements of NTL-3A
or its revision.

If a replacement rig is contemplated for completion operations, a "Sundry Notice"
(Form 3160-5) to that effect will be filed, for prior approval of the AO, and all conditions
of this approved plan are applicable during all operations conducted with the
replacement rig.

The date on which production is commenced or resumed will be construed for oil wells
as the date on which liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which liquid hydrocarbons are first produced into a
permanent storage facility, whichever first occurs; and, for gas wells as the date on
which associated liquid hydrocarbons are first sold or shipped from a temporary
storage facility, such as a test tank, and for which a run ticket is required to be
generated or, the date on which gas is first measured through permanent metering
facilities, whichever first occurs.

Should the well be successfully completed for production, the AO will be notified when
the well is placed in a producing status. Such notification will be sent by telegram or
other written communication, not later than five (5) days following the date on which
the well is placed on production.

Gas produced from this well may not be vented or flared beyond an initial authorized
test period of 30 days or 50 MMCF following its completion, whichever occurs first,
without the prior written approval of the Authorized Officer. Should gas be vented or
flared without approval beyond the authorized test period, the operator may be directed
to shut-in the well until the gas can be captured or approval to continue venting or
flaring as uneconomic is granted and the operator shall be required to compensate the
lessor for that portion of the gas vented or flared without approval which is determined
to have been avoidably
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A schematic facilities diagram as required by 43 CFR 3162.7-2, 3162.7-3, and 3162.7-
4 shall be submitted to the appropriate District Office within thirty (30) days of
installation or first production, whichever occurs first. All site security regulations as
specified in Onshore Oil & Gas Order No. 3 shall be adhered to. All product lines
entering and leaving hydrocarbon storage tanks will be effectively sealed in
accordance with 43 CFR 3162.7-4.

No well abandonment operations will be commenced without the prior approval of the
AO. In the case of newly drilled dry holes or failures, and in emergency situations, oral
approval will be obtained from the AO. A "Subsequent Report of Abandonment" Form
3160-5, will be filed with the AO within thirty (30) days following completion of the well
for abandonment. This report will indicate where plugs were placed and the current
status of surface restoration. Final abandonment will not be approved until the surface
reclamation work required by the approved APD or approved abandonment notice has
been completed to the satisfaction of the AO or his representative, or the appropriate
Surface Managing Agency.

7. Other Information

All loading lines will be placed inside the berm surrounding the tank battery.

All off-lease storage, off-lease measurement, or commingling onlease or off-lease will
have prior written approval from the AO.

The oil and gas measurement facilities will be installed on the well location. The oil
and gas meters will be calibrated in place prior to any deliveries. Tests for meter
accuracy will be conducted on initial meter installations and at least quarterly
thereafter. The AO will be provided with a date and time for the initial meter calibration
and all future meter proving schedules. A copy of the meter calibration reports will be
submitted to the Vernal Field Office. AIImeter measurement facilities will conform with
Onshore Oil & Gas Order No. 4 for liquid hydrocarbons and Onshore Oil & Gas Order
No. 5 for natural gas measurement.

The use of materials under BLM jurisdictionwill conform to 43 CFR 3610.2-3.

There will be no deviation from the proposed drillingand/or workover program without
prior approval from the AO. Safe drillingand operating practices must be observed.
AIIwells, whether drilling, producing, suspended, or abandoned will be identified in
accordance with 43 CFR 3162.

"Sundry Notice and Report on Wells" (Form 3160-5) will be filed for approval for all
changes of plans and other operations in accordance with 43 CFR
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Section 102(b)(3) of the Federal Oil and Gas Royalty Management Act of 1982, as
implemented by the applicable provisions of the operating regulations at Title 43 CFR
3162.4-1(c), requires that "not later than the 5th business day after any well begins
production on which royalty is due anywhere on a lease site or allocated to a lease
site, or resumes production in the case of a well which has been off production for
more than 90 days, the operator shall notifythe authorized officer by letter or sundry
notice, Form 3160-5, or orally to be followed by a letter or sundry notice, of the date on
which such production has begun or resumed."

If you fail to comply with this requirement in the manner and time allowed, you shall be
liable for a civilpenalty of up to $10,000per violation for each day such violation
continues, not to exceed a maximum of 20 days. See Section 109(c)(3) of the Federal
Oil and Gas Royalty Management Act of 1982 and the implementing regulations at
Title 43 CFR 3162.4-1(b)(5)(ii).

APD approval is valid for a period of one (1) year from the signature date. An
extension period may be granted, if requested, prior to the expiration of the original
approval period.

In the event after-hours approvals are necessary, please contact one of the following
individuals:

Ed Forsman (801) 789-7077
Petroleum Engineer

Wayne P. Bankert (801) 789-4170
Petroleum Engineer

Jerry Kenczka (801) 789-1190
Petroleum Engineer

BLM FAX Machine (801)
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Well No.: Monument Fed. 43-10-9-16

PA'S LIST OF NONEXEMPT EXPLORATION AND PRODUCTION WASTES

While the following wastes are nonexempt, they are not necessarily hazardous.

Unused fracturing fluids or acids

Gas plant cooling tower cleaning wastes

Painting wastes

Oil and gas service company wastes, such as empty drums, drum rinsate, vacuum truck
rinsate, sandblast media, painting wastes, spend solvents, spilled chemicals, and waste acids

Vacuum truck and drum rinsate from trucks and drums, transporting or containing nonexempt
waste

Refinery wastes

Liquid and solid wastes generated by crude oil and tank bottom reclaimers

Used equipment lubrication oils
Waste compressor oil, filters, and blowdown

Used hydraulic fluids

Waste solvents

Waste in transportation pipeline-related pits

Caustic or acid cleaners

Boiler cleaning wastes

Boiler refractory bricks

Incinerator ash

Laboratory wastes
Sanitary wastes

Pesticide wastes

Radioactive tracer wastes

Drums, insulation and miscellaneous
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Well No.: Monument Fed. 43-10-9-16

SURFACE USE PROGRAM

Conditions of Approval (COAs)

METHODS FOR HANDLINGWASTE MATERIALSAND DISPOSAL

The reserve pit shall be lined with a synthetic liner that is a minimum of 12 mil thickness with

sufficient bedding to cover any rocks. The liner willoverlap the pit walls and be covered with dirt

and/or rocks to hold it in place. No trash, scrap pipe, etc., that could puncture the liner will be

disposed of in the pit.

Plans For Reclamation Of Location

When reclaiming the reserve pit, the pit liner will be torn and perforated before backfilling the

reserve pit and the torn liner will be buried a minimumof four (4) feet deep. If this is a producing

well and after the reclamation of the reserve pit, and unused disturbed areas, contact the
authorized office to obtain a seed mixture to revegetate these specific areas.

At time of final abandonment the intent of reclamation will be to return the disturbed area to near

natural conditions. Recontour the surface of the disturbed area to blend all cuts, fills, road

berms, and borrow ditches to be natural in appearance with the surrounding terrain. After

recontouring of the area any stockpiled topsoil will be spread over the surface, and the area

reseeded and revegetated to the satisfaction of the authorized officer of the BLM. Contact the

authorized officer of the BLM at the time of reclamation for the required seed mixture.

Other Information

The operator or their contractor shall contact the BLM office at (801)789-1362, 48 hours prior to

construction
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Well No.: Monument Fed. 43-10-9-16

Raptor Habitat

Ifthis is a producing well the operator is required to install a multicylinder engine to the pumping
unit.

MOUNTAIN PLOVERS & BURROWING OWLS

No surface disturbing activities, construction, or drilling operations including the initial completion
activities are to occur on the well, access road, or location from March 15 through August 15.

This restriction is to protect the nesting Mountain Plovers and Burrowing Owls located in the
surrounding area. The restriction does not apply to maintenance and operation of existing wells

and facilities. Waivers, exceptions, or modifications to this restriction may be specifically
approved in writing by the authorized officer of the Bureau of Land Management if either the
resource values change or the lesseeloperator demonstrates that adverse impacts can be
mitigated.

An example of an exception: could be to contact the authorized officer of the BLM to
coordinate additionalsurveys for mountain plover & burrowing owl. The notification will be
required a minimum of 14 days prior to surface disturbance to allow time to conduct a

wildlife survey. Ifan active nest or chicks are found, the proposed activitywill be delayed

until the chicks are out of downy plumage or the brood vacates the
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O State of Utah
DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
355 West North Temple

Michael O. Leavitt
Governor 3 Triad Center, Suite 350

Ted Stewart Salt Lake City, Utah 84180-1203

Executive Director 801-538-5340

James W. Carter 801-359-3940 (Fax)
Division Director 801-538-5319 (TDD)

December 9, 1996

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, Montana 59102

Re: Monument Federal 43-10-9-16 Well, 1914' FSL, 722' FEL,
NE SE, Sec. 10, T. 9 S., R. 16 E., Duchesne County, Utah

Gentlemen:

Pursuant to the provisions and requirements of Utah Code
Ann. 40-6-1 et seq., Utah Administrative Code R649-3-1 et seq.,
and the attached Conditions of Approval, approval to drill the
referenced well is granted.

This approval shall expire one year from the above date
unless substantial and continuous operation is underway, or a
request for extension is made prior to the expiration date. The
API identification number assigned to this well is 43-013-31723.

Sincerely,

R. J. F rth
Associate Director

lwp
Enclosures
cc: Duchesne County Assessor

Bureau of Land Management, Vernal District
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Operator: Equitable Resources Energy Company

Well Name & Number: Monument Federal 43-10-9-16

API Number: 43-013-31723

Lease: UTU-72107

Location: NE SE Sec. 10 T. 9 S. R. 16 E.

Conditions of Approval

1. General
Compliance with the requirements of Utah Admin. R. 649-1 et
seq., the Oil and Gas Conservation General Rules, and the
applicable terms and provisions of the approved Application

for Permit to Drill.

2. Notification Requirements
Notify the Division within 24 hours following spudding the
well or commencing drilling operations. Contact Jimmie
Thompson at (801)538-5336.

Notify the Division prior to commencing operations to plug
and abandon the well. Contact Frank Matthews at
(801)538-5334 or Mike Hebertson at (801)538-5333.

3. Reporting Requirements
All required reports, forms and submittals shall be promptly
filed with the Division, including but not limited to the
Entity Action Form (Form 6), Report of Water Encountered
During Drilling (Form 7), Weekly Progress Reports for
drilling and completion operations, and Sundry Notices and
Reports on Wells requesting approval of change of plans or
other operational
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DIVISION OF OIL, GAS AND MINING 00NFIDENTAL
SPUDDING INFORMATION

Name of Company: EQUITABLE RESOURCES

Well Name: MONUMENT FEDERAL 43-10-9-16

Api No. 43-013-31723

Section 10 Township 9S Range 16E County DUCHESNE

Drilling Contractor UNION

Rig # 17

SPUDDED:

Date 1/24/97

Time 10:00 AM

How ROTARY

Drilling will commence

Reported by D. INGRAM

Telephone #

Date: 1/27/97 Signed:
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Form 3160-5 UNITED STATES FORM APPROVED

(June1990) DEPARTMENT OF THE INTERIOR
BudExetBureaMaNL100403135

BUREAU OF LAND MANAGEMENT 5. lase Designation and Serial No.
UTU-72107

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE n/a
1. Type of Well

OW
11

GWa
H 00 er

8. Well Name and No.

2. Nameof Operator
M0n. Fed.#43-10-9-16

Eqitable Resources Energy Company 9. APIWe11No.

3. Address and Telephone No.
43-013-31723

1601 Lewi s Avenue; Bi ll i ngs, MT 59102 (406) 259-7860
10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T., R., M., or Survey Description)
MOD .BUtte/GTO.Ri Ver

l I. County or Parish, State

NE SE Section 10, T9S, R16E
1914' FSL, 722' FEL ' Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O Recontpleuon New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

O Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casin Conversion to Injection

Other S pu Dispose Water
(Note: Reportresultsof multiplecompletiononWell

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

This well was spud 1/25/97.

ORIGINAL: Bureau of Land Management (Vernal , UT) ---

COPY: Utah Division of Oil, Gas and Mining

14. I hcen

d
Title Regul atory Speci al i st oate January 27, 1

(This space r Écderalor State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse

O
Form 3160-5 UNITED STATES FORM APPROVED

(June1990) DEPARTMENT OF THE INTERIOR
BudExetBureaMaNL100403135

BUREAU OF LAND MANAGEMENT 5. lase Designation and Serial No.
UTU-72107

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a
Use "APPLICATION FOR PERMIT--" for such proposals

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE n/a
1. Type of Well

OW
11

GWa
H 00 er

8. Well Name and No.

2. Nameof Operator
M0n. Fed.#43-10-9-16

Eqitable Resources Energy Company 9. APIWe11No.

3. Address and Telephone No.
43-013-31723

1601 Lewi s Avenue; Bi ll i ngs, MT 59102 (406) 259-7860
10. Field and Pool, or Exploratory Area

4. Location of Well (Footage. Sec., T., R., M., or Survey Description)
MOD .BUtte/GTO.Ri Ver

l I. County or Parish, State

NE SE Section 10, T9S, R16E
1914' FSL, 722' FEL ' Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

O Recontpleuon New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

O Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casin Conversion to Injection

Other S pu Dispose Water
(Note: Reportresultsof multiplecompletiononWell

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a I pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

This well was spud 1/25/97.

ORIGINAL: Bureau of Land Management (Vernal , UT) ---

COPY: Utah Division of Oil, Gas and Mining

14. I hcen

d
Title Regul atory Speci al i st oate January 27, 1

(This space r Écderalor State office use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



O O
EREC, Western Region

DAILY OPERATING REPORT

MONUMENT FEDERAL #43-10-9-16
Location: NE SE Section 10, T98, R16E

Duchesne County, Utah --TIGHT HOLE--
1914' PSL, 722' FEL

PTD: 5,800' Formation: Green River
Monument Butte Prospect
API #43-013-31723
Elevations: 5668.6' GL
Contractor: Union Drilling
Operator: EREC/Western Region
Spud: 1-25-97 @8 a.m.
Casing: 8-5/8", 24#, J-55 @264.25'

5-1/2", 15.5#, J-SS @5796.33' KB
Tubing: 2-7/8", 6.59, J-SS @5608.08' KB

01/25/97 TD: 283' (273') Day 1
Present Operation: Pressure Test BOP
Waited on daylight, unishedRU, drH1ed and set rat hole and conductor. Drilled 12-
1/4" hole to 283'. TOOH, ran 6 jts (255') of 8-5/8", J-55, 24# cag as follows:

Shoe .90'

Shoe Joint 42.30'
BafBe Plate 0.00' '

5 Joints Cag 211.05'
Total Casing Length 254.25'
Landing Joint 10.00'
Depth Landed 264.25'

Cemented w/160 axs G + 2% CaCla + ¼#|ax Cello Flake by BJ services. Spud well
@ 8:00 AM. Plug down @ 8:00 PM. Circulated 5 bb1s cement to pit. Waited on
cement. NU on 8-5/8" cag, presently pressure testing BOP.
DC: $5,094 CC: $5,094

01/26/97 TD: 1362' (1079') Day 2
Present Operation: Drill 7-7/8" hole
Finished pressure test BOP, choke and cag. TIH, drilled cement w/plug and shoe.
DriHed 7-7/8" hole w/air and foam from 283' to 1362'. Ran survey @600' -

3/4°
and 1200' -

1°. Serviced rig and changed air head rubber. Presently driHing 7-7/8"
hole @15 to 20 min/ke11y w/air and foam.
DC: $19,442 CC: $24,516

01/27/97 TD: 2741' (1379') Day 3
Present Operation: Driu 7-7/8" hole
DriH 1379' of 7-7/8" hole, service rig, run 3 surveys: 1600' - 1°, 2100' -

1-1/4°, and
2600' -

2°.
DC: $24,822 CC: $49,338

EREC, Western
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DAILY OPERATING REPORT

MONUMENT FEDERAL #43-10-9-16

01/28/97 TD: 3850' (1109') Day 4
Present Operation: Circulate hole
DriHed 7-7/8" hole with air à foam from 2741' to 3850'. Loaded hole w/KCL wtr @
3850'. Circulating to trip for bit #3. Serviced rig and ran surveys @3100' -

2° and
at 3600' -

2-1/4°.
DC: $19,962 CC: $69,300

01/29/97 TD: 4519' (669') Day 5
Present Operation: Drill 7-7/8" hole
Circulate hole w/fluid & TIH. Drill 669' of 7-7/8" hole on fluid. Rand 2 surveys:
3850' -

2° and 4450' -
1-3/4°.

DC: $12,042 CC: $81,342

1/30/97 TD: 5551' (1032) 6
Present Operation: Drill 7-7/8" Hole
Last 24 hrs operation dr1H 1032' of new 7-7/8" hole, service equipment and ran 1
survey at 5100' -

2°.
DC: $20,640 CC: $101,982

01/31/97 TD: 5800' (249') Day 7
Present Operation: RU Cementers to emt 5-1/2" esg.
Driued 249' of 7-7/8" hole. TD @5800'. Circulate hole, service rig, run survey @
5100' -

1-3/4°. TOOH, LD drill pipe à collars, log weH. Drifted, cleaned and
strapped cag. Run 5-1/2", J-55, 15.5# cag as foHows:

Shoe .90'

Shoe Joint 42.05'
Float Collar 1.10'
140 jts cag 5742.28'
Total cag length 5786.33'
Landing Joint 10.00'
Depth Landed 5796.33' KB
PBTD 5752.28' KB

Cement 5-1/2" cag with: Lead - 180 axs Prem-Lite + 10% gel + 6#/sz BA-91 + .5%

sod met + 2#/sx Kolseal + ¼#|ax Cello Flake. Tail - 400 axs 50/50 poz + 2% Gel +
¼#/sx CeHo Flake + 2#/sx Kolseal. TD @ 11:OO AM, 1-30-97. Plug down @5:10 AM
1-31-97. Release Rig @9:30 AM, 1-31-97.
DC: $4,482 CC: $106,464

02/05/97 Completion
MIRU Cannon WeH Service Rig #2. NU 5-M well head, NU BOP. TIH w/4-3/4" bit, 5-
1/2" cag scrapper à 185 jts 2-7/8" tbg. Tag PBTD @ 5749' KB. Circulate hole
clean w/140 bb1s 2% KCL wtr. Press test cag & BOP to 1000 pai, OK. POOH w/20
jts tbg. SWIFD.
DC: $2,699 CC:
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EREC, Western Region

DAILY OPERATING REPORT

MONUMENT FEDERAL #43-10-9-16

02/06/97 Completion
TOOH w/tbg, cag scrapper a bit. RU Cutter Wire Line to run CBL & perf. Run CBL
from 5734' KB to 900' KB. TOC @ 1050' KB. Perf 5175' - 5187' & 5189' - 5203', 4
SPF. TIH w/TS RBP, retrieving tool, 2-3/8" x 4' sub, HD pkr, 2-7/8" SN & 168 Jts 2-
7/8" tbg. Set BP @5261' KB, EOT @5133' KB, Pkr @5126' KB. RU BJ Services à
break down 5175' - 5203' w/3696 gals 2% KCL wtr. ATP = 2200 pai, ATR = 5.4
bpm, ISIP = 1300 psi. Used 88 bb1s wtr. Flow back 12 bb1s wtr. TOOH w/ tbg, pkr
& retrieving tool. SWIFD.
DC: $13,161 CC:
$122,324

02/07/97 Completion
RU BJ Services à frac 5175' - 5203' w/23,562 gals 2% KCL wtr, 22,500 lbs 20/40
mesh sand & 55,800 lbs 16/30 mesh sand. ATP - 1950 psi, ATR - 30.0 bpm, ISIP =

2450 psi, 5 min = 1670 psi, 10 min = 1570 psi, 15 min = 1510 pai, 30 min = 1430
pai. Used361 bb1s wtr. Start forced closure flow back, .5 bpm. Flow back 46 bb1s
oil, 209 bble wtr, 2% sand, good gas. Oil 70% last 1 hour, final press 85 pai, flowing
@ .5 bpm. SWIFD.
DC: $33,518 CC:
$155,842 '

02/08/97 Completion
Thaw weH head. Start flowing well @ .5 bpm. Flow back 200 bbls oil, 82 bb1s wtr,
very good gas à trace of sand. Oil 80% last 3 hours. Flowing. Final pressure 90
psi, Bowing @ .6 bpm. Shut weH in until 2-10-97.
DC: $3,259 CC: $159,101

02/10/97 Completion
Thaw weH head. Flow weH 1-1/2 hra @ .5 bpm. RU BJ Services to kill weH w/10#
brine wtr. Cag 520 psi after 10 minutes shut in. Start Kill. Pressure up tot 4500
pai @ ½ bpm/.1 bbls per minute @4500 psi. Pumped 38 bb1s wtr. Shut down.
Flow weH back @ ¼ bpm. Pressure dropped to 430 pai. Flow back 10 bb1s wtr.
Pump 10 bb1s wtr, pressure up to 4500 psi. Shut weH in. RD BJ Services. Open
well up. Flow back to Bat tank. Flow back 43 bb1s oil, 34-1/2 bble wtr. Heat Bat
tank & RU to flow back to frac tank. Shut down for night.
DC: $3,516 CC: $162,617

02/11/97 Completion
Thaw wen head. Bleed well down to 40 psi. Install stripping head a spool. TIH
w/retrieving tool, 2-3/8" x 2-7/8" crossover, 2-7/8" rupture disk & 162 jts 2-7/8"
tbg. Tag sand @5062' KB. Pump down tbg, break rupture disk. Circulate hole to
kill. Used 112 bb1s wtr. SWIFN.
DC: $3,990 CC:
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EREC, Western Region

DAILY OPERATING REPORT

MONUMENT FEDERAL #43-10-9-16

02/12/97 Completion
Thaw well head, bleed wen down. Tag sand. Circulate down to BP @ 5261' KB.
Release BP. TOOH w/tbg & BP. TIH w/tbg string as follows:

LENGTH DEPTH KB
1 - Arrow Set-1 Pkr, 2-3/8" x 5-1/2" 6.20' 5130.97'
1 - Cross over, 2-3/8" x 2-7/8" .40' 5124.77'
1 - SN, 2-7/8" 1.10' 5124.37'
164 - jts 2-7/8" EUE J-SS 8rd 6.5# 5113.27' 5123.27'
KB 10.00'

ND BOP, ND 5-M well head, NU 3-M weH head. Set pkr 2/12,000# tension. Try to
swab weH in. Could not get swab down. Pump 40 bbla hot wtr down cag.
Recovered 14 bb1s wtr. SWIFD.
DC: $18,805 CC: $185,412

02/13/97 Completion
Bleed weH down. No fluid. Could not get swab down. Pump 35 bb1s hot wtr down
tbg. Make 1 swab run from 2000'. #2 run could not get swab past 900'. Pump swab
down to 3000'. Used S bb1s wtr. #3 run puu from SOOO'. Well started flowing. Shut
weH in. Recovered 70 bb1s wtr à 12 bb1s wtr. Tbg pressure build up 345 psi in ½
hr. RDMO. Total oil recovered 490 bb1s estimated. (Note: R-1 zone 4727' -' 4730'
was not perforated.)
DC: $9,628 CC: $195,040

2/18/97 Completion
Start weH Howing, ¾" choke, 125 psi.
DC: $27,625 CC:
$222,665

02/19/97 Present Operation: Swab To Make Weu Flow
MIRU Basin Weu Service Rig #4. Bleed well down. RIH w/bottom swab mandril.
POOH w/Mandru. Well started flowing, 90 to 120 psi on 40/64" choke. Flowing
95% oil, estimated. Shut down for night, leave weH flowing.
DC: $1,051 CC: $223,716

02/20/97 Completion
Bleed weH down. ND SM weH head, NU SM well head, NU BOP. Unset phr. Circulate
down cag & up thg to clean & kiH weH. Used 45 bb1s wtr. TOOH w/164 jts tbg, SN,
2-3/8" x 2-7/8" cross over & Arrow set-1 pkr. TIH w/TS RBP, retrieving tool, 2-
3/8" x 4' sub, 2-3/8" x 2-7/8" cross over, 2-7/8" SN & 153 jts 2-7/8" tbg. Set BP @
4770' KB. TOOH w/tbg & retrieving tool. SWIFN.
DC: $5,196 i CC:

. O O
EREC, Western Region

DAILY OPERATING REPORT

MONUMENT FEDERAL #43-10-9-16

02/12/97 Completion
Thaw well head, bleed wen down. Tag sand. Circulate down to BP @ 5261' KB.
Release BP. TOOH w/tbg & BP. TIH w/tbg string as follows:

LENGTH DEPTH KB
1 - Arrow Set-1 Pkr, 2-3/8" x 5-1/2" 6.20' 5130.97'
1 - Cross over, 2-3/8" x 2-7/8" .40' 5124.77'
1 - SN, 2-7/8" 1.10' 5124.37'
164 - jts 2-7/8" EUE J-SS 8rd 6.5# 5113.27' 5123.27'
KB 10.00'

ND BOP, ND 5-M well head, NU 3-M weH head. Set pkr 2/12,000# tension. Try to
swab weH in. Could not get swab down. Pump 40 bbla hot wtr down cag.
Recovered 14 bb1s wtr. SWIFD.
DC: $18,805 CC: $185,412

02/13/97 Completion
Bleed weH down. No fluid. Could not get swab down. Pump 35 bb1s hot wtr down
tbg. Make 1 swab run from 2000'. #2 run could not get swab past 900'. Pump swab
down to 3000'. Used S bb1s wtr. #3 run puu from SOOO'. Well started flowing. Shut
weH in. Recovered 70 bb1s wtr à 12 bb1s wtr. Tbg pressure build up 345 psi in ½
hr. RDMO. Total oil recovered 490 bb1s estimated. (Note: R-1 zone 4727' -' 4730'
was not perforated.)
DC: $9,628 CC: $195,040

2/18/97 Completion
Start weH Howing, ¾" choke, 125 psi.
DC: $27,625 CC:
$222,665

02/19/97 Present Operation: Swab To Make Weu Flow
MIRU Basin Weu Service Rig #4. Bleed well down. RIH w/bottom swab mandril.
POOH w/Mandru. Well started flowing, 90 to 120 psi on 40/64" choke. Flowing
95% oil, estimated. Shut down for night, leave weH flowing.
DC: $1,051 CC: $223,716

02/20/97 Completion
Bleed weH down. ND SM weH head, NU SM well head, NU BOP. Unset phr. Circulate
down cag & up thg to clean & kiH weH. Used 45 bb1s wtr. TOOH w/164 jts tbg, SN,
2-3/8" x 2-7/8" cross over & Arrow set-1 pkr. TIH w/TS RBP, retrieving tool, 2-
3/8" x 4' sub, 2-3/8" x 2-7/8" cross over, 2-7/8" SN & 153 jts 2-7/8" tbg. Set BP @
4770' KB. TOOH w/tbg & retrieving tool. SWIFN.
DC: $5,196 i CC:



O O
EREC, Western Region

DAILY OPERATING REPORT

MONUMENT FEDERAL #43-10-9-16

02/21/97 Completion
RU Cutter Wire Line à perf 4724' - 4730', 4 SPF. TIH w/retrieving tool, 2-3/8" x 4'
sub, HD pkr, 2-7/8" SN & 150 jts 2-7/8" tbg. Set pkr @ 4693' KB, EOT @ 4696.27'
KB. RU BJ Services à break down 4727' - 4730' w/2436 gals 2% KCL wtr. ATP =

2600 psi, ATR = 3.9 bpm, ISIP = 1600 pai. Used 58 bb1s wtr. Flow back 9 bb1s wtr.
TOOH w/tbg & retrieving tool. Shut well in until 2-24-97.
DC: $3,644 CC: $232,556

02/24/97 Completion
Ru BJ Services & frac 4727' - 4730' w/10,668 gals 2% KCL gelled wtr à 14,190 lbs
16/30 mesh sand. ATP = 2500 psi, ATR = 22..8 bpm, ISIP = 2200 pai, 5 min = 1760
pai, 10 min = 1760 psi. Used254 bb1s wtr. Start forced closure flow back, .5 bpm.
Flow back 70 bb1s wtr, trace sand. TIH w/retrieving tool, 2-3/8" x 4' sub, HD pkr,
SN & 151 jts 2-7/8" tbg. Tag sand @4722' KB. Circulate clean to 4763' KB. Set
pkr @4694' KB. Made 11 swab runs. Recovered 4 bb1s oil, 81 bb1s wtr & trace of
sand. 11 run dry. Wait ¾ hour, tag fluid @4400'. 280' entry. Oil 80% last 2 runs.
SWIFD.

DC: $18,905 CC:
$251,461

02/25/97 Completion
Fluid level 2300'. Made 4 swab runs. Recovered 16 bb1s oil, 2 bb1s wtr, trace sand.
Swab tbg dry. Oil 80%. Release pkr, tag sand @4763' KB. Circulate down to BP.

Release BP. TOOH w/tbg, pkr & BP. TIH w/tbg string as follows:
LENGTH DEPTH KB

1 - Notched Collar 2-7/8" .40' 5608.08'
1 - jt 2-7/8" EUE M-50 Brd 6.5# 30.30' 5607.68'
1 - Perf sub 2-7/8" x 4' 4.20' 5577.38'
1 - SN 2-7/8" 1.10' 5573.18'
28 - jts 2-7/8" EUE M-50 Brd 6.5# 870.84' 5572.08'
1 - Tbg anchor 2-7/8 x 5-1/2 (TRICO) 2.75' 4701.24'
150 - jts 2-7/8" EUE M-50 Brd 6.5# 4688.49' 4698.49'
KB 10.00'

ND BOP, ND S-M weH head, NU S-M weH head. Set tbg anchor w/11,000# tension.
Flange up weH head. NU flow lines. SWIFD.
DC: $3,440 CC:

O O
EREC, Western Region

DAILY OPERATING REPORT

MONUMENT FEDERAL #43-10-9-16

02/21/97 Completion
RU Cutter Wire Line à perf 4724' - 4730', 4 SPF. TIH w/retrieving tool, 2-3/8" x 4'
sub, HD pkr, 2-7/8" SN & 150 jts 2-7/8" tbg. Set pkr @ 4693' KB, EOT @ 4696.27'
KB. RU BJ Services à break down 4727' - 4730' w/2436 gals 2% KCL wtr. ATP =

2600 psi, ATR = 3.9 bpm, ISIP = 1600 pai. Used 58 bb1s wtr. Flow back 9 bb1s wtr.
TOOH w/tbg & retrieving tool. Shut well in until 2-24-97.
DC: $3,644 CC: $232,556

02/24/97 Completion
Ru BJ Services & frac 4727' - 4730' w/10,668 gals 2% KCL gelled wtr à 14,190 lbs
16/30 mesh sand. ATP = 2500 psi, ATR = 22..8 bpm, ISIP = 2200 pai, 5 min = 1760
pai, 10 min = 1760 psi. Used254 bb1s wtr. Start forced closure flow back, .5 bpm.
Flow back 70 bb1s wtr, trace sand. TIH w/retrieving tool, 2-3/8" x 4' sub, HD pkr,
SN & 151 jts 2-7/8" tbg. Tag sand @4722' KB. Circulate clean to 4763' KB. Set
pkr @4694' KB. Made 11 swab runs. Recovered 4 bb1s oil, 81 bb1s wtr & trace of
sand. 11 run dry. Wait ¾ hour, tag fluid @4400'. 280' entry. Oil 80% last 2 runs.
SWIFD.

DC: $18,905 CC:
$251,461

02/25/97 Completion
Fluid level 2300'. Made 4 swab runs. Recovered 16 bb1s oil, 2 bb1s wtr, trace sand.
Swab tbg dry. Oil 80%. Release pkr, tag sand @4763' KB. Circulate down to BP.

Release BP. TOOH w/tbg, pkr & BP. TIH w/tbg string as follows:
LENGTH DEPTH KB

1 - Notched Collar 2-7/8" .40' 5608.08'
1 - jt 2-7/8" EUE M-50 Brd 6.5# 30.30' 5607.68'
1 - Perf sub 2-7/8" x 4' 4.20' 5577.38'
1 - SN 2-7/8" 1.10' 5573.18'
28 - jts 2-7/8" EUE M-50 Brd 6.5# 870.84' 5572.08'
1 - Tbg anchor 2-7/8 x 5-1/2 (TRICO) 2.75' 4701.24'
150 - jts 2-7/8" EUE M-50 Brd 6.5# 4688.49' 4698.49'
KB 10.00'

ND BOP, ND S-M weH head, NU S-M weH head. Set tbg anchor w/11,000# tension.
Flange up weH head. NU flow lines. SWIFD.
DC: $3,440 CC:



. O e
EREC, Western Region

DAILY OPERATING REPORT

MONUMENT FEDERAL #43-10-9-16

02/26/97 Completion
Flush tbg w/SS bb1s wtr. Flush flow line. Tih w/rod string as foHows:

1 - DHP, 2-1/2 x 1-1/2 x 16 RWAC w/SM plunger (TRICO #1225)
1 - 7/8" x 2' Pony w/2-1/2" guide
1 - 1-1/2" x 25' K-Bar
1 - 7/8" x 2' Pony w/2-1/2" guide
219 - ¾" x 25' D-61 Plain
1 - ¾" x 8' Pony
1 - Polish Rod 1-12" x 22' SM

Hang well on. Pressure Test DHPP to 800 psi, OK. Used 2 bbls wtr. Start well
pumping, 5 SPM, 86" stroke. RDMO.
DC: $10,144 CC:

. O e
EREC, Western Region

DAILY OPERATING REPORT

MONUMENT FEDERAL #43-10-9-16

02/26/97 Completion
Flush tbg w/SS bb1s wtr. Flush flow line. Tih w/rod string as foHows:

1 - DHP, 2-1/2 x 1-1/2 x 16 RWAC w/SM plunger (TRICO #1225)
1 - 7/8" x 2' Pony w/2-1/2" guide
1 - 1-1/2" x 25' K-Bar
1 - 7/8" x 2' Pony w/2-1/2" guide
219 - ¾" x 25' D-61 Plain
1 - ¾" x 8' Pony
1 - Polish Rod 1-12" x 22' SM

Hang well on. Pressure Test DHPP to 800 psi, OK. Used 2 bbls wtr. Start well
pumping, 5 SPM, 86" stroke. RDMO.
DC: $10,144 CC:



100tl
it., CAS AND HiHiWG DPERAlan Equitable Resources Energy OPERAfon Acci. No. N 9890

ENTITY ACTIONFORM- roRK 6 AnaRESS 1601 Lewis Avenue

Billing, MT 59102
(4063 259-7860

ACTIOtt CutRENT NEN API lAINDER VELL NAHE JÆLIJ OCAIIB SPUD EFFEC1tVE

CODE ElHITY NO. EHTITY HO. (Q SC TP RG COUNTY DATE DAT£

A 4'HI3-1716 Mnnent Ad. #13,tr9-16 147m 4 298 16E nichesne 1M7

VELL COHMEN co

A 4 ·Ø 17Z3
.

Mammat Rd. M16 m SE 10 95 16E IXxheste 1-2W)7

WELL 2 COIIMENTS:

Sp d af a rar mell.

A 720 EnxEtt RIL NRMF16Y SE SE 6 95 15E nr'res 30-96 12-30-96

VELL 3 CONHERTS:

Spid of a mr mell.

A 43 E1715 Mnnot Rd. #34-1- 16 m SS 1 85 16E n utmne 12-7-96 IZ-7-96

ELL 4 EDisiENTS:

garl af a or mell.

ELt. 5 COHMEiff5:
to

ACfl0N CODES(See Instructions on bacir of form)
A - Estabilsh new entity for new well (single well enly) A \ 04N A
B - Add new well to existing entity (group er unit weill

' Signature
C - Re-assign well from one existing entity to another existing entity

- A
D - Re-assign well from one existing entity to a new entity 9AO ÛJul )Î
E - Other (explain in consents section) Ti e

.
Date '

00TE: l>se COltlEtiT sectÎDo to explain why each Action Code was selected. Phone No. ( )

{3/89)
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it., CAS AND HiHiWG DPERAlan Equitable Resources Energy OPERAfon Acci. No. N 9890

ENTITY ACTIONFORM- roRK 6 AnaRESS 1601 Lewis Avenue

Billing, MT 59102
(4063 259-7860

ACTIOtt CutRENT NEN API lAINDER VELL NAHE JÆLIJ OCAIIB SPUD EFFEC1tVE

CODE ElHITY NO. EHTITY HO. (Q SC TP RG COUNTY DATE DAT£

A 4'HI3-1716 Mnnent Ad. #13,tr9-16 147m 4 298 16E nichesne 1M7

VELL COHMEN co

A 4 ·Ø 17Z3
.

Mammat Rd. M16 m SE 10 95 16E IXxheste 1-2W)7

WELL 2 COIIMENTS:

Sp d af a rar mell.

A 720 EnxEtt RIL NRMF16Y SE SE 6 95 15E nr'res 30-96 12-30-96

VELL 3 CONHERTS:

Spid of a mr mell.

A 43 E1715 Mnnot Rd. #34-1- 16 m SS 1 85 16E n utmne 12-7-96 IZ-7-96

ELL 4 EDisiENTS:

garl af a or mell.

ELt. 5 COHMEiff5:
to

ACfl0N CODES(See Instructions on bacir of form)
A - Estabilsh new entity for new well (single well enly) A \ 04N A
B - Add new well to existing entity (group er unit weill

' Signature
C - Re-assign well from one existing entity to another existing entity

- A
D - Re-assign well from one existing entity to a new entity 9AO ÛJul )Î
E - Other (explain in consents section) Ti e

.
Date '

00TE: l>se COltlEtiT sectÎDo to explain why each Action Code was selected. Phone No. ( )

{3/89)
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Form 3160-5 UNITED STATES

FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Budget Bureau No. 1004-0135

Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT TLease Designation and Serial No.
UTU-72107

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a

Use "APPLICATION FOR PERMIT--" for such proposals
7. If Unit or CA, Agreement Desigation

SUBMIT IN TRIPLICATE n/a

1. Type of Well
Oil Gas

8. Well Name and No.

Well Well Other M0n.Fed. //43-10-9-16
2. Name of Operator

Equitabl e Resources Energy Company 9. API Wen No.43-013-31723
3. Address and Telephone No.

1601 Lewi s Avenue; Bi ll i ngs , MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area
Mon.Butte/Grn .Ri ver

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

NE SE Section 10, T9S, R16E 1914' FSL, 722' F
.

CountyorParish,State

Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

Notice of Intent
Abandonment Change of Plans

O accono aos O New ConstnicGon

Subsequent Repon
Plugging Back

Non-Routine Fracturing

O cassusaco.i, O Water Shut-Off

O Final Abandonment Notice Altering Casing
Conversion to In¡ecdon

Other 1St production O oisposewater
(Note: Reportresultsof multipiccompletiononWell

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a i pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

CONFIDENL
Ibis well went on line at 9:30 a.m. on 22/18/97.

ORIGINAL: Bureau of Land Management (Vernal , UT)
COPY: Utah Divsiion of Oil, Gas and Mining

(This space for Feder I or $tateof cc use)

Approved by .

T¡¡¡e
Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse

' O O
Form 3160-5 UNITED STATES

FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
Budget Bureau No. 1004-0135

Expires: March 31, 1993

BUREAU OF LAND MANAGEMENT TLease Designation and Serial No.
UTU-72107

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir. n/a

Use "APPLICATION FOR PERMIT--" for such proposals
7. If Unit or CA, Agreement Desigation

SUBMIT IN TRIPLICATE n/a

1. Type of Well
Oil Gas

8. Well Name and No.

Well Well Other M0n.Fed. //43-10-9-16
2. Name of Operator

Equitabl e Resources Energy Company 9. API Wen No.43-013-31723
3. Address and Telephone No.

1601 Lewi s Avenue; Bi ll i ngs , MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area
Mon.Butte/Grn .Ri ver

4. Location of Well (Footage, Sec., T., R., M., or Survey Description)

NE SE Section 10, T9S, R16E 1914' FSL, 722' F
.

CountyorParish,State

Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION
TYPE OF ACTION

Notice of Intent
Abandonment Change of Plans

O accono aos O New ConstnicGon

Subsequent Repon
Plugging Back

Non-Routine Fracturing

O cassusaco.i, O Water Shut-Off

O Final Abandonment Notice Altering Casing
Conversion to In¡ecdon

Other 1St production O oisposewater
(Note: Reportresultsof multipiccompletiononWell

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a i pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

CONFIDENL
Ibis well went on line at 9:30 a.m. on 22/18/97.

ORIGINAL: Bureau of Land Management (Vernal , UT)
COPY: Utah Divsiion of Oil, Gas and Mining

(This space for Feder I or $tateof cc use)

Approved by .

T¡¡¡e
Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



ronu r - STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and number: Monument Federal #43-10-9-16

API number: 43-013-31723

2. Well Location: QQ NESE Section 10 Township 92 Range 16E County Duchesne

3. Well operator: Equitable Resources Energy Company

Address: 1601 Lewis Avenue

Billings, MT 59102 Phone: (406) 259-7860

4. Drilling contractor: Union Drilling

Address: Drawer 40

Buckhannon, WV 26201 Phone: (304) 472-4610

5. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUAUW
FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

No measurable water encot ntered '

during drilling operatior s.

6. Formation tops: Please see completion report.

Ifan analysis has been made of the water encountered, please attach a copy of the report to this form.

I hereby certifythat this report is true and complete to the best of my knowledge. Date: - ( L( -

Name &Signature: Molly Conrad, . Title. Operations

ronu r - STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

REPORT OF WATER ENCOUNTERED DURING DRILLING

1. Well name and number: Monument Federal #43-10-9-16

API number: 43-013-31723

2. Well Location: QQ NESE Section 10 Township 92 Range 16E County Duchesne

3. Well operator: Equitable Resources Energy Company

Address: 1601 Lewis Avenue

Billings, MT 59102 Phone: (406) 259-7860

4. Drilling contractor: Union Drilling

Address: Drawer 40

Buckhannon, WV 26201 Phone: (304) 472-4610

5. Water encountered (attach additional pages as needed):

DEPTH VOLUME QUAUW
FROM TO (FLOW RATE OR HEAD) (FRESH OR SALTY)

No measurable water encot ntered '

during drilling operatior s.

6. Formation tops: Please see completion report.

Ifan analysis has been made of the water encountered, please attach a copy of the report to this form.

I hereby certifythat this report is true and complete to the best of my knowledge. Date: - ( L( -

Name &Signature: Molly Conrad, . Title. Operations



O O
Form 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR BudExpir MaNo 11004-03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
UTU-72107

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to drlli or to deepen or reentry to a different reservolr.

Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If Unit or CA, Agreement Designation

1. Type of Well
y a°w"u O °w"n O om., 8. Well Name and No.

2. Name of Operator MOnument Fed. #43-10-9-16
Equitable Resources Energy Company 9· ^PI * li N°

3. Address and Telephone No. 43-013-31723
1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) M. Butte/Green River
NE SE Section 10, T9S, R16E 11. County or Parish, State

1914' FSL & 722' FEL Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Nonce of Intent Abandonment Change of Plans
O accompletion O New Constnicúon

Subsequent Report Plugging Back Non-Routine Fracturing
O Casing Repair Water Shut-Off

O Final Abandonment Notice Aherin Casing Conversion to In¡ecdon
Ë Other Shore Order #7 Dispose Water

(Note: Reportresultsof multiplecompletiononWell
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a l pertinent detaits, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Any water produced by this well will be held in a produced water tank and trucked to a
commercial disposal facility. The primary facility to be used is the R.N. Industries
produced water disposal facility located in Section 9, T2S, R2W in Duchesne County, UT.
A copy of the state-issued permit for that facility is on file at the Vernal Bureau of
Land Management. If for some reason the operator is unable to use this primary disposal
facility, the produced water will be trucked to another state-approved disposal facility.
If applicable, the Operator has received approved Right-of-Way acces to this well
location from the Vernal Bureau of Land Management.

APR

D\V.0FOIL,GAS&MN

14. I hereby certify that the foregoing is true and correct

s¡,ne,l Ì (A.L , Tine Operations Technician Date

(This space for Federal or State office use)

Approved by Title Date
Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

*See instruction on Reverse
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Form 3160-5 UNITED STATES FORM APPROVED
(June 1990) DEPARTMENT OF THE INTERIOR BudExpir MaNo 11004-03135

BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.
UTU-72107

SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name
Do not use this form for proposals to drlli or to deepen or reentry to a different reservolr.

Use "APPLICATION FOR PERMIT-" for such proposals

SUBMIT IN TRIPLICA TE
7. If Unit or CA, Agreement Designation

1. Type of Well
y a°w"u O °w"n O om., 8. Well Name and No.

2. Name of Operator MOnument Fed. #43-10-9-16
Equitable Resources Energy Company 9· ^PI * li N°

3. Address and Telephone No. 43-013-31723
1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) M. Butte/Green River
NE SE Section 10, T9S, R16E 11. County or Parish, State

1914' FSL & 722' FEL Duchesne County, Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

O Nonce of Intent Abandonment Change of Plans
O accompletion O New Constnicúon

Subsequent Report Plugging Back Non-Routine Fracturing
O Casing Repair Water Shut-Off

O Final Abandonment Notice Aherin Casing Conversion to In¡ecdon
Ë Other Shore Order #7 Dispose Water

(Note: Reportresultsof multiplecompletiononWell
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state a l pertinent detaits, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Any water produced by this well will be held in a produced water tank and trucked to a
commercial disposal facility. The primary facility to be used is the R.N. Industries
produced water disposal facility located in Section 9, T2S, R2W in Duchesne County, UT.
A copy of the state-issued permit for that facility is on file at the Vernal Bureau of
Land Management. If for some reason the operator is unable to use this primary disposal
facility, the produced water will be trucked to another state-approved disposal facility.
If applicable, the Operator has received approved Right-of-Way acces to this well
location from the Vernal Bureau of Land Management.

APR

D\V.0FOIL,GAS&MN

14. I hereby certify that the foregoing is true and correct

s¡,ne,l Ì (A.L , Tine Operations Technician Date

(This space for Federal or State office use)

Approved by Title Date
Conditions of approval, if any:

Tide 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

*See instruction on Reverse
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Ëorm 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR Budget Bureau No. 1004-0135

Expires: March 31, 1993
BUREAU OF LAND MANAGEMENT 5. Lease Designation and Serial No.

U-72107
SUNDRY NOTICES AND REPORTS ON WELLS 6. If Indian, Allottee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT--" for such proposals

SUBMIT IN TRIPLICA TE
7. If Unit or CA, Agreement Designation

1. Type of Well y g

U °w"u O GWaen
Oder 8. Well Name and No.

2. Name of Operator Monument Fed. 43-10-9-16
Equitable Resources Energy Company 9. API Well No.

3. Address and Telephone No. 43-013-31723
1601 Lewis Avenue, Billings, MT 59102 (406) 259-7860 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) M. Butte/Green River
NE SE Section 10, T9S, R16E 11. County or Parish, State

1914 ' FSL & 722 ' FEL Duchesne County , Utah

12. CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

O Final Abandonment Notice Altering Casing Conversion to Injection

Other Site Security Diagram Dispose Water
(Note: Reportresultsof multiplecompletiononWell
Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,
give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached is the Site Security Diagram for this well.

DIV.OFOlL,GAS&MN
14. I hereby certify that the fore g is true and correct

Signed Title Operations Technician Date 4-14-97
(This space for Federal State office use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements
or representations as to any matter within its jurisdiction.

*See Instruction on Reverse
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EQUITABLERESOURCES ENERGY COMPANY Monument Federal 43-10-9-16
MonumentFederal 43-10-9-16 NE SE Sec 10, T9S, R16E
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Form 3160-4 Form approved.(Novembr-«¾81)
UN ITE TATES SUBMIT IN DUPLICATE. Budget Bureau No. 1004-0137(formerly 9-330)

(See•ufhrr in- Expires August 31, 1985
DEPARTMENT OF THE INTERIOR -a =cuan-

geyggy, g¡ ¡ •'s. I•¾ABE DEstuNATION AND BERIAL NO.BUREAU OF LAND MANAGEMENT U-72107
WELL COMPLETION OR RECOMPLETIONREPORTAND LOG * e. . .noa.ma== on au ....

n/ala. TYPE OF WELL: ott, i:As
-------

WEI.L «NI.I. DRY Other 7. UNIT AGREMMENT NAME
b. TYPE OF COMPLETION: n/aNEW WiHtK DKKl'- I'i i ti DIFir,

........

wmi.I. EJ utan cN · nacK neurn. Othrr b. VAR.it on LEAas NAna
2. NAASE OF OrzRATOn · Monument Federal

Equitable Resources Energy Company B. *=al. NO.
a. Ano.... or er.aarna 43-10-9-16

1601 Lewis Avenue, Billings, MT 59102 10. FIELD AND POOL, OB WILDCAT
4. I.oCAT!oN ur WNUL (Report location cicarly and in accordance icith any State requirementa) M. Butte / Green Riverat surfac• 1914' fSL & 722' FEL ¯T1.

as:c..2., a..sa..on at.oca anoaunvar

At top prod. Interval reported below

NESE Sec. 10, T9S, R16EAt total depth

14. PERA11T NO. DATE ISSUED 12. COUNTY OR 13. STATE

I PARISH43-013-31723 12-9-96 Duchesne Utah
15. DATE SPL'DDED Ê$. DATE T.D. REACHED 17. DATE costrL. (Ready to prod.) 18. ELEVATIONS (Dr. RKB, RT, GR, ETC.)· 19. ELEV. CABINGHEAD1-25-97 1-31-97 2-26-97 | 5668.6' GL n/a
20. TorAL Darrn. No a TVo 21. FLua, BAcx r.n., MD & Two 22. IV Mt f.Tiri.E COntPL., 23. INTERVAI.S ROTARY TOOL3 CABLE TOOLS

5800' 5749' "°¯ "^~
n/a

""" '\ SFC - TD n/a
24. PRODUCING INTERTAL(8). OF THIS CO.ill'LETION--TOP, BOTTOM, NAAIE (MD AND TVD)* 26. WAS DIRECTIONAL

SURVEI MADE

4727' - 5203' Green River No
26. TTPE ELECTRIC AND OTHER LOGB RUN 27. WAS WELL COREDDLL SDL/DSN CBL .2-aV -9 7 No
28. CASING RECORD (Report all agrings aet in soeil)

CASING 81EE WEIGHT, LB./FT. DEPTH SET (MD) IIOLE SlZE CE.4IENTING RECORD AhiOUNT PULLED

8-5/8" 2W 264.25' 12-1/4" 160 sxs Glass "G" w/additives Nane
5-1/2" 15.5# 5796.33' KB 7-7/8" 180 sxs PmirLite w/arirlities Nrire

400 sxs 50/50 fŒ w/additives

29. LINER RECORD 30. TUBING RECORD
alza ToP (MD) BOTTOM (MD) SACKS CEMENT* SCREEN (htD) SIZE DEPTH BET (MD) PACKER SET (MD)

n/a 2-7/8" 5608.08' KB n/a

31. rzarORATION REC0am (interval, sisc and number) 32. ACID, SHOT, FRACTURE, CEMENT SQUEEZE, ETC.

5175' - 5187' (4 SPF) DEPTH INTERTAL (MD) Abt0CNT AND KIND OF NÄTERIAL USED

5189' - 5203' (4 SPF) ' Please see attachier t.
4727' - 4730' (4 SPF)

DATE FIRaT PaoDUCTION PRODUCTION METHOD (Flotoing, gas liff, pumping-sisc and type of pump) wat.L sTATua (Producing or
2-2937 | 1-1/2" Insert luip """'

p
DATE OF TEST HOURS TESTED CHOKE SIZE PROD'N. FOR OIL-BBL. CAS -MCF. WATER-BBL. UAS•OIL RATIO

TsaT PERICD 84 38 ' 0 .36 ICF/BIL
FLOW. TURING FREBB. CAsiNG PRESSCRC -CALCULATED OII.-BBl.. GAS-MCF. WATER-HBL. OIL GRATITI-API (CORE.)

n/a n/a ** *= 84 38 | 0 34
34. DISPOSITION or GAs (ßoid, used for fusi, vented, etc.) rzaT warassazo at

Used for fuel and sent to Mxuient Butte Gas Plant .
. Ihle Griffin

35. LIST OF ATTACHiiENTS

I"9 #32 - Acid, Shot, Fracture, Comt Spere FTP
30. I hereby c t t the regoing and ed information is complete an correcMet ined from all available recorda

*(SeeInstructionsand Spacesfer AdditionalData on Reverse
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Attachment to completion Report
Monument Federal #43-10-9-16

NE SE Section 10, T98, R16E
Duchesne County, Utah

Depth Interval Amount and Kind of Material Used

5175' - 5203' Break down with 3,696 gallons 2% KCL
water. Fracture with 22,500# 20/40
mesh sand and 55,800# 16/30 mesh
sand with 23,562 gallons 2% KCL gelled
water.

4727' - 4730' Break down with 2,436 gallons 2% KCL
water. Fracture with 14,190# 16/30
mesh sand with 10,668 gallons 2% KCL
gelled water.

O O

Attachment to completion Report
Monument Federal #43-10-9-16

NE SE Section 10, T98, R16E
Duchesne County, Utah

Depth Interval Amount and Kind of Material Used

5175' - 5203' Break down with 3,696 gallons 2% KCL
water. Fracture with 22,500# 20/40
mesh sand and 55,800# 16/30 mesh
sand with 23,562 gallons 2% KCL gelled
water.

4727' - 4730' Break down with 2,436 gallons 2% KCL
water. Fracture with 14,190# 16/30
mesh sand with 10,668 gallons 2% KCL
gelled water.
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Form 3160-5 UNITED STATES FORM APPROVED

(June 1990) DEPARTMENT OF THE INTERIOR
BudEx

i
aNo.310 3135

BUREAU OF LAND MANAGEMENT 5. Laase Designation and Serial No.
UTU-72107

SUNDRY NOTlCES AND REPORTS ON WELLS 6. If indian, Allonee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals n/a

SUBMIT IN TRIPLICA TE
7. it unitor cA, Agreement Designation

n/a1. Type of Well
, Oil r, Gas r, '

8. Well Name and No.KJ wen U Wen U Other Mon.Fed. #43-10-9 -16

2. Name of OpÛ\°0itabl e Resources Energy Company 9. API Well No.

3. Address and No. .

43-013-3 I /23NÑ°"LewisAvenue; Billings, MT 59102 (406) 259-7860
10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) : Mon.Butte/Grn.Ri ver
I1. County or Parish, State

NE SE Section 10, T9S, R16E
1914' FSL, 722' FEL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Abandonment Change of Plans

O Roompledon New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

O casi., a.p. O Water Shut-Off

Final Abandonment Notice O sit.,in,c., O co...... to i.wo.

Other C RRECTION3 Dispose Water
(Note: Reportresultsof multiplecompletiononWell

Completion or Rccompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

This is a CORRECTIONto previously-submitted sundry notices which provided date of
first production incorrectl y.

The correct date of first production on this well is February 26, 1997.

ORIGINAL: Bureau of Land Management (Vernal , UT) N\¾Û
COPY: State of Utah; Division of Oil, Gas and Mining

L
14. Ï he by c fy that the fore ing is true and correct RegUÏ8tOry and

Signe ) Title Environmental Specialic:Ý Dat,April 14, 1997
pac r ed r o use)

Approved by Title Date
Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse
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aNo.310 3135

BUREAU OF LAND MANAGEMENT 5. Laase Designation and Serial No.
UTU-72107

SUNDRY NOTlCES AND REPORTS ON WELLS 6. If indian, Allonee or Tribe Name

Do not use this form for proposals to drill or to deepen or reentry to a different reservoir.
Use "APPLICATION FOR PERMIT-" for such proposals n/a

SUBMIT IN TRIPLICA TE
7. it unitor cA, Agreement Designation

n/a1. Type of Well
, Oil r, Gas r, '

8. Well Name and No.KJ wen U Wen U Other Mon.Fed. #43-10-9 -16

2. Name of OpÛ\°0itabl e Resources Energy Company 9. API Well No.

3. Address and No. .

43-013-3 I /23NÑ°"LewisAvenue; Billings, MT 59102 (406) 259-7860
10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) : Mon.Butte/Grn.Ri ver
I1. County or Parish, State

NE SE Section 10, T9S, R16E
1914' FSL, 722' FEL Duchesne County, UTAH

12. CHECK APPROPRIATE BOX(s) TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Notice of Intent Abandonment Change of Plans

O Roompledon New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

O casi., a.p. O Water Shut-Off

Final Abandonment Notice O sit.,in,c., O co...... to i.wo.

Other C RRECTION3 Dispose Water
(Note: Reportresultsof multiplecompletiononWell

Completion or Rccompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally drilled,

give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

This is a CORRECTIONto previously-submitted sundry notices which provided date of
first production incorrectl y.

The correct date of first production on this well is February 26, 1997.

ORIGINAL: Bureau of Land Management (Vernal , UT) N\¾Û
COPY: State of Utah; Division of Oil, Gas and Mining

L
14. Ï he by c fy that the fore ing is true and correct RegUÏ8tOry and

Signe ) Title Environmental Specialic:Ý Dat,April 14, 1997
pac r ed r o use)

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious or fraudulent statements

or representations as to any matter within its jurisdiction.
*See Instruction on Reverse



Fong a STATE OF UTAH
DIVISION OF S AND MINING

5. Laase DesignaUon and Serial Number:

See Attached
6. If indian, Allottee or Tdbo N :SUNDRY NOTICES AND REPORTS ON WELLS n/a
7. UnitAgreement Name:Do not use this form for proposals to drill new wells, deepen existing wells, or to reenter plugged and abandoned wells.

Use APPUCAllON FOA PERMIT TO ORILI.OR DEEPEN fonn for such proposals See Attached
8. Well Name and Number1- Typ•of W•ll: OIL GAS OTHER:

See Attached
2. Name of Operator: 9. API Well Number:

Inland Production Company pgT 1 3 lÑ$7 See Attached

3. Address and Telephone Number: 10. Fleid and Pool, or Wildcat:

475 - 17th Street, Suite 1500, Denver, CO 80202 See Attached
4. Location of Well

Footag..: See Attached Exhibit county:
OQ, Soc..T.,R,M.: State:

it· CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
NOTICE OF INTENT SUBSEQUENT REPORT

(Submit in Dupucate) (Submli Original Form Only)

O Abandon O New Construction O Abandon O New construction
O Repair casing O Pull or Atter casing O Repair Casing O Pull or Aftercasing
O Change of Plans O Recomplete O Change of Plans O Reperforate

O convertto injection O Reperforat• O convertto injection O Vent or Flare
O Fracture Treat or Acidize O Vent or Flare O Fracture Treat or Acidize O Water Shut-Off

O Muttiplecompletion O Water Shut-Off Other Change of Operator
other Change of Operator

Date of work completion 9-30-97'
Approximate date work will start Report results of Mutupie CompieUone and Rooompletione to different reservoirs on WELL

COMPLETlONOR RECOMPLETIONREPORT AND LOG form.
* Must be accompanied by a coment verificationreport.

12. DESCRIBEPROPOSED OR COMPLETED OPERATloNS (Clearly state all pertinent details, and give pettinent dates. !! well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work)

Effective September 30, 1997, Inland Production Company will take over operations of the
wells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms
and conditions of the leases for operations conducted on the leased 1¾6'rCa'þóžtion

thereof under State of Utah Statewide Bond No. 4471291.
OCT1 0 1997

,,... CHRISA.POTER,ATTORNEYIN-FACT
Dat. § 3d 97

Thie space for State use only)

g) (See Instructions on Aeverse

Fong a STATE OF UTAH
DIVISION OF S AND MINING
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* Must be accompanied by a coment verificationreport.

12. DESCRIBEPROPOSED OR COMPLETED OPERATloNS (Clearly state all pertinent details, and give pettinent dates. !! well is directionally drilled, give subsurface locations and measured and true
vertical depths for all markers and zones pertinent to this work)

Effective September 30, 1997, Inland Production Company will take over operations of the
wells on the attachèd list. The previous operator was :

Equitable Resources Energy Company
1601 Lewis Avenue
Billings, MT 59102

Effective September 30, 1997, Inland Production Company is responsible under the terms
and conditions of the leases for operations conducted on the leased 1¾6'rCa'þóžtion

thereof under State of Utah Statewide Bond No. 4471291.
OCT1 0 1997

,,... CHRISA.POTER,ATTORNEYIN-FACT
Dat. § 3d 97

Thie space for State use only)

g) (See Instructions on Aeverse



INLAND

Inland Resources Change of Operator

WELL NAME LOCATION COUNTY ST FIELD NAME API NUMBER LEASE NO. AGEEMENT

ALTON FEDERAL #1 SESE 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15792-00 UTUO96550 UTU72086A
ALTON FEDERAL #2 NWNE 149S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15793-00 UTUO96550 UTU72086A

WALTON FEDERAL #34-11 SWSE_119S 16E DUCHESN_E UT MONUMENT BUTTE (J) 43-013-31003-00 UTUO96550 TU72086A
ALTON FEDERAL #4 SENW 119S 16E DUCHESNE UT MONUMENT BUTTE (J) 43-013-15795-00 UTUO96550 UTU72086A

LLEN FEDERAL #31-6G NWNE 6 9S 17E DUCHESNE UT MONUMENT BUTTE (U) 43-013-31442-00 UTUO20252A
ALCRON EEDERAL #21-13Y NENW 139S 16E DUCHESNE UT MONUMENT BUTTE (U) 3-Og31400-00 UTU64805
ALCRON FEDERAL #21-25Y NENW 259S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-31394-00 UTU64380
ALCRON FEDERAL #44-14Y SESE 149S 17E UINTAH UT MONUMENT BUTTE (U) 43-047-32438-00 UTU64806

STLE PEÄKËEDERÀL #24-10Ä SESW 169S 16E UCHESNE UT MONUMENÏËÏUTTE (lÏ) ÃŠ-013-30555-00ÙTU72107
ASTLE PEAK STATE #43-16 NESE 169S 16E DUCHESNE UT MONUMENT BUTTE (U) 43-013-30594-00 891008243C
. JORGENSON STATE #i6-4 NESE 16T7E DUCHESNE UT MONUMENTBUTTE (U) 43-013-30572-00 ML-3453-B

ATE #16-2 NENE 169S 17E DUCHESNE UT MONUMENT BUTTE(U) 43-013-30552-00 ML-3453-B

ALCRON FEDERAL#21-9Y NENW 9 9S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31396-00 UTU65207
LCRON FEDERAL#41-21Y NENE 219S 16E DUCHESNE UT MONUMENTBUTTE(W) 43-013-31392-00 UTU64379
NUMENT FEDERAL #31-6-9-16 NWNE 6 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31717-00 UTU74390

ONUMENT FEDERAL #32-6-9-16Y SW NE 6 9S 16E DUCHESNE
UÏ¯

UTTE (W) 43-013-31300-00 4390
ONUMENT FEDERAL #42-6-9-16Y SE NW 6 9S 15E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31645-00 UTU74390
ONUMENTFEDERAL #41-6-9-16 NENE 6 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31718-00 UTU74390
ONUMENT FEDERAL #31-8-9-16 NW NE 8 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31721-00 UTUO20255
ONUMENTFEDERAL#41-8-9-16 NENE 8 9S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31619-00 UTUO20255
ONUMENT FEDERAL #11-9-9-16 NW NW 9 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31618-00 UTUO20254
ONUMENT FEDERAL #33-6-9-16Y NW SE 6 9S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31589-00 UTU74390
ONUMENT FEDERAL #43-6-9-16Y_ NE SE 6 9S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31644-00 UTU74390

ÑÜMEÑT FEDERAL #44-6-9-16Y SE SE 6 9S 15E DUCHESN_E UT MONUMENT BUTTE (W) 43-013-31720-00 UTU74390
ONUMENT FEDERAL #31-18-9-16 NW NE 189S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31725-00 UTU74390
OÑUÑlENT FEDERAL #41-18Y NE NE 189S 16E DUCHESÑË UT MONUMENT BUTTE (W) 43-013-31646-00 UTU74390
ONUMENT FEDERAL #42-18Y SE NE 189S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31724-00 UTU74390

NUMENTFEDERAL #31-21-9-16 NW NE 219S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31726-00 UTU64379
ONUMEÑT FEDERAL #11-22Y NW ÑW

2Ž9Š¯¾E
ÖÜÖÑESNE ÜT MONUMENT BUTTE (W) 43-013-31647-00 ÜÌÜŒ43Ì9

ONUMENTFEDERAL #13-4-9-16 NW SW 4 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31716-00 ÜTÜ73086
ONUMENT FEDERAL #14-4 SWSW 4 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31666-00 UTU73086
ONUMENT FEDERAL #22-Ž0-5 SE NW 209S 16E DUCHESNE UT MONUMENT BUTTE (W) 43-013-31681-00 UTU52018
ONUMENT FEDERAL #23-7-9-16 NESW 7 9S 16E DUCHESNE UT MONUMENT BUTTE (W) 3-013-31694-00 UTU74390
O,NUMENT FEDERAL#24-17-9-16 SESW 179S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31682-00 UTU52018
ONUMENTBUTTE#34-31-8-16 SW SE 318S 16E DUCHESNE UT MONUMENTBUTTE (W) 43-013-31715-00 UTU74389
ONUMENTFEDERAL#33-10-9-16 NW SE 109S 16E DUCHESNE UT MONUMENTBUTTE(W) 43-013-31722-00 ÙÌŒÌ

NUMENTBUTTE#43-10-9-16 NE SE 109S 16E DÜCHESÑ ÜT MOÑÙMENTBÙÌTE (W) 43-013-31Ÿ23-00 UTU72107
HORNEY FEDERAL #1-9 SWSE 9 9S 19E UINTA UT PARIETTEBENCH 43-047-30070-00 UTU5843

. NDELFEDERAL #1 SWSW 9 9S 19E UINTA UT PARIETTE BENCH 43-047-20011-00 UTUO58149
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Inland Resources Change of Operator

WELL NAME LOCATION COUNTY ST FIELD NAME API NUMBER LEASE NO. AGEEMENT
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October 7, 1997
RESOURCESINC.

Bureau of Land Management
Vernal District Office
170 South 500 East
Vernal, UT 84078

RE: Change of Operator
Duchesne & Vernal Counties, Utah

Dear Mr. Forsman:

Please find attached Sundry Notices and Reports on Wells for Change of Operator,

previously operated by Equitable Resources Energy Company for approval.

If you should have questions regarding this matter, please do not hesitate to contact me at

the number listed below.

Sincerely,

INLAND PRODUCTION COMPANY

Patsy B u

/pb
encls.

475 Seventeenth Street, Suite 1500, Denver, CO 80202 • 303-292-0900 • FAX
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/pb
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4366RSS7 05: 15 1-406-628-4164 CRAZY MTN O&G

O
EQUITABLERESOURCES
ENERGYCOMPANY
WEsTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax

December 10, 1997

Lisha
State of Utah
Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801

Dear Lisha:

RE: Equitable Sale of Utah Properties

Effective September 30, 1997, Equitable Resources Energy Company sold all of its Utah

properties to Inland Production Company.

Please feel free to contact me if you require additional infonnation.

Sincerely,

MollyConra
Agent for Equitable Resources

Energy Company

4366RSS7 05: 15 1-406-628-4164 CRAZY MTN O&G

O
EQUITABLERESOURCES
ENERGYCOMPANY
WEsTERNREGION
(406) 259-7860 Telephone
(406) 245-1361 Fax
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Lisha
State of Utah
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1594 West North Temple, Suite 1210
Box 145801
Salt Lake City, UT 84114-5801
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3/10/1997 05:15 1-406-628-4164 CRAZY MTN O&G PAGE 01

O O

CrazyMountain Oil Gas Services
P.O. Box577
Laurel,MT 59044
(406) 628-4164
(406) 628-4165

TO.

PROM. MollyConrad
CrazyMountain Oil & Gas Services
(406) 628-4164

PagesAnached - Including Coversheet2 .
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JUN 03 1998

DIV.0FOIL,GAS&MINING

3160
(U-922)

June 1, 1998

Inland Production Company
c/o Unit Source Incorporated
11184 Huron Street, Suite 16
Denver, CO 80234

Re: Voluntary Termination
Castle Peak Unit
Duchesne County, Utah

Gentlemen:

Your request for termination of the Castle Peak Unit Agreement,
Duchesne County, Utah, is hereby approved, effective midnight,
May 31, 1998, pursuant to the last paragraph of Section 20
thereof.

Copies of this letter are being distributed to the appropriate
Federal agencies. It is requested that you furnish notice of
this termination to each interested owner, lessee, and lessor.

Sincerely,

/8/ RobeltA.Henricks
Robert A. Henricks
Chief, Branch of Fluid Minerals

Enclosure

bcc: DM Vernal (w|enclosure)
Castle Peak Unit File
Agr. Sec. Chron.
U-923 (attn: Linda Sorenson)
MMS Data Reference Branch

School and Institutional Trust Lands (w|enclosure)
Fluid Chron
Agr. Sec. Chron.
Tickler (June)
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e e
CASTLE PEAK UNIT

Duchesne County, Utah
EFFECTIVE: SEPTEMBER 3, 1962

22 23 2 24 i
a e e 9 10

=° 9S
27 26 16 15

15E 16E
--- UNIT OUTLINE (UTU63040X)

--- GREEN RIVER PA "A"
--- GREEN RIVER PA "B" GARV PA 'A' GRRV PA 'D'

GREEN RIVER PA "C, ALLOCATION ALLOCATION

FEDERAL 100.00% FEDERAL 100.00%

GREEN RIVER PA "D, a2o.oo Acr.. 92o.oo Acr..

GRRV PA '8• GRRV PA "G"
-- GREEN RIVER PA "G" ALLOCATION ALLOCATION

FEDERAL 100.00% FEDERAL 100.00%

160.00 Acres 160.00 Acres

AS CONTRACTED APRIL 1, 1994
GRRV PA °C'

ALLOCATION
1,600.00 ACRES FEDERAL 60.00%

STATE 50.00%
160.00
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U ed States Department o le Interior

%e.# BUREAU OF LAND MANAGEMENT
Vemal Field Office
170 South 500 East Phone: (435) 781-4400

IN REPLY REFER TO Vemal, Utah 84078-2799 Fax: (435) 781-4410

3162.3
UTO8438

July 2, 1998

JUL I 3 1998

Inland Production Company

UN·OFOIL,GAS&MINING
475 17th Street, Suite 1500
Denver, CO 80202 ¡75-0/3-3/ Ÿ¾~5

Re: Well No. Monument Fed 43-10-9-16
NESE, Sec. 10, T9S, R16E
Lease U-72107
Duchesne County, Utah

Dear Sir:

This correspondence is in regard to the self-certification statement submitted requesting a
change in operator for the referenced well. Aftera review by this office, the change in
operator request is approved. Effective immediately, Inland Production Company is
responsible for all operations performed on the referenced well. AII liability will now fall under
your bond, BLM Bond No. UTOOS6, for all operations conducted on the referenced well on the
leased land.

If you have any other questions concerning this matter, please contact Margie Herrmann or
Pat Sutton of this office at (435) 781-4400.

Sincerely,

Howard B. Cleavinger II
Assistant Field Manager,
Minerals Resources

cc: Division of Oil, Gas &

U ed States Department o le Interior
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cc: Division of Oil, Gas &



Division of Oi Gas and Mining Ro

OPERATOR CHANGE WORKSHEET 6-

Attach all documentation received by the division regarding this change. 'l-
. .

8-SI
Initial each listed item when completed. Write N/A if item is not applicable. 4-VLT) / 9-FH F

RChange of Operator (well sold) O Designation of Agent
O Designation of Operator O Operator Name Change Only

The operator of the well(s) listed below has changed, effective: 9-30-97

TO: (new operator) INLAND PRODUCTION COMPANY FROM: (old operator) EQUITABLE RESOURCES ENERGY

(address) PO Box 1446 (address) c/O CRAZY HTN O&G SYS'S
ROOSEVELT UT 84066 PO BOX 577

LAUREL MT 59044
Phone: (435) 722-5103 Phone: (406) 628-4164

Account no. N5160 Account no. N9890

WELL(S) attach additional page if needed:

Name: MON. FED 43-10-9-16 API: 43-013-31723 Entity: 12065 S 10 y 98 R 16E Lease: UTU72107
Name: WON, FED 33-10-9-16 API: 43-013-31722 Entity: 12087 S 10 T 9S R 16E Lease: UTU72107
Name: CASTLE PK ST 43-16 API: 43-013-30594 Entity: 01181 S 16 T 95 R 16E Lease: ML16532
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity:

____

S T
_ _

R Lease:

OE T(

9

SGunEdDOUthrElgalAdcOmNentation

has been received from the FORMER operator (attach to this
form). (þ Q/2-/o.77)

2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). (g ) Ja,pp7

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Chng2es av bee ennre the H a Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above.

. Well file labels have been updated for each well listed above.

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc.

9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for

ons\wpdocs\forms\operchng
- OVER

Division of Oi Gas and Mining Ro

OPERATOR CHANGE WORKSHEET 6-

Attach all documentation received by the division regarding this change. 'l-
. .
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Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity: S T R Lease:
Name: API: Entity:

____

S T
_ _

R Lease:

OE T(

9

SGunEdDOUthrElgalAdcOmNentation

has been received from the FORMER operator (attach to this
form). (þ Q/2-/o.77)

2. (r649-8-10) Sundry or other legal documentation has been received from the NEW operator (Attach to this
form). (g ) Ja,pp7

3. The Department of Commerce has been contacted if the new operator above is not currently operating any
wells in Utah. Is the company registered with the state? (yes/no) If yes, show company file number:

4. FOR INDIAN AND FEDERAL WELLS ONLY. The BLM has been contacted regarding this change. Make
note of BLM status in comments section of this form. BLM approval of Federal and Indian well operator
changes should ordinarily take place prior to the division's approval, and before the completion of steps 5
through 9 below.

5. Chng2es av bee ennre the H a Gas Information System (3270) for each well listed above.

6. Cardex file has been updated for each well listed above.

. Well file labels have been updated for each well listed above.

8. Changes have been included on the monthly "Operator, Address, and Account Changes" memo for distribution
to Trust Lands, Sovereign Lands, UGS, Tax Commission, etc.

9. A folder has been set up for the Operator Change file, and a copy of this page has been placed there for

ons\wpdocs\forms\operchng
- OVER



OPERATOR CHANGE WORKSHEET (conti ) - Initial each item when completed. Write N/ tem is not applicable.

ENTITY REVIEW

l. (r649 7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes/ If entity assignments were changed, attach copies of Form 6, Entity Action Form.

2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (EEF ELLS-ONI ) We mÁ- ÑO,oo GN / te to. 1 a

1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

ASE INT RESTd OWNERhNOe beFI1CATION OF I SPONSIBI In

eng e at Trust Lands for changes
involving State leases, in order to remind that a ency f their responsibility to review for proper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: i /ÛI
.

FILING

l. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.

OPERATOR CHANGE WORKSHEET (conti ) - Initial each item when completed. Write N/ tem is not applicable.

ENTITY REVIEW

l. (r649 7) Entity assignments have been reviewed for all wells listed above. Were entity changes made?
(yes/ If entity assignments were changed, attach copies of Form 6, Entity Action Form.

2. Trust Lands, Sovereign Lands, Tax Commission, etc., have been notified through normal procedures of entity
changes.

BOND VERIFICATION - (EEF ELLS-ONI ) We mÁ- ÑO,oo GN / te to. 1 a

1. (r649-3-1) The NEW operator of any fee lease well listed above has furnished a proper bond.

2. A copy of this form has been placed in the new and former operator's bond files.

3. The FORMER operator has requested a release of liability from their bond (yes/no) , as of today's date
. If yes, division response was made to this request by letter dated

ASE INT RESTd OWNERhNOe beFI1CATION OF I SPONSIBI In

eng e at Trust Lands for changes
involving State leases, in order to remind that a ency f their responsibility to review for proper bonding.

2. (r649-2-10) The former operator of any fee lease wells listed above has been contacted and informed by letter
dated 19

_,

of their responsibility to notify all interest owners of this change.

FILMING

1. All attachments to this form have been microfilmed. Today's date: i /ÛI
.

FILING

l. Copies of all attachments to this form have been filed in each well file.

2. The original of this form, and the original attachments are now being filed in the Operator Change file.



FORM 3160-5 TED STATES FORM APPROVED

(June 1990) DE NT OF THE INTERIOR Budget Bureau No. 1004-0135

BU U OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-72107
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X oil oas 8. Well Name and No.

Well | Well Other MONUMENT FEDERAL 43-10-9-16

9. API Well No.

2. Name of Operator 43-013-31723
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County or Parish, State

4. Mcation of Well (Footage, Sec., T., R., m., or Survey Description)

1914 FSL 0722 FEL NE/SE Section 10, TO9S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(si TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction
X Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log fonn.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

DECEETE
NOV02 1998

DIV.0FOIL,GAS&MINING

14. I her byecertifytha n

Title Manager, Regulatory Compliance Date 10/28/98

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statementsor representationsas to any matter within its

FORM 3160-5 TED STATES FORM APPROVED

(June 1990) DE NT OF THE INTERIOR Budget Bureau No. 1004-0135

BU U OF LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-72107
Do not use this form for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATIONFOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE NA
1. Type of Well

X oil oas 8. Well Name and No.

Well | Well Other MONUMENT FEDERAL 43-10-9-16

9. API Well No.

2. Name of Operator 43-013-31723
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
475 17TH STREET, SUITE 1500, DENVER, COLORADO 80202 (303) 292-0900 11. County or Parish, State

4. Mcation of Well (Footage, Sec., T., R., m., or Survey Description)

1914 FSL 0722 FEL NE/SE Section 10, TO9S R16E DUCHESNE COUNTY, UTAH

12. CHECK APPROPRIATE BOX(si TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction
X Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection
X Other Site Security Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log fonn.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any proposed work. If well is direction-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Attached please find the site security diagram for the above referenced well.

DECEETE
NOV02 1998

DIV.0FOIL,GAS&MINING

14. I her byecertifytha n

Title Manager, Regulatory Compliance Date 10/28/98

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

CC: UTAH DOGM
Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false, fictitious

or fradulent statementsor representationsas to any matter within its
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Inland Production Company

Site Facility Diagram
Monument Federal 43-10

NE/SE Sec. 10, T9S, 16E

Duchesne County

May 12, 1998

Site Security Plan is held at the Roosevelt Office, Roosevelt Utah

Production Phase:

1) Valves 1, and 3 sealed closed

2) Valves 2 and 4 sealed open

Diked Section Sales Phase:

1) Valves 2, 3, and 4 sealed closed

2) Valves 1 open

Draining Phase:

ter an 1) Valve 3 open

. l . . . Legend

Emulsion Line· ·····

LoadLinf¯ ¯¯¯¯¯¯¯¯

Water Line- - - - -

ter nk Production oduction Tan

Treater

Linees-.

- -··-

Gas Sales Meter

Pumping Unit

Well
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Site Facility Diagram
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NE/SE Sec. 10, T9S, 16E
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FORM3160-5 UNIT TATES FORMAPPROVED

(June1990) DEPARTMEN F THE INTERIOR BudgedBureauNo.1004-0135

BUREAU OF LANDMANAGEMENT ExpiresMarch31,1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-72107
Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. If indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE
1. Type of Well

Oil Well Gas well Other 8. Well Name and No.

2. NameofOperator Monument Fed 43-10
Inland Production Co. 9. APIWelINo.

3. Address and Telephone No. (303) 893-0102 43-013-31723
410 Seventeenth Street, Suite 700 Denver, CO 80202 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte
11. Countyor Parish, State

NE/SE 1914' fsl, 722' fel Sec. 10, T9S, R16E Duchesne

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing repair Water Shut-off

Final Abandonment Notice Altering Casing Conversion to Injection

Other Dispose Water
(Note: Report results of muluple completion on Well
Completion or Recompletion Repoit and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pert nent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally

drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work)

Please see attached injection application.

14 I reby c gs aOr et

Titie Regulatory Specialist Date

(This space of Federal or State office use )

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly to make to any department of the United States any false, fictitious or fraudu1ent statements or representations as

to any matter within its jurisdiction.

*See Instruction on Reverse

FORM3160-5 UNIT TATES FORMAPPROVED

(June1990) DEPARTMEN F THE INTERIOR BudgedBureauNo.1004-0135

BUREAU OF LANDMANAGEMENT ExpiresMarch31,1993

5. Lease Designation and Serial No.

SUNDRY NOTICES AND REPORTS ON WELLS U-72107
Do not use this form for proposals to drill or deepen or reentry to a different reservoir. 6. If indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE
1. Type of Well

Oil Well Gas well Other 8. Well Name and No.

2. NameofOperator Monument Fed 43-10
Inland Production Co. 9. APIWelINo.

3. Address and Telephone No. (303) 893-0102 43-013-31723
410 Seventeenth Street, Suite 700 Denver, CO 80202 10. Field and Pool, or Exploratory Area

4. Location of Well (Footage, Sec., T., R., M., or Survey Description) Monument Butte
11. Countyor Parish, State

NE/SE 1914' fsl, 722' fel Sec. 10, T9S, R16E Duchesne

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of Intent Abandonment Change of Plans

Recompletion New Construction

Subsequent Report Plugging Back Non-Routine Fracturing

Casing repair Water Shut-off

Final Abandonment Notice Altering Casing Conversion to Injection

Other Dispose Water
(Note: Report results of muluple completion on Well
Completion or Recompletion Repoit and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pert nent details, and give pertinent dates, including estimated date of starting any proposed work. If well is directionally

drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work)

Please see attached injection application.

14 I reby c gs aOr et

Titie Regulatory Specialist Date

(This space of Federal or State office use )

Approved by Title Date

Conditions of approval, if any:

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly to make to any department of the United States any false, fictitious or fraudu1ent statements or representations as

to any matter within its jurisdiction.

*See Instruction on Reverse
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RESOURCESINC.

January 8, 2001

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Monument Federal #43-10-9-16
ÑÏo Butte Field, South Wells Draw Unit, Lease #U-72107
Section 10-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Inland Production Company herein requests approval to convert the Monument Federal #43-10-9-16 from a
producing oil well to a water injection well in the Monument Butte (Green River) Field, South Wells Draw
Unit.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact George Rooney at (303) 893-0102.

erel

Bill Penn
Chief Executive Officer

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX

e e
RESOURCESINC.

January 8, 2001

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas and Mining
Post Office Box 145801
Salt Lake City, Utah 84114-5801

RE: Permit Application for Water Injection Well
Monument Federal #43-10-9-16
ÑÏo Butte Field, South Wells Draw Unit, Lease #U-72107

Section 10-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Jarvis:

Inland Production Company herein requests approval to convert the Monument Federal #43-10-9-16 from a
producing oil well to a water injection well in the Monument Butte (Green River) Field, South Wells Draw
Unit.

I hope you find this application complete; however, if you have any questions or require additional
information, please contact George Rooney at (303) 893-0102.

erel

Bill Penn
Chief Executive Officer

410 Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX



RESOURCES INC.

January 8, 2001

Mr. Edwin I. Forsman
Bureau of Land Management
Vernal District Office, Division of Minerals
170 South 500 East
Vernal, Utah 84078

RE: Permit Application for Water Injection Well
South Wells Draw Federal #43-10-9-16
Monument Butte Field, South Wells Draw Unit, Lease #U-72107
Section 10-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Forsman:

Inland Production Company, as operator of the above referenced well, has requested to convert
the above well from a producer to an injector. Enclosed for your review is a copy of the
application filed with the State of Utah. Also enclosed is a copy of the sundry notice of intent.

Should you have any questions, please contact me or George Rooney at 303/893-0102.

Joyce McGough
Regulatory Specialist

Enclosures

4lO Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX

RESOURCES INC.

January 8, 2001

Mr. Edwin I. Forsman
Bureau of Land Management
Vernal District Office, Division of Minerals
170 South 500 East
Vernal, Utah 84078

RE: Permit Application for Water Injection Well
South Wells Draw Federal #43-10-9-16
Monument Butte Field, South Wells Draw Unit, Lease #U-72107
Section 10-Township 9S-Range 16E
Duchesne County, Utah

Dear Mr. Forsman:

Inland Production Company, as operator of the above referenced well, has requested to convert
the above well from a producer to an injector. Enclosed for your review is a copy of the
application filed with the State of Utah. Also enclosed is a copy of the sundry notice of intent.

Should you have any questions, please contact me or George Rooney at 303/893-0102.

Joyce McGough
Regulatory Specialist

Enclosures

4lO Seventeenth Street, Suite 700, Denver, CO 80202 • 303-893-0102 • FAX
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INLAND PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

MONUMENT FEDERAL #43-10-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

SOUTH WELLS DRAW UNIT

LEASE #U-72107

JANUARY 8,

O O

INLAND PRODUCTION COMPANY

APPLICATION FOR APPROVAL OF CLASS II INJECTION WELL

MONUMENT FEDERAL #43-10-9-16

MONUMENT BUTTE FIELD (GREEN RIVER) FIELD

SOUTH WELLS DRAW UNIT

LEASE #U-72107

JANUARY 8,
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STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Inland Production Company
ADDRESS 410 17th Street, Suite 700

Denver, Colorado 80202

Well Name and number: Monument Federal #43-10-9-16

Field or Unit name: Monument Butte (Green River) S. Wells Draw Unit Lease No. U-72107

Well Location: QQ NESE section 10 township 9S range 16E county Duchesne

Is thisapplication for expansion of an existing project? . . . . . . . . . . . . . . Yes [ X ] No [ ]

Will the proposed well be used for: Enhanced Recovery? . . . . . . . . Yes [ X ] No [ ]
Disposal? ......... ........ Yes[ ] No[X]
Storage? ......... ........ Yes[ ] No[X]

Is thisapplication for a new well to be drilled? . . . . . . . . . . . . Yes [ ] No [ X ]
If thisapplication is for an existing well,

has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . Yes [X] No [ ]
Date of test: 2/05/97
API number: 43-013-31723

Proposed injection interval: from 4727' to 5203'
Proposed maximum injectic rate 500 bpd pressure 2189 psig
Proposed injection zone contains [x ] oil, [ ] gas, and/or [ ] fresh water within 1/2
mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify that this report is true and complete to the best of my knowle ge. /

Name: BillPennington Signature
Title Chief Executive Officer Date / Ð/
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date

STATE OF UTAH
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR INJECTION WELL - UIC FORM 1

OPERATOR Inland Production Company
ADDRESS 410 17th Street, Suite 700
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has a casing test been performed on the well?. . . . . . . . . . . . . . . . . . . Yes [X] No [ ]
Date of test: 2/05/97
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mile of the well.

IMPORTANT: Additional information as required by R615-5-2 should
accompany this form.

List of Attachments: Attachments "A" through "H-1"

I certify that this report is true and complete to the best of my knowle ge. /

Name: BillPennington Signature
Title Chief Executive Officer Date / Ð/
Phone No. (303) 893-0102

(State use only)
Application approved by Title
Approval Date
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SpudDate:1-25-97 ÌVÍOnument Federal #43-10-9-16
Put on Production: 2-26-97

IP: 84 BOPD, 38 MCFD,
GL: 5668.6' KB: 5678.6' Proposed Inje:tion 0 BWPD

Wellbore Dia/,ram
SURFACE CASING FRAC JOB

SIZE: 8 5/8"
2-07-97 5175'-5203' Frac sand as follows:

GRADE: J-55 23,562 gals 2% KCL gelled water, 22,500#

WEIGHT: 24 # 20/40 sand, & 55,800# 16/30 sand. Avg

LENGTH: 5 jts @254.25' treating press of 1950 psi w/avg rate of30

HOLE SIZE: 12 1/4" BPM. ISIP-2450 psi, 5 min 1670 psi.

DEPTH LANDED: 264.25'
CEMENT DATA: 160 sx Class G, est 5 bbis cmt to surface

2-24-97 4724'-4730' Frac sand as follows:
10,668 bbls 2% KCL gelled water, 14,190#
16/30 sand. Avg treating press of 2500 psi
wlavg rate of22.8 BPM. ISIP-2200 psi, 5 min
1760 psi.

PRODUCTION CASING
SIZE: 5 1/2"
GRADE: J-55
WEIGHT: 15.5 #
LENGTH: 140 jts @5742.28
HOLE SIZE: 7 7/8"
DEPTH LANDED: 5786.33'
CEMENT DATA; 180 sx Premium Lite &

400 sx 50/50 Poz
CEMENT TOP AT: 1050' per CBL

TUBING RECORD

SIZE/GRADE/WT.: 2 7/8", M-50, 6.5 lbs
NO. OF JOINTS: 178 jts (4688.49')
PACKER: 4677
EOT: 4698.49'

Packer @4677'
PERFORATION RECORD

4727'-30' 2-06-97 5l75'-5187' 4JSPF 48holes
2-06-97 5189'-5203' 4 JSPF 56 holes
2-21-97 4727'-4730' 4 JSPF 12 holes

5175'-87'

5189'-5203'

Inland Resources Inc' PBTD @5749'

Monument Federal #43-10-9-16 ',",°30
1914 FSL 722 FEL

NESE Section 10-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31723; Lease
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SpudDate:1-25-97 ÌVÍOnument Federal #43-10-9-16
Put on Production: 2-26-97

IP: 84 BOPD, 38 MCFD,
GL: 5668.6' KB: 5678.6' Proposed Inje:tion 0 BWPD

Wellbore Dia/,ram
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API #43-013-31723; Lease



O O
WORK PROCEDURE FOR INJECTION CONVERSION

l. Rig up hot oil truck to casing. Pump water. Unseat pump. Flush rods. Trip out of hole with rods
and pump.

2. Trip out of hole with tubing, breaking and doping every connection. Trip in hole with packer and
tubing. Rig up water truck to casing. Pump packer fluid. Set packer.

3. Test casing and packer.

4. Rig down and move
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REQUIREMENTS FOR INJECTION OF FLUIDS INTO RESERVOIRS

RULE R615-5-1

1. Operations to increase ultimate recovery, such as cycling of gas, the maintenance of
pressure, the introduction of gas, water or other substances into a reservoir for the purpose
of secondary or other enhanced recovery or for storage and the injection of water into any
formation for the purpose of water disposal shall be permitted only by order of the Board
after notice and hearing.

2. A request for agency action for authority for the injection of gas, liquified petroleum gas,
air, water or any other medium into any formation for any reason, including but not
necessarily limited to the establishment of or the expansion of waterflood projects, enhanced
recovery projects, and pressure maintenance projects shall contain:

2.1 The name and address of the operator of the project.

Inland Production Company
410 17 Street, Suite 700
Denver, Colorado 80202

2.2 A plat showing the area involved and identifying all wells, including all proposed
injection wells, in the project area and within one-half mile of the project area.

See Attachment A

2.3 A full description of the particular operation for approval is requested.

Approval is requested to convert the Monument Federal # 43-10-9-16 from a producing
oil well to a water injection well in the Monument Butte (Green River) Field, South
Wells Draw Unit.

2.4 A description of the pools from which the identified wells are producing or have
produced.

The proposed injection well will inject into the Green River Formation.

2.5 The names, description and depth of the pool or pools to be affected.

The injection zone is in the Green River Formation. In the Monument Federal
#43-10-9-16 well, the proposed injection zone is from 4727'- 5203'. The confining
stratum directly above and below the injection zones is the Douglas Creek Member of
the Green River Formation, with the Douglas Creek Marker top at 4727'.

2.6 A copy of a log of a representative well completed in the pool.

The referenced log for the Monument Federal #43-10-9-16 is on file with the Utah
Division of Oil, Gas and
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2.7 A statement as to the type of fluid to be used for injection, its source and the

estimated amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water from
the Johnson Water District supply line. The secondary type of fluid to be used for
injection will be culinary water from the Johnson Water District commingled with
produced water. The average estimated injection of fluids will be at a rate of 300 BPD,
and the estimated maximum injection will be at a rate of 500 BPD.

2.8 A list of all operators and surface owners within one-half mile radius of the
proposed project.

See Attachment B.

2.9 An affidavit certifying that said operators or owners and surface owners within a
one-half mile radius have been provided a copy of the petition for injection.

See Attachment C.

2.10 Any additional information the Board may determine is necessary to adequately
review the petition.

Inland Production Company will supply any additional information requested by the Utah
Division of Oil, Gas and Mining.

4.0 Establish recovery projects may be expanded and additional wells placed on
injection only upon authority from the Board after notice and hearing or by
administrative approval.

This proposed injection well is on a Federal lease (Lease #U-72107) in the Monument
Butte (Green River) Field, South Wells Draw Unit, and this request is for administrative
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REQUIREMENTS FOR CLASS II INJECTION WELLS INCLUDING WATER DISPOSAL,

STORAGE AND ENHANCED RECOVERY WELLS
SECTION V - RULE R615-5-2

1. Injection well shall be completed, equipped, operated, and maintained in a manner that will
prevent pollution and damage to any USDW, or other resources and will confine injected
fluids to the interval approved.

2. The application for an injection well shall include a properly completed Form DOGM-UIC-1
and the following:

2.1 A plat showing the location of the injection well, all abandoned or active wells
within a one-half mile radius of the proposed wells, and the surface owner and the
operator of any lands or producing leases, respectively, within a one-half mile radius
of the proposed injection well.

See Attachments A and B.

2.2 Copies of electrical or radioactive logs, including gamma ray logs, for the proposed
well run prior to the installation of casing and indicating resistivity, spontaneous
potential, caliper and porosity.

All logs are on file with the Utah Division of Oil, Gas and Mining.

2.3 A copy of a cement bond or comparable log run for the proposed injection well after
casing was set and cemented.

A copy of the cement bond log is on file with the Utah Division of Oil, Gas and Mining.

2.4 Copies of logs already on file with the Division should be referenced, but need not be
refiled.

All copies of logs are on file with the Utah Division of Oil, Gas and Mining.

2.5 A description of the casing or proposed casing program of the injection well and of
the proposed method for testing the casing before use of the well.

The casing program is 8-5/8", 24#, J-55 surface casing run to 264' GL, and 5-1/2" 15.5#
J-55 casing run from surface to 5786' KB. A casing integrity test will be conducted at
the time of conversion. See Attachment E.

2.6 A statement as to the type of fluid to be used for injection, its source and estimated
amounts to be injected daily.

The primary type and source of fluid to be used for injection will be culinary water from
the Johnson Water District supply line. The secondary type of fluid to be used for
injection will be culinary water from the Johnson Water District commingled with
produced water. The estimated average rate of injection will be 300 BPD, and the
estimated maximum rate of injection will be 500 BPD.

2.7 Standard laboratory analysis of the fluid to be injected, the fluid in the formation
into which the fluid is being injected, and the compatibility of the fluids.

See Attachment F, F-1, F-2, and
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The proposed average and maximum injection pressures.

The proposed average injection pressure will be approximately 1100 psig and the
maximum injection pressure will not exceed 2189 psig.

2.8 Evidence and data to support a finding that the proposed injection well will not
initiate fractures through the overlying strata or a confining interval that could
enable the injected fluid or formation fluid to enter the fresh water strata.

The minimum fracture gradient for the Monument Federal #43-10-9-16, for proposed
zones (4727' - 5203') calculates at 0.90 psig/ft. The maximum injection pressures will be
limited so as not to exceed this gradient. A step rate test will be performed periodically
to ensure we are below parting pressure. The proposed maximum injection pressure is
2189 psig. See Attachment G through G-2.

2.9 Appropriate geological data on the injection interval and confining beds, including
the geologic name, lithologic description, thickness, depth, and lateral extent.

In the Monument Federal #43-10-9-16, the injection zone (4727' - 5203') is in the
Douglas Creek member of the Green River Formation. The reservoir is a very fine-
grained sandstone with minor imbedded shale streaks. The estimated porosity is 13%.
The Douglas Creek member is composed of porous and permeable lenticular calcareous
sandstone and low porosity carbonates and calcareous shale. The porous and lenticular
sandstone varies in thickness from 0-31' and is confined to the Monument Butte Field.
Outside the Monument Butte Field, the sandstone is composed of tight, very fine, silty,
calcareous, sandy lacustrine shale. All of the confining strata are impermeable, and will
effectively seal off the oil, gas, and water of the injection zone from any strata directly
above or below it.

2.10 A review of the mechanical condition of each well within a one-half mile radius of
the proposed injection well to assure that no conduit exists that could enable fluids
to migrate up or down the wellbore and enter the improper intervals.

See Attachments E through E-10.

Additionally, the injection system will be equipped with high and low pressure shut down
devices that will automatically shut in injection waters if a system blockage or leakage
occurs. One way check valves will also ensure proper flow management. Relief valves
will also be utilized for high-pressure relief.

2.11 An affidavit certifying that a copy of the application has been provided to all
operators or owners, and surface owners within a one-half mile radius of the
proposed injection well.

See Attachment C.

2.12 Any other information that the Board or Division may determine is necessary to
adequately review the application.

Inland Production Company will supply any requested information to the Board or
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T9S, Ri6 E, S.L.B.&M.
RETA6LFREUREY INMY CO.

S89°54'W
- 79.90 (G.L.O.)

WELLLOCATION, MONUMENT FEDERAL#43-10-9-16, .LOCATED AS SHOWN IN
THE NE 1/4 SE 1/4 OF SECTION 10,
T9S, R16E, S.L.B.&M. DUCHESNE
COUNTY, UTAH.

O
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Minerals Ownership & Minerals
# Land Description Expires Leased By Surface Rights

O
1 Township 9 South, Range 16 East UTU-65207 Inland Production Company (Surface Rights)

Section 8: SE/4NE/4 HBP Yates Petroleum Corporation USA
Section 9: NE/4, NE/4NW/4, S/2NW/4 Abo Petroleum Corporation
Section 10: N/2 NW/4 Yates Drilling Company
Section 35: W/2 Myco Industries

2 Township 9 South, Range 16 East UTU-72107 Inland Production Company (Surface Rights)
Section 10: S/2N/2, N/2S/2, S/2SW/4 HBP USA
Section 15: W/2W/2

3 Township 9 South, Range 16 East UTU-017985 Inland Production Company (Surface Rights)
Section 10: S/2SE/4 HBP USA
Section 15: E/2, E/2W/2

4 Township 9 South, Range 16 East UTU-096550 Inland Production Company (Surface Rights)
Section 11: E/2, NW/4, NE/4SW/4 HBP USA
Section 12: NW/4
Section 14: N/2NE/4, SE/4NE/4, NE/4SE/4
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ATTACHMENT C

CERTIFICATION FOR SURFACE OWNER NOTIFICATION

RE: Application for Approval of Class II Injection Well
Monument Federal #43-10-9-16

I hereby certify that a copy of the injection application has been provided to all surface owners within a
one-half mile radius of the proposed injection well.

Signed:
Inland Production Com any
Bill Pennington
Chief Executive Officer

Sworn to and subscribed before me this // day of , 2001.

Notary Public in and for the State of Colorado:

My Commission Expires: ,// ,77

OF
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Spud Date: 1-25-97 ÌVÍOnument Federal #43-10-9-16
Put on Production: 2-26-97

Initial Production: 84 BOPD,
GL: 5668.6' KB: 5678.6' (10'KB) Wellbore Diagram 38 MCFD, 0 BWPD

SURFACE CASING FRAC JOB
SIZE: 8 5/8" 2-07-97 5175'-5203' Frac sand as follows:
GRADE: J-55 23,562 gals 2% KCL gelled water,
WEIGHT: 24 # 22,500#20/40 sand, & 55,800# 16/30
LENGTH: 5 jts @254.25' sand. Avg treating press of 1950 psi
HOLE SIZE: 12 1/4" wlavg rate of30 BPM. ISIP-2450 psi, 5
DEPTH LANDED: 264.25' min 1670 psi.
CEMENT DATA: 160 sx Class G, est 5 bbis cmt to surface

2-24-97 4724'-4730' Frac sand as follows:
10,668 bbis 2% KCL gelled water,
14,190#l6/30sand. Avgtreatingpress
of 2500 psim w/avg rate of 22.8 BPM.
ISIP-2200 psi, 5 min 1760 psi.

PRODUCTION CASING
SIZE: 5 1/2"
GRADE: 1-55
WEIGHT: 15.5 #
LENGTH: 140 jts @5742.28
HOLE SIZE: 7 7/8"
DEPTH LANDED: 5786.33'KB
CEMENT DATA: 180 sx Premium Lite &

400 sx 50/50 Poz
CEMENT TOP AT: 1050' per CBL

TUBING RECORD

SIZE/GRADE/WT.: 2 7/8", M-50, 6.5 lbs
NO. OF JOINTS: 179 jts
TUBING ANCHOR: 4701.24'KB
SEATING NIPPLE: 2 7/8" (1.10")
TOTAL STRING LENGTH: 4698.08'
SN LANDED AT; 5573.18'KB
EOT: 5608.08' KB

SUCKER RODS

POLISH ROD: 1-1/4" x 22 AHChor @4701'
PUMP SIZE: 2-1/2" x l-l/2" x 16' RHAc PERFORATION RECORD
STROKE LENGTH: 86" 2-06-97 5175'-5187' 4 JSPF 48 holesPUMP SPEED: 3 SPM 4727'-30' 2-06-97 5189'-5203' 4 ]SPF 56 holes220-3/4" plain, 1-8' x 3/4" pony 2-21-97 4727'-4730' 4 JSPF 12 holes
1 -2'x7/8" scrapered pony rod
1 - 1-1/2" weight rod
1 - 2'x7/8" scrapered pony rod
pump.

5175'-87'

5189'-5203'

Inland Resources Inc'
PBTD@5749'

Monument Federal #43-10-9-16 3,",°°.

1914 FSL 722 FEL

NESE Section 10-T9S-R16E

Duchesne Co, Utah

API #43-013-31723; Lease

Spud Date: 1-25-97 ÌVÍOnument Federal #43-10-9-16
Put on Production: 2-26-97

Initial Production: 84 BOPD,
GL: 5668.6' KB: 5678.6' (10'KB) Wellbore Diagram 38 MCFD, 0 BWPD

SURFACE CASING FRAC JOB
SIZE: 8 5/8" 2-07-97 5175'-5203' Frac sand as follows:
GRADE: J-55 23,562 gals 2% KCL gelled water,
WEIGHT: 24 # 22,500#20/40 sand, & 55,800# 16/30
LENGTH: 5 jts @254.25' sand. Avg treating press of 1950 psi
HOLE SIZE: 12 1/4" wlavg rate of30 BPM. ISIP-2450 psi, 5
DEPTH LANDED: 264.25' min 1670 psi.
CEMENT DATA: 160 sx Class G, est 5 bbis cmt to surface

2-24-97 4724'-4730' Frac sand as follows:
10,668 bbis 2% KCL gelled water,
14,190#l6/30sand. Avgtreatingpress
of 2500 psim w/avg rate of 22.8 BPM.
ISIP-2200 psi, 5 min 1760 psi.

PRODUCTION CASING
SIZE: 5 1/2"
GRADE: 1-55
WEIGHT: 15.5 #
LENGTH: 140 jts @5742.28
HOLE SIZE: 7 7/8"
DEPTH LANDED: 5786.33'KB
CEMENT DATA: 180 sx Premium Lite &

400 sx 50/50 Poz
CEMENT TOP AT: 1050' per CBL

TUBING RECORD

SIZE/GRADE/WT.: 2 7/8", M-50, 6.5 lbs
NO. OF JOINTS: 179 jts
TUBING ANCHOR: 4701.24'KB
SEATING NIPPLE: 2 7/8" (1.10")
TOTAL STRING LENGTH: 4698.08'
SN LANDED AT; 5573.18'KB
EOT: 5608.08' KB

SUCKER RODS

POLISH ROD: 1-1/4" x 22 AHChor @4701'
PUMP SIZE: 2-1/2" x l-l/2" x 16' RHAc PERFORATION RECORD
STROKE LENGTH: 86" 2-06-97 5175'-5187' 4 JSPF 48 holesPUMP SPEED: 3 SPM 4727'-30' 2-06-97 5189'-5203' 4 ]SPF 56 holes220-3/4" plain, 1-8' x 3/4" pony 2-21-97 4727'-4730' 4 JSPF 12 holes
1 -2'x7/8" scrapered pony rod
1 - 1-1/2" weight rod
1 - 2'x7/8" scrapered pony rod
pump.

5175'-87'

5189'-5203'

Inland Resources Inc'
PBTD@5749'

Monument Federal #43-10-9-16 3,",°°.

1914 FSL 722 FEL

NESE Section 10-T9S-R16E

Duchesne Co, Utah

API #43-013-31723; Lease



Spud Date: 5-12-98 S. Wells Draw #7-10-9-16
Put on Production: 6-26-98 Initial Production: 192 BOPD,
GL: 5644' KB: 5654' Wellbore Diagrain 190 MCFD, 2 BWPD

SURFACECASING FRACJOB

SIZE: 8 5/8" 6-21-98 5171'-5238' Frac A sand as follows:

GRADE: J-55 120,000# 20/40 sand in 569 bbls

WEIGHT: 24 # Viking. Perfs broke @2840 psi.
LENGTH: 8 jts @315' Treated wlavg press of 1700 psi wlavg

HOLE SIZE: 12 1/4" rate of33 BPM. ISIP-2150 psi, 5 min

DEPTH LANDED: 315' 1930 psi. Flowback on 12/64" ck for 4

CEMENT DATA: 120 sx Class G & 15 sx Class GNeat, hrs & died.
est 7 bbis cmt to surface

6-24-98 4806'-4902' Frac D/C sand as follows:
87,000#20/40 sand in 418 bbis Viking
Perfs broke @1811psi. Treated wlavg
press of 2450 psi w/avg rate of30

.. -
BPM. Screened out. ISIP-3810 psi, 5
min 2400 psi. Flowback on 12/64" ek
for 5-1/2 hrs & died.

6-26-98 4210'-4249' Frac GB sand as follows:

PRODUCTION CASING 78,500#2k0e/40 san2din 63nbebis Vikmg

SIZE: 5 1/2" press of 1675 psi w/avg rate of 26.1
GRADE: J-55 BPM. ISIP-2280 psi, 5 min 2050 psi.
WEIGHT: 15.5 # Flowback on 12/64" ck for 5 hrs &
LENGTH: 135 jts @ 5822' died.
HOLE SIZE: 7 7/8"
DEPTH LANDED: 5833'
CEMENT DATA: 370 sx 28:72 Poz III &

375 sx Class G
CEMENT TOP AT: surface

TUBING RECORD

SIZE/GRADE/WT.: 2 7/8", M-50, 6.5 lbs
NO. OF JOINTS: 170 jnts
SEATING NIPPLE: 2 7/8" (1.10")
TOTAL STRING LENGTH:
EOT: 5303'

LOGS: DIGL/SP/GR/CAL 5850'-325'
CD/CNIGR 5850'-3000'

i 4210'-16'

4231'-39'

4242'-49'

4806'-10'
PERFORATION RECORD

- 4878'-85' 6-20-98 517l'-5174' 4]SPF 12holes
6-20-98 5176'-5180' 4]SPF 16holes

i 4897'-4902' 6-20-98 5204'-5212' 4 JSPF 32 holes
6-20-98 5228'-5238' 4 JSPF 40 holes

§5171'-74' 6-23-98 4806'-4810' 4JSPF 16holes
6-23-98 4878'-4885' 4 JSPF 28 holes

Ë 5176'-80'
6-23-98 4897'-4902' 4 JSPF 20 holes
6-25-98 4210'-4216' 4 JSPF 24 holes
6-25-98 4231'-4239' 4 JSPF 32 holes

Ë 5204'-12' 6-25-98 4242'-4249' 4 JSPF 24 holes

i 5228'-38'

Inland Resources Inc. PBTD@S781

S. Wells Draw #7-10-9-16 "",5°'
1795 FNL 2053 FEL

SWNE Section 10-T9S-R16E

Duchesne Co, Utah

API #43-013-32042; Lease

Spud Date: 5-12-98 S. Wells Draw #7-10-9-16
Put on Production: 6-26-98 Initial Production: 192 BOPD,
GL: 5644' KB: 5654' Wellbore Diagrain 190 MCFD, 2 BWPD

SURFACECASING FRACJOB

SIZE: 8 5/8" 6-21-98 5171'-5238' Frac A sand as follows:

GRADE: J-55 120,000# 20/40 sand in 569 bbls

WEIGHT: 24 # Viking. Perfs broke @2840 psi.
LENGTH: 8 jts @315' Treated wlavg press of 1700 psi wlavg

HOLE SIZE: 12 1/4" rate of33 BPM. ISIP-2150 psi, 5 min

DEPTH LANDED: 315' 1930 psi. Flowback on 12/64" ck for 4

CEMENT DATA: 120 sx Class G & 15 sx Class GNeat, hrs & died.
est 7 bbis cmt to surface

6-24-98 4806'-4902' Frac D/C sand as follows:
87,000#20/40 sand in 418 bbis Viking
Perfs broke @1811psi. Treated wlavg
press of 2450 psi w/avg rate of30

.. -
BPM. Screened out. ISIP-3810 psi, 5
min 2400 psi. Flowback on 12/64" ek
for 5-1/2 hrs & died.

6-26-98 4210'-4249' Frac GB sand as follows:

PRODUCTION CASING 78,500#2k0e/40 san2din 63nbebis Vikmg

SIZE: 5 1/2" press of 1675 psi w/avg rate of 26.1
GRADE: J-55 BPM. ISIP-2280 psi, 5 min 2050 psi.
WEIGHT: 15.5 # Flowback on 12/64" ck for 5 hrs &
LENGTH: 135 jts @ 5822' died.
HOLE SIZE: 7 7/8"
DEPTH LANDED: 5833'
CEMENT DATA: 370 sx 28:72 Poz III &

375 sx Class G
CEMENT TOP AT: surface

TUBING RECORD

SIZE/GRADE/WT.: 2 7/8", M-50, 6.5 lbs
NO. OF JOINTS: 170 jnts
SEATING NIPPLE: 2 7/8" (1.10")
TOTAL STRING LENGTH:
EOT: 5303'

LOGS: DIGL/SP/GR/CAL 5850'-325'
CD/CNIGR 5850'-3000'

i 4210'-16'

4231'-39'

4242'-49'

4806'-10'

PERFORATION RECORD
- 4878'-85' 6-20-98 517l'-5174' 4]SPF 12holes

6-20-98 5176'-5180' 4]SPF 16holes
i 4897'-4902' 6-20-98 5204'-5212' 4 JSPF 32 holes

6-20-98 5228'-5238' 4 JSPF 40 holes
§5171'-74' 6-23-98 4806'-4810' 4JSPF 16holes

6-23-98 4878'-4885' 4 JSPF 28 holes

Ë 5176'-80'
6-23-98 4897'-4902' 4 JSPF 20 holes
6-25-98 4210'-4216' 4 JSPF 24 holes
6-25-98 4231'-4239' 4 JSPF 32 holes

Ë 5204'-12' 6-25-98 4242'-4249' 4 JSPF 24 holes

i 5228'-38'

Inland Resources Inc. PBTD@S781

S. Wells Draw #7-10-9-16 "",5°'
1795 FNL 2053 FEL

SWNE Section 10-T9S-R16E

Duchesne Co, Utah

API #43-013-32042; Lease



South Wells Draw #11-10
Spud Date: 4/23/98
Put on Production: 6/3/98

Initial Production: 124 BOPD,

GL: 5668' KB: 5680' Wellbore Diagram 132 MCFPD, 11 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 5/21/98 5127'-5165' Frae A-1 & A-3 sands as follows:

GRADE: J-55
97,420#20/40 sand in 494 bbls Viking I-
25 fluid. Perfs brokedown @3185 psi.

WEIGHT:24# Treated @avg press of 2200 psi wlavg

LENGTH: 7 jts. (293')
rate of28 bpm. ISIP: 3000 psi, 5-min

DEPTH LANDED: 293'(GL) 4
h40urpsandF1 dbackon 12/64" choke for

HOLE SIZE:12-l/4" 5/26/98 4831'-4841' Frac C sand as follows:

CEMENT DATA: 140 sxs Premium cmt, est 16 bb1scmt to surf
97,480#of20/40 sand in 508 bbis Viking
1-25 fluid. Perfs brokedown @2860 psi.
Treated @avg press of 2100 psi w/avg
rate of 26 bpm. ISIP-2350 psi, 5-min

2230 psi. Flowback on 12/64: choke for 6
hours and died.

5/28/98 4673'-4678' Frac D-1 sand as follows:
88,960#20/40 sand in 476 bbis Viking I-

PRODUCTION CASING 25 fluid. Perfs brokedown @3447 psi.

CSG SIZE: 5-1/2,, Treated @avg press of 2350 psi w/avg
rate of 24 bpm. ISIP: 2500 psi, 5-min

GRADE: 1-55 2130 psi. Flowback on 12/64" choke for

WEIGHT: 15.5#
2 hours and died.

LENGTH: 135 jts. (5815')
5/26/98 4831'-4841' Frac GB-4 & GB-6 sands as follows:

105,300#of20/40 sand in 513 bbis
DEPTH LANDED: 5825' Viking1-25 fluid. Perfs brokedown @

HOLE SIZE: 7-7/8,, 3320 psi. Treated @avg press of 1900
psi w/avg rate of 28 bpm. ISIP-2300 psi,

CEMENT DATA: 440 sk Hibond mixed & 380 sxs thixotropic 5-min 2180 psi. Flowback on 12/64:

CEMENT TOP AT: 1669 CBL
choke for 5 hours and died.

TUBING

SIZE/GRADE/WT.: 2-7/8"/6 S#/M-50 tbg.

NO. OF JOINTS: 168 jts

TUBING ANCHOR: 5118'

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: EOT @ 5247'

SN LANDED AT: 5183'

SUCKER RODS

POLISHED ROD; 1-1/2" x 22' polished rod.

SUCKER RODS: 4-3/4" scrapered, 104-3/4" plain rods, 94-3/4" scrapered PERFORATION RECORD
PUMP SIZE: 2-1/2 x 1-1/2 x 16RHAC pump Ë! 4150-60 5/20/98 5127'-5130' 4 JSPF 12 holes

STROKE LENGTH: 74" Ëi 4199-4218 5/20/98 5147'-5155' 4 JSPF 32 holes
5/20/98 5159'-5165' 4 ]SPF 24 holes

PUMP SPEED, SPM: 8 SPM
,,, .

5/22/98 4831'-4841' 4 JSPF 40 holes

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR
• 4673-78

5/27/98 4673'-4678' 4 JSPF 20 holes

4831-41 5/29/98 4150'-4160' 4 JSPF 40 holes
5/29/98 4199'-42ls' 4 JSPF 76 holes

Anchor @5118'

5127-30
5147-55
5159-65

Inland Resources Inc. SN@5183'
EOT @ 5247'

South Wells Draw #11-10 y \ PETD @5776'
TD @5850'

1606' FSL 1898' FWL

NESW Section 10-T9S-R16E

Duchesne Co, Utah

API #43-013-32045, Lease

South Wells Draw #11-10
Spud Date: 4/23/98
Put on Production: 6/3/98

Initial Production: 124 BOPD,

GL: 5668' KB: 5680' Wellbore Diagram 132 MCFPD, 11 BWPD

SURFACE CASING FRAC JOB

CSG SIZE: 8-5/8" 5/21/98 5127'-5165' Frae A-1 & A-3 sands as follows:

GRADE: J-55
97,420#20/40 sand in 494 bbls Viking I-
25 fluid. Perfs brokedown @3185 psi.

WEIGHT:24# Treated @avg press of 2200 psi wlavg

LENGTH: 7 jts. (293')
rate of28 bpm. ISIP: 3000 psi, 5-min

DEPTH LANDED: 293'(GL) 4
h40urpsandF1 dbackon 12/64" choke for

HOLE SIZE:12-l/4" 5/26/98 4831'-4841' Frac C sand as follows:

CEMENT DATA: 140 sxs Premium cmt, est 16 bb1scmt to surf
97,480#of20/40 sand in 508 bbis Viking
1-25 fluid. Perfs brokedown @2860 psi.
Treated @avg press of 2100 psi w/avg
rate of 26 bpm. ISIP-2350 psi, 5-min

2230 psi. Flowback on 12/64: choke for 6
hours and died.

5/28/98 4673'-4678' Frac D-1 sand as follows:
88,960#20/40 sand in 476 bbis Viking I-

PRODUCTION CASING 25 fluid. Perfs brokedown @3447 psi.

CSG SIZE: 5-1/2,, Treated @avg press of 2350 psi w/avg
rate of 24 bpm. ISIP: 2500 psi, 5-min

GRADE: 1-55 2130 psi. Flowback on 12/64" choke for

WEIGHT: 15.5#
2 hours and died.

LENGTH: 135 jts. (5815')
5/26/98 4831'-4841' Frac GB-4 & GB-6 sands as follows:

105,300#of20/40 sand in 513 bbis
DEPTH LANDED: 5825' Viking1-25 fluid. Perfs brokedown @

HOLE SIZE: 7-7/8,, 3320 psi. Treated @avg press of 1900
psi w/avg rate of 28 bpm. ISIP-2300 psi,

CEMENT DATA: 440 sk Hibond mixed & 380 sxs thixotropic 5-min 2180 psi. Flowback on 12/64:

CEMENT TOP AT: 1669 CBL
choke for 5 hours and died.

TUBING

SIZE/GRADE/WT.: 2-7/8"/6 S#/M-50 tbg.

NO. OF JOINTS: 168 jts

TUBING ANCHOR: 5118'

SEATING NIPPLE: 2-7/8" (1.10')

TOTAL STRING LENGTH: EOT @ 5247'

SN LANDED AT: 5183'

SUCKER RODS

POLISHED ROD; 1-1/2" x 22' polished rod.

SUCKER RODS: 4-3/4" scrapered, 104-3/4" plain rods, 94-3/4" scrapered PERFORATION RECORD
PUMP SIZE: 2-1/2 x 1-1/2 x 16RHAC pump Ë! 4150-60 5/20/98 5127'-5130' 4 JSPF 12 holes

STROKE LENGTH: 74" Ëi 4199-4218 5/20/98 5147'-5155' 4 JSPF 32 holes
5/20/98 5159'-5165' 4 ]SPF 24 holes

PUMP SPEED, SPM: 8 SPM
,,, .

5/22/98 4831'-4841' 4 JSPF 40 holes

LOGS:Dual Laterlog, GR, SP, Spectral Density-Dual Spaced Neutron, CBL-GR
• 4673-78

5/27/98 4673'-4678' 4 JSPF 20 holes

4831-41 5/29/98 4150'-4160' 4 JSPF 40 holes
5/29/98 4199'-42ls' 4 JSPF 76 holes

Anchor @5118'

5127-30
5147-55
5159-65

Inland Resources Inc. SN@5183'
EOT @ 5247'

South Wells Draw #11-10 y \ PETD @5776'
TD @5850'

1606' FSL 1898' FWL

NESW Section 10-T9S-R16E

Duchesne Co, Utah

API #43-013-32045, Lease



SpudDate:3-1-97 Monument Federal #33-10-9-16
Put on Production: 4-3-97 Initial Production: 70 BOPD,
GL: 5646' KB: 5656' Wellbore Diagram 74 MCFD, 0 BWPD

SURFACE CASING FRAC JOB

SIZE: 8 5/8"
3-21-97 5142'-5174' Frac sand as follows:

GRADE: 1-55 24,822 gals 2% KCL gelled water,

WEIGHT: 24 #
23,932#20/40 sand, & 59,116#

LENGTH: 5 jts @252.20
16/30 sand. Avg treating press of

HOLE S1ZE: 12 1/4"
1975 psi w/avg rate of26.8 BPM.

DEPTH LANDED: 262.20'
ISIP-2400 psi, 5 min 1740 psi.

CEMENT DATA: 160 sxClass G, est 10 bb1scmt to surface

PRODUCTION CASING
SIZE: 5 1/2"
GRADE: J-55 I T
WEIGHT: 15.5 #
LENGTH: 136 jts @5765.87'
HOLE SIZE: 7 7/8"
DEPTH LANDED: 5775.87'
CEMENT DATA: 160 sx Premium Lite &

330 sx 50/50 Poz
CEMENT TOP AT: 1100' per CBL

TUBING RECORD

SlZE/GRADE/WT.: 2 7/8", M-50, 6.5 lbs
NO. OF JOINTS: 165 jnts
TUBING ANCHOR: 5084'
SEATING NIPPLE: 2 7/8" (1.10")
TOTAL STRING LENGTH:
SN LANDED AT: 5209.97'
EOT: 5244'

SUCKER RODS

POLISH ROD: 1-1/4" x 22' PERFORATION RECORD

PUMP SIZE: 2-7/8" x 1-1/2" x 16' RHAC 3-20-97 Sl42'-5149' 4 JSPF 28 holes

STROKE LENGTH: 103"
3-20-97 5152'-5174' 4 JSPF 88 holes

PUMP SPEED: 5 SPM
RODS: 1 -2'xl" scrapered pony rod(above
pump), 1 - l-l/2" weight rod, 6 - 1", 16 -

Anchor @5084'

3/4"scrapered rods, 183 - 3/4" plain rods, 1 -

8'x3/4" pony rod. 5142'-49'

5152'-74'

I

Inland Resources Inc° PBTD @5729'

Monument Federal #33-10-9-16 D @552800'

1980 FSL 1980 FEL

NWSE Section 10-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31722; Lease

SpudDate:3-1-97 Monument Federal #33-10-9-16
Put on Production: 4-3-97 Initial Production: 70 BOPD,
GL: 5646' KB: 5656' Wellbore Diagram 74 MCFD, 0 BWPD

SURFACE CASING FRAC JOB

SIZE: 8 5/8"
3-21-97 5142'-5174' Frac sand as follows:

GRADE: 1-55 24,822 gals 2% KCL gelled water,

WEIGHT: 24 #
23,932#20/40 sand, & 59,116#

LENGTH: 5 jts @252.20
16/30 sand. Avg treating press of

HOLE S1ZE: 12 1/4"
1975 psi w/avg rate of26.8 BPM.

DEPTH LANDED: 262.20'
ISIP-2400 psi, 5 min 1740 psi.

CEMENT DATA: 160 sxClass G, est 10 bb1scmt to surface

PRODUCTION CASING
SIZE: 5 1/2"
GRADE: J-55 I T
WEIGHT: 15.5 #
LENGTH: 136 jts @5765.87'
HOLE SIZE: 7 7/8"
DEPTH LANDED: 5775.87'
CEMENT DATA: 160 sx Premium Lite &

330 sx 50/50 Poz
CEMENT TOP AT: 1100' per CBL

TUBING RECORD

SlZE/GRADE/WT.: 2 7/8", M-50, 6.5 lbs
NO. OF JOINTS: 165 jnts
TUBING ANCHOR: 5084'
SEATING NIPPLE: 2 7/8" (1.10")
TOTAL STRING LENGTH:
SN LANDED AT: 5209.97'
EOT: 5244'

SUCKER RODS

POLISH ROD: 1-1/4" x 22' PERFORATION RECORD

PUMP SIZE: 2-7/8" x 1-1/2" x 16' RHAC 3-20-97 Sl42'-5149' 4 JSPF 28 holes

STROKE LENGTH: 103"
3-20-97 5152'-5174' 4 JSPF 88 holes

PUMP SPEED: 5 SPM
RODS: 1 -2'xl" scrapered pony rod(above

pump), 1 - l-l/2" weight rod, 6 - 1", 16 -
Anchor @5084'

3/4"scrapered rods, 183 - 3/4" plain rods, 1 -

8'x3/4" pony rod. 5142'-49'

5152'-74'

I

Inland Resources Inc° PBTD @5729'

Monument Federal #33-10-9-16 D @552800'

1980 FSL 1980 FEL

NWSE Section 10-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31722; Lease
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Balcron Monument Federal #34-10J

Wellbore Diagram

El ev. Gr @5716'
Elev. @KB 5726' (10' KB) UTAHCAUSENO: UIC-152

SURFACE CASI NG

8-5/8", 24#, J-55
Length @266. 87' | - 274' KB

Hole Size @12-1/4" ¯ "
D:pt hlanded @274' KB
Cenented w/150 sxs Class Class "G" &
1/4#/sx Celoflake
5 BBLS return - Uintah Fornation @Surface to 1400'.

PRODUCTION CASI NG

5-1/2", K-55, 15.5#
Length @5836. 04'
D:pt hlanded @5832. 04' KB

Top of Cenent @2735' KB from CBL.
Cenented w/110 sxs Bilift &
290 sxs Cl ass "G"
Top of Cenent 2735' from CBL

- Green Ri ver Fornat i on @1400' to 4100'

TUBI NG l Ni ECTI ON STRI NG

Injection longth Setting Ikpth
Equipnent &Size FT. FT.(nil0' KB)

<-- ArrowSet-1 Packer @4625' KB

KB 10. 00
l) 146 j nt s 2 7/ 8" t bg 4606. 62 4616. 62
2) 2 7/ 8" SN (2. 25" I D) 1. 10 4617. 72
3) 5.5" ArrowSet-1 Pkr 7.00 4624.72

End of Tubi ng 4624. 72

Injection Packers Set 10-5-94 By Mn States

2 7/8" SN ID @2.25" PERFORATION RECORD
ArrowSet-l Pkr set ni 16" Tension.
Packer fluid - 55 gals Chanpion Cortron #23-83 4700'-Il' (2 SPF) RED l

n/60 STBW 51% 4865'-72' (1 SPF) RED5
5015' -19' (2 SPF) GREEN 1

Injection Ibrizons
25%

4700'-47ll' (11') RED 1
4865'-4872' (7') RED 5
5015'-5019' (4') GREEN l 24% - Il>uglas Creek Nbuber @4100' to 5350'

Tracer Survey ran 12-22-94 PBTD @5787. 54' KB
TD @5850' KB

- Wsatch Fornation Transition @5350' to 6000'

- Wsatch Fornation @6000'

Inland Resources Inc.
BALCRON M3NUIVENT FEDERAL #34- 10J / \
SW SE Sect i on 10, T9S, R16E
592' FSL & 1979' FEL
Jonah Uni t / M>nunent But te Fi el d
Lease No. U-017985

Duchesne Count y, Ut

e O -a

Balcron Monument Federal #34-10J

Wellbore Diagram

El ev. Gr @5716'
Elev. @KB 5726' (10' KB) UTAHCAUSENO: UIC-152

SURFACE CASI NG

8-5/8", 24#, J-55
Length @266. 87' | - 274' KB

Hole Size @12-1/4" ¯ "
D:pt hlanded @274' KB
Cenented w/150 sxs Class Class "G" &
1/4#/sx Celoflake
5 BBLS return - Uintah Fornation @Surface to 1400'.

PRODUCTION CASI NG

5-1/2", K-55, 15.5#
Length @5836. 04'
D:pt hlanded @5832. 04' KB

Top of Cenent @2735' KB from CBL.
Cenented w/110 sxs Bilift &
290 sxs Cl ass "G"
Top of Cenent 2735' from CBL

- Green Ri ver Fornat i on @1400' to 4100'

TUBI NG l Ni ECTI ON STRI NG

Injection longth Setting Ikpth
Equipnent &Size FT. FT.(nil0' KB)

<-- ArrowSet-1 Packer @4625' KB

KB 10. 00
l) 146 j nt s 2 7/ 8" t bg 4606. 62 4616. 62
2) 2 7/ 8" SN (2. 25" I D) 1. 10 4617. 72
3) 5.5" ArrowSet-1 Pkr 7.00 4624.72

End of Tubi ng 4624. 72

Injection Packers Set 10-5-94 By Mn States

2 7/8" SN ID @2.25" PERFORATION RECORD
ArrowSet-l Pkr set ni 16" Tension.
Packer fluid - 55 gals Chanpion Cortron #23-83 4700'-Il' (2 SPF) RED l

n/60 STBW 51% 4865'-72' (1 SPF) RED5
5015' -19' (2 SPF) GREEN 1

Injection Ibrizons
25%

4700'-47ll' (11') RED 1
4865'-4872' (7') RED 5
5015'-5019' (4') GREEN l 24% - Il>uglas Creek Nbuber @4100' to 5350'

Tracer Survey ran 12-22-94 PBTD @5787. 54' KB
TD @5850' KB

- Wsatch Fornation Transition @5350' to 6000'

- Wsatch Fornation @6000'

Inland Resources Inc.
BALCRON M3NUIVENT FEDERAL #34- 10J / \
SW SE Sect i on 10, T9S, R16E
592' FSL & 1979' FEL
Jonah Uni t / M>nunent But te Fi el d
Lease No. U-017985

Duchesne Count y, Ut



Castle Peak Federal #44-10

Wellbore Diagram Spud: 2/11/82
Put on Production: 5/15/82

Elev.GR - 5696' GL
Elev KB - 5709' KB (13' KB)

SURFACE CASING

CSG S1ZE: 8-5/8,, ACIDJos IBREAKDOWN

GRADE: K-SS 4856 4874 KB 1000 gal 7 5% HCI Acid
WElGHT: 24 Ibs 5269 5296 KB 1000 gal7 5% HCIAcid
LENGTH:7 jts @279.47' 5570 5600 KB 1000 gal 7 5% HCl Acid

DEPTHLANDED: 12-1/4" - - 5856 5868 KB 1000 gal 7 5% HCIAcid

HOLESIZE: 292' KB
CEMENTDATA: 230 sx, Class H w/ 2% CaCI

1/4#lsx Flocele. Cemented
to surface.

FRAC JOB

PRODUCTIONCASING 4856 4874 KB 4 29 82 w/Do II 19530 gal
YF4PSD w/30000#20-40 sand &6120#

CSG S1ZE: 5-1/2" 10-20 sand ATR 10 BPM @1800 psi

GRADE: K-55 max4200psi ISIP3100psi 15

WEIGHT: 15.5 lbS
mn 2550 psi 20 mn 2400 psi

LENGTH:159 jts @6087.21. screenedout

DEPTHLANDED:7-7/8,, 5269 5296 KB 4 26-82 wlDowell 32000 gal
YF4PSD w/47000#20-40 sand & 16000#

HOLESIZE 6077 1' KB 10-20 sand. A1R 10 BPM @2150 psi,
CEMENT DATA 600 sx Class G wl additiveS max2800 psi. 1SlP 2750 psi, 15

&675 sx 10 0 RFC mn 2500 psi 30 on 2400 psi
5570 5600 KB 4-24 82 w/ Dowell 24000 gal

CEMElvT TOP AT 280' from CBL YF4PSD w/33000#20-40 sand & 12000#

10-20 sand ATR 10 BPM @ 1450 psi
max1750psi ISIP1750psi 15

mn 1600 psi 20 mn 1600 psi

TUBING
5856 5868 KB 4 23-82 wl Dowell 20000 gal

YF4PSD w/300DD#20 40 sand & 8000#
10 20 sand ATR 10 BPM @ 2200 psi

SIZE/GRADE/WT.:2-7/8" / N-80 / 6.5# max2600 psi ISIP 2450 pst, 15

NO OF JOINTS 153 jts 4784 mn 1950 psi, 20 mn 1800 psi

TUBINGANCHOR:None
NO. OF JOINTS: NA

SEATINGNIPPLE: 2-7/8" x 1.1. PERFORATION RECORD

TOTALESRT

N L H ft E T @4828 KB)
SN LANDEDAT: 4798 KB 5588- 5600' (12) (2 SPF) BLUE1

SUCKER RODS 5856 -5868' (12 ) (2 SPF)
_

BLUE4

POLlSHED ROD: 1 - 3/4" X 22 Polish Rod PROPOSED PERFORATIONS (4/94)
SUCKER RODS: 3 -3/4" x 4 Pony 4702'- 4705' (3') (4 SPF) RED1

2 -3/4" x 6 Pony 5010'- 5014' (4') (4 SPF) GREEN1
174 - 3/4" x25' Plain Rods (PROPOSED : 4702' -4705' KB
15 - g4 5 Scrapered Rods
1 - 3/4" x 2 Pony SN LANDED @ 4798' KB

TOTAL ROD STRING LENGTH: 4767.5 ft EOT LANDED @ 4828' KB

PUMP NUMBER: 4856 -4874 KB

PUMP SIZE: 2-1/2" x 1 1/2" x 16 RWBC

PROPOSED : 5010' - 5014' KB
STROKE LENGTH

PUMPSPEED.SPM:
PUMPINGUNIT SIZE Lufkin 160 (seraced 10-16-92)

5269 - 5296 KB

PRIME MOVER Ajax Engine, SIN 79351

LOGS: Dual Induchon-SFL/Gamma Ray Log
Cement Bond / Variable Density Log 5570 5580 KB

Variable Density Log, FDC-CNL 5588 5600 KB
I Gamma Ray Log, Cyberlook

Inland o ces Inc. 5856 5868 KB

CASTLE PEAK FEDERAL #44-10 PBTD @ 6034 KB
TD @ 6085 KB

SE SE Sec.10,TSS,R16E
Lease # U-017985
Jonah Unit / Monument Butte Field
Duchesne County, Utah

Castle Peak Federal #44-10

Wellbore Diagram Spud: 2/11/82
Put on Production: 5/15/82

Elev.GR - 5696' GL
Elev KB - 5709' KB (13' KB)

SURFACE CASING

CSG S1ZE: 8-5/8,, ACIDJos IBREAKDOWN

GRADE: K-SS 4856 4874 KB 1000 gal 7 5% HCI Acid
WElGHT: 24 Ibs 5269 5296 KB 1000 gal7 5% HCIAcid
LENGTH:7 jts @279.47' 5570 5600 KB 1000 gal 7 5% HCl Acid

DEPTHLANDED: 12-1/4" - - 5856 5868 KB 1000 gal 7 5% HCIAcid

HOLESIZE: 292' KB
CEMENTDATA: 230 sx, Class H w/ 2% CaCI

1/4#lsx Flocele. Cemented
to surface.

FRAC JOB

PRODUCTIONCASING 4856 4874 KB 4 29 82 w/Do II 19530 gal
YF4PSD w/30000#20-40 sand &6120#

CSG S1ZE: 5-1/2" 10-20 sand ATR 10 BPM @1800 psi

GRADE: K-55 max4200psi ISIP3100psi 15

WEIGHT: 15.5 lbS
mn 2550 psi 20 mn 2400 psi

LENGTH:159 jts @6087.21. screenedout

DEPTHLANDED:7-7/8,, 5269 5296 KB 4 26-82 wlDowell 32000 gal
YF4PSD w/47000#20-40 sand & 16000#

HOLESIZE 6077 1' KB 10-20 sand. A1R 10 BPM @2150 psi,
CEMENT DATA 600 sx Class G wl additiveS max2800 psi. 1SlP 2750 psi, 15

&675 sx 10 0 RFC mn 2500 psi 30 on 2400 psi
5570 5600 KB 4-24 82 w/ Dowell 24000 gal

CEMElvT TOP AT 280' from CBL YF4PSD w/33000#20-40 sand & 12000#

10-20 sand ATR 10 BPM @ 1450 psi
max1750psi ISIP1750psi 15

mn 1600 psi 20 mn 1600 psi

TUBING
5856 5868 KB 4 23-82 wl Dowell 20000 gal

YF4PSD w/300DD#20 40 sand & 8000#
10 20 sand ATR 10 BPM @ 2200 psi

SIZE/GRADE/WT.:2-7/8" / N-80 / 6.5# max2600 psi ISIP 2450 pst, 15

NO OF JOINTS 153 jts 4784 mn 1950 psi, 20 mn 1800 psi

TUBINGANCHOR:None
NO. OF JOINTS: NA

SEATINGNIPPLE: 2-7/8" x 1.1. PERFORATION RECORD

TOTALESRT

N L H ft E T @4828 KB)
SN LANDEDAT: 4798 KB 5588- 5600' (12) (2 SPF) BLUE1

SUCKER RODS 5856 -5868' (12 ) (2 SPF)
_

BLUE4

POLlSHED ROD: 1 - 3/4" X 22 Polish Rod PROPOSED PERFORATIONS (4/94)
SUCKER RODS: 3 -3/4" x 4 Pony 4702'- 4705' (3') (4 SPF) RED1

2 -3/4" x 6 Pony 5010'- 5014' (4') (4 SPF) GREEN1
174 - 3/4" x25' Plain Rods (PROPOSED : 4702' -4705' KB
15 - g4 5 Scrapered Rods
1 - 3/4" x 2 Pony SN LANDED @ 4798' KB

TOTAL ROD STRING LENGTH: 4767.5 ft EOT LANDED @ 4828' KB

PUMP NUMBER: 4856 -4874 KB

PUMP SIZE: 2-1/2" x 1 1/2" x 16 RWBC

PROPOSED : 5010' - 5014' KB
STROKE LENGTH

PUMPSPEED.SPM:
PUMPINGUNIT SIZE Lufkin 160 (seraced 10-16-92)

5269 - 5296 KB

PRIME MOVER Ajax Engine, SIN 79351

LOGS: Dual Induchon-SFL/Gamma Ray Log
Cement Bond / Variable Density Log 5570 5580 KB

Variable Density Log, FDC-CNL 5588 5600 KB
I Gamma Ray Log, Cyberlook

Inland o ces Inc. 5856 5868 KB

CASTLE PEAK FEDERAL #44-10 PBTD @ 6034 KB
TD @ 6085 KB

SE SE Sec.10,TSS,R16E
Lease # U-017985
Jonah Unit / Monument Butte Field
Duchesne County, Utah



Balcron Monument Federal #12-1lj

Spud: 12/16/93 Wellbore Diagram
Put on Production: 2/02/94

Elev. GL @5625'
El ev. KB @5635' ( 10' KB)

SURFACE CASI NG

8-5/8", 24#, J-55
Length @263.6'
Hole size @l2-l/4"
Depth landed @271' KB
Cennted w/150 sxs Class "G", 2%CCL,

ACID JOBS

& l/4#/sx Celoflake 5340'-5351' KBl-19-94: By Wstern w/1000 gals
4-5 BBLS cenent circulated to pit 15%HCl &336 gals 2%KCL wtr.

ATP 2300 psi, nex 4000 psi.
ATR 3 BPM rEx 3. 6 BPM I SI P

PRODUCTION CASING 2100 psi, 5 Inn 1800 psi, 10 inn

5-1/2", 15.5#, K-55
1800 psi, 15 mn 1800 psi.

Length @5739' 5025'-5028' KBl-20-94: By Wstern w/500 gals

Hole size @7-7/8" 15%HCL.

Dept hlanded @5748' KB
Cennted w/130 sxs Hifill & 4890'-4895' KBl-24-94: Mÿ Wstern w'500 gals

tail w/265 sxs 50-50 PŒ 15%HCL&630 gals 2%KCL wtr.

TOC @4430' from CBL* ATP 1600 psi, nnx 1850 psi.

*Cal cul at ed TOC @1760' -->

ATR 2. 4 BPM nex 2. 6 BPM

TUBING (Top of good ISIP 1000 psi.

bonding @4430'
2-7/8", 6.5#, 1-55 fromCBL) FRACJOBS
157 jnts @4832.96'
TA @2-1/2" x 5-1/2" x 2.35' 4984'-5028' KBl-21-94: By Wstern m/28,620# 16/30
7 jnts @213.14' osh sand w'14,914 gals 2¾KCL gelled

SN @2-7/8" x 1. l' (2.25" ID) wtr. ATP 2300 psi, nex 2350 psi.
Perf. Sub @2-7/8" x 3.2' ATR28 BPM nnx 30.1 BPM ISIP

NA @2-7/8" x 30.34' w/NC 1600 psi, 5 mn 1330 psi, 10 mn

Total string length @5093.09' 1200 psi, 15 mn 1140 psi.

SN landed @5059.55' KB
4890'-4895' KBl-24-94: By Wstern w/15,300# 16/30

ush sand w/4,872 gals 2%KCL gelled

ROD STRING wtr. ATP 2300 psi, nux 3000 psi. ATR
19. 5 BPM nnx 28. 5 BPM Scr eened Out .

1 - l-l/4" x 22' Polish Rod SM PERFORATION RECORD

l - 3/4" x 4' Pony
1 - 3/4" x 6' Pony

4890'-95' (5') (2 SPF) RED5

201 - 3/4" x 25' Plain D-61 Rods
4984'-91' (7') (2 SPF) GREEN l

5025' -28' (3') (2 SPF) GREEN 1
5340'-44' (4') (2 SPF) GREEN 6 **

5347'-51' (4') (2 SPF) GREEN 6 **

Purp size @2-1/2" x 1-l/2" x 16' R'MC ** These zones have not been frac'd - acid breakdown onl3

if Currently isolated by CIBP.

Stroke length @88", 3 SPM ¡Ë
--- SN @5059. 55' KB.

Lufkin LM228&213.86T :Ë
S/N Bl29378A 525033 is/PAplunger, Purp #1034

.-

---CIBP @5325' KB
Ajax engine E-42, S/N S5060 12
Timo Natco 12 x 20' steel ,

tanks, S/Ns 76002095-01

& 76002095-02 -

-------- PBTD @5703' KB

Inland Resources Inc. TD @5751' KB

Jonah Uni t / M>nunent But te Fi el i

Lease No. U-096550
SWNWSection 11, T9S,. R16E

Duchesne County,

Balcron Monument Federal #12-1lj

Spud: 12/16/93 Wellbore Diagram
Put on Production: 2/02/94

Elev. GL @5625'
El ev. KB @5635' ( 10' KB)

SURFACE CASI NG

8-5/8", 24#, J-55
Length @263.6'
Hole size @l2-l/4"
Depth landed @271' KB
Cennted w/150 sxs Class "G", 2%CCL,

ACID JOBS

& l/4#/sx Celoflake 5340'-5351' KBl-19-94: By Wstern w/1000 gals
4-5 BBLS cenent circulated to pit 15%HCl &336 gals 2%KCL wtr.

ATP 2300 psi, nex 4000 psi.
ATR 3 BPM rEx 3. 6 BPM I SI P

PRODUCTION CASING 2100 psi, 5 Inn 1800 psi, 10 inn

5-1/2", 15.5#, K-55
1800 psi, 15 mn 1800 psi.

Length @5739' 5025'-5028' KBl-20-94: By Wstern w/500 gals

Hole size @7-7/8" 15%HCL.

Dept hlanded @5748' KB
Cennted w/130 sxs Hifill & 4890'-4895' KBl-24-94: Mÿ Wstern w'500 gals

tail w/265 sxs 50-50 PŒ 15%HCL&630 gals 2%KCL wtr.

TOC @4430' from CBL* ATP 1600 psi, nnx 1850 psi.

*Cal cul at ed TOC @1760' -->

ATR 2. 4 BPM nex 2. 6 BPM

TUBING (Top of good ISIP 1000 psi.

bonding @4430'
2-7/8", 6.5#, 1-55 fromCBL) FRACJOBS
157 jnts @4832.96'
TA @2-1/2" x 5-1/2" x 2.35' 4984'-5028' KBl-21-94: By Wstern m/28,620# 16/30
7 jnts @213.14' osh sand w'14,914 gals 2¾KCL gelled

SN @2-7/8" x 1. l' (2.25" ID) wtr. ATP 2300 psi, nex 2350 psi.
Perf. Sub @2-7/8" x 3.2' ATR28 BPM nnx 30.1 BPM ISIP

NA @2-7/8" x 30.34' w/NC 1600 psi, 5 mn 1330 psi, 10 mn

Total string length @5093.09' 1200 psi, 15 mn 1140 psi.

SN landed @5059.55' KB
4890'-4895' KBl-24-94: By Wstern w/15,300# 16/30

ush sand w/4,872 gals 2%KCL gelled

ROD STRING wtr. ATP 2300 psi, nux 3000 psi. ATR
19. 5 BPM nnx 28. 5 BPM Scr eened Out .

1 - l-l/4" x 22' Polish Rod SM PERFORATION RECORD

l - 3/4" x 4' Pony
1 - 3/4" x 6' Pony

4890'-95' (5') (2 SPF) RED5

201 - 3/4" x 25' Plain D-61 Rods
4984'-91' (7') (2 SPF) GREEN l

5025' -28' (3') (2 SPF) GREEN 1
5340'-44' (4') (2 SPF) GREEN 6 **

5347'-51' (4') (2 SPF) GREEN 6 **

Purp size @2-1/2" x 1-l/2" x 16' R'MC ** These zones have not been frac'd - acid breakdown onl3

if Currently isolated by CIBP.

Stroke length @88", 3 SPM ¡Ë
--- SN @5059. 55' KB.

Lufkin LM228&213.86T :Ë
S/N Bl29378A 525033 is/PAplunger, Purp #1034

.-

---CIBP @5325' KB
Ajax engine E-42, S/N S5060 12
Timo Natco 12 x 20' steel ,

tanks, S/Ns 76002095-01

& 76002095-02 -

-------- PBTD @5703' KB

Inland Resources Inc. TD @5751' KB

Jonah Uni t / M>nunent But te Fi el i

Lease No. U-096550
SWNWSection 11, T9S,. R16E

Duchesne County,



Balcron Monument Federal #13-1lj

Wellbore Diagram Spud: 6/20/94
Put on Production: 7/20/94

El ev. GL @ 5630'
Elev. KB @5642' (12' KB)

ACI D / BREAKDDMNI NFORM\TI ON

4863' - 486T 12- 19- 64: 500 gal nud aci d.

SURFACE CASI NG 4858' - 4870' 6-28-94: 3360 gal 2% KO wt r. ATR

------------------- ---------

4.8 BPM@l600 psi, nmx 4.8 BPM@

9-5/8", Grade & W unknown 2900 psi. ISIP 1000 psi.

Hol e si ze @ 12- 1/ 4"
Depth landed @227' KB I \ 5172'-5174' 6-28-94: 2940 gal 2%KO wtr. ATR

Cerrented w/ 200 sxs. Perf' d (22
· ¯ 4 BPM@2500 psi, nmx 5.1 BPM@

2900 ps i . I SI P 1200 ps i .

1550' & sqzd 100 sx when P&

FRAC I NFOIMTI ON

PRODUCTION CASING .. - 4863'-4867' 12-21-64: 100 Bb1s 3%gelled acid
preflush, 8000 gal W10,000# sand,

5- 1/ 2", 15. 5#, Gr ade Unknown
2000 gal W2000# gl ass beads @32

Hole si ze @7-7/8,, BPMand 2900 psi.

Dept hlanded @ 5250' KB
Cerrented w/ 120 sx
TOC at 4580' fr om CBL PERFORATION RECORD - Ini t ial Conpl et ioi

4863' REDS

TUBI NG 4867' REDS
5155'-5161' (6') GREEN4

2-7/8", 6.5#, J-55 5173' GREEN5

154 jt s. @ 4767' PERFORATION RECORD - Re- Entry
TA @2-1/2" x 5-1/2" x 2.35'
12 jt s. @ 357' 4858'-4870' (12') (4 SPF) RED5

SN 2-7/8" x 1.0' (2.25" ID) 5150'-5162' (12')(4 SPF) GREEN4

Perf Sub @2-7/8" x 4.0' 5172'-5174' (2') (4 SPF) GREENS

lvA @2-7/8" x 31'
Total String Length @5160' Kl
SN Landed @ 5125' KB

SUCKER ROD RECORD

l - 1-1/4" x 22' Polish Rod
204 - 3/ 4" x 25' P1 ai n Rods

PUNP SIZE: 2-1/2" x 1-l/2" x lt :

(Trico #1060)
STROKE LENGTR 72"

PUNP SPEED, SPM 5 SPM
PUNPING UNIT SIZE: Bethl ehem 320-246L-

S/N C 38340K-342788
Ajax Engine C-42,
8- l/ 2 x 10, S/ N 580'

TANKS: 2 - 12' X 20' 400 Bl
Nat co Wl ded, S/ Ns
9Ðl7-04, 9ml7-05

TREATEft Nat i onal 4' x 12. 5'
S/N ELTS088901-10

<--- SN Landed @5125' 1

Inland Resources Inc.
BALCRON M)NUAENT FEDERAL #13- 11J
Jonah Unit/Mnunent Butte Field
Lease No. U-096547 PBTD @5213' KB

NW SW Sect i on 11, T9S, Rl6E
To 5280' Ka

Duchesne County,

Balcron Monument Federal #13-1lj

Wellbore Diagram Spud: 6/20/94
Put on Production: 7/20/94

El ev. GL @ 5630'
Elev. KB @5642' (12' KB)

ACI D / BREAKDDMNI NFORM\TI ON

4863' - 486T 12- 19- 64: 500 gal nud aci d.

SURFACE CASI NG 4858' - 4870' 6-28-94: 3360 gal 2% KO wt r. ATR

------------------- ---------

4.8 BPM@l600 psi, nmx 4.8 BPM@

9-5/8", Grade & W unknown 2900 psi. ISIP 1000 psi.

Hol e si ze @ 12- 1/ 4"
Depth landed @227' KB I \ 5172'-5174' 6-28-94: 2940 gal 2%KO wtr. ATR

Cerrented w/ 200 sxs. Perf' d (22
· ¯ 4 BPM@2500 psi, nmx 5.1 BPM@

2900 ps i . I SI P 1200 ps i .

1550' & sqzd 100 sx when P&

FRAC I NFOIMTI ON

PRODUCTION CASING .. - 4863'-4867' 12-21-64: 100 Bb1s 3%gelled acid
preflush, 8000 gal W10,000# sand,

5- 1/ 2", 15. 5#, Gr ade Unknown
2000 gal W2000# gl ass beads @32

Hole si ze @7-7/8,, BPMand 2900 psi.

Dept hlanded @ 5250' KB
Cerrented w/ 120 sx
TOC at 4580' fr om CBL PERFORATION RECORD - Ini t ial Conpl et ioi

4863' REDS

TUBI NG 4867' REDS
5155'-5161' (6') GREEN4

2-7/8", 6.5#, J-55 5173' GREEN5

154 jt s. @ 4767' PERFORATION RECORD - Re- Entry
TA @2-1/2" x 5-1/2" x 2.35'
12 jt s. @ 357' 4858'-4870' (12') (4 SPF) RED5

SN 2-7/8" x 1.0' (2.25" ID) 5150'-5162' (12')(4 SPF) GREEN4

Perf Sub @2-7/8" x 4.0' 5172'-5174' (2') (4 SPF) GREENS

lvA @2-7/8" x 31'
Total String Length @5160' Kl
SN Landed @ 5125' KB

SUCKER ROD RECORD

l - 1-1/4" x 22' Polish Rod
204 - 3/ 4" x 25' P1 ai n Rods

PUNP SIZE: 2-1/2" x 1-l/2" x lt :

(Trico #1060)
STROKE LENGTR 72"

PUNP SPEED, SPM 5 SPM
PUNPING UNIT SIZE: Bethl ehem 320-246L-

S/N C 38340K-342788
Ajax Engine C-42,
8- l/ 2 x 10, S/ N 580'

TANKS: 2 - 12' X 20' 400 Bl
Nat co Wl ded, S/ Ns
9Ðl7-04, 9ml7-05

TREATEft Nat i onal 4' x 12. 5'
S/N ELTS088901-10

<--- SN Landed @5125' 1

Inland Resources Inc.
BALCRON M)NUAENT FEDERAL #13- 11J
Jonah Unit/Mnunent Butte Field
Lease No. U-096547 PBTD @5213' KB

NW SW Sect i on 11, T9S, Rl6E
To 5280' Ka

Duchesne County,



Balcron Monument Federal #14-1lj
Wellbore Diagram Spud: 9/23/93

Put on Production: 10/27/93

Elev. GL @5661'
Elev. KB @5671' (10' KB)

SURFACE CASING
UTAH CAUSE NO : UIC-152

8-5/8", 24#, K-55
longth @271.35'
Ible size @l2-l/4". I

Ikpth Landed @281' KB.
¯

- 28l' KB
Cenented wil50 sxs "G' m/2%CCL

& l/4#/sx Cellofiake.
Cenent to surface.

PRODUCTI ON CASI NG

5-1/2",15.5#, K-55 (132 jts)
landed @5699.92'KB. Jintah Forrution @Surface to 1400'

Cxntnted n/136 sxs "G' ní4%Trifty-Lite,

3%Salt, 3#/sx CSI, l/4#lsx Celloseal; &
tail n/206 sxs 50-50 POZ ni2%gel, 10%salt,
1/4#lsx Celloseal.

Cenent top @4020' per CBL
}¾Ie size @7-7/8"

TUBI TO l NI ECTI ON STRI NG

Injection Length Setting Ikpth
Equi pnent & Si ze FT. FT. (w/ 10' KB)

KB 10.00
Top of Cenent @4020' KBfrom CBL

1) 165 jnts 2 7/8" tbg 5096.85 5106.85
2) 2 7/8" SN(2.25" ID) 1.10 5107.95
3) 2 7/8"x 2 3/8" X-Over 0.60 5108.55
4) 5.5" ArrowSet-l Pkr 6.20 5114.75

End of Tubing 5114.75

Injection Packers Set 10-11-94 By Mn States. Teen River Fortmtion @1400' to 4100'

2 7/8" SN ID @2.25". 55%

Arrow Set-1 Pkr set w/ 16" Tension.
Packer fluid - 55 gals Gianpion Cortron #23-83

/ 60 STBW
PERFORATI ON RECORD

5175'- 5188' (13') (2 SPF) GREEN5
5553'- 5556' (3') (2 SPF) BLUEl

Arrow Set-1 Packer @5115' KB

Proposed Injection Horizons

5175' - 5188' ( 13' ) GREEN5
Jaugl as Cr eek M:nber @4100' to 5350'

5553'- 5556' (3') BLUEl

PBTD @ 5668'
- TD @5720' KB

- Wsatch Forration Transition @5350' to

- Wsatch Forration @6000'

Inland Resources Inc.
BALCRON M)NUlvENT FEDERAL #14- 11J /
SWSWSection 11, T9S, R16E

R & 446' FK
Lease No. U-096547
Jonah Uni t / M>nurent But te Fi el d
Duchesne County,

Balcron Monument Federal #14-1lj

Wellbore Diagram Spud: 9/23/93
Put on Production: 10/27/93

Elev. GL @5661'
Elev. KB @5671' (10' KB)

SURFACE CASING
UTAH CAUSE NO : UIC-152

8-5/8", 24#, K-55
longth @271.35'
Ible size @l2-l/4". I

Ikpth Landed @281' KB.
¯

- 28l' KB
Cenented wil50 sxs "G' m/2%CCL

& l/4#/sx Cellofiake.
Cenent to surface.

PRODUCTI ON CASI NG

5-1/2",15.5#, K-55 (132 jts)
landed @5699.92'KB. Jintah Forrution @Surface to 1400'

Cxntnted n/136 sxs "G' ní4%Trifty-Lite,

3%Salt, 3#/sx CSI, l/4#lsx Celloseal; &
tail n/206 sxs 50-50 POZ ni2%gel, 10%salt,
1/4#lsx Celloseal.

Cenent top @4020' per CBL
}¾Ie size @7-7/8"

TUBI TO l NI ECTI ON STRI NG

Injection Length Setting Ikpth
Equi pnent & Si ze FT. FT. (w/ 10' KB)

KB 10.00
Top of Cenent @4020' KBfrom CBL

1) 165 jnts 2 7/8" tbg 5096.85 5106.85
2) 2 7/8" SN(2.25" ID) 1.10 5107.95
3) 2 7/8"x 2 3/8" X-Over 0.60 5108.55
4) 5.5" ArrowSet-l Pkr 6.20 5114.75

End of Tubing 5114.75

Injection Packers Set 10-11-94 By Mn States. Teen River Fortmtion @1400' to 4100'

2 7/8" SN ID @2.25". 55%

Arrow Set-1 Pkr set w/ 16" Tension.
Packer fluid - 55 gals Gianpion Cortron #23-83

/ 60 STBW
PERFORATI ON RECORD

5175'- 5188' (13') (2 SPF) GREEN5
5553'- 5556' (3') (2 SPF) BLUEl

Arrow Set-1 Packer @5115' KB

Proposed Injection Horizons

5175' - 5188' ( 13' ) GREEN5
Jaugl as Cr eek M:nber @4100' to 5350'

5553'- 5556' (3') BLUEl

PBTD @ 5668'
- TD @5720' KB

- Wsatch Forration Transition @5350' to

- Wsatch Forration @6000'

Inland Resources Inc.
BALCRON M)NUlvENT FEDERAL #14- 11J /
SWSWSection 11, T9S, R16E

R & 446' FK
Lease No. U-096547
Jonah Uni t / M>nurent But te Fi el d
Duchesne County,



Balcron Monument Federal #41-15j
Spud: 9/22/93

We11bore Diagram .

Put on Production: 11/09/93

El ev. Gr @5715' -

El ev. KB @5725 ( 10' KB)
UTAH CAUSENO : UIC- 152

SURFAŒ CASI NG

Length @270. 26'
Hole size @12-1/4"
Dept hlanded @277' KB -

Cennted w/ 150 sxs Class "G" w/ 2%CaCl
& 1/4#/sx Flocele. Cnt to surface w/ <--- 277' KB

good returns. 4-5 BBLS cennt back.

PRODUCTI ON CASI NG

- Uintah Fortmtion @Surface to 1400'

Length @5691.06'
Hole size @7-7/8"
Dept hlanded @5703. 06' KB
Cennted w/ll5 sxs Hilite "G" w/ 12%D20 <-- Top of Cenent @2845' fromcBL

D79, 1/4sxD112, 5%D‡4, 2%DI6, 1/4

Tail w/275 sx Class "G" w/ 6%D60, 2%

TOC @ 2845' fr om CBL

- Green River Fornation @1400' to 4100'

TUBI NCVI NI ECTI ON STRI NG

Injection Length Settina Ikoth
Equipnent &Size FT. FT.(nfl0' KB)

KB 10. 00
1) 158 jnts 2 7/8" tbg 4882.00 4892.00

2) 2 7/ 8" SN (2. 25" I D) 1. 10 4893. 10

3) 2 7/8"x 2 3/8" X-Over 0.75 4893.85
4) 5.5" ArrowSet-1 Pkr 6.20 4900.05 .

End of Tubi ng 4900. 05

Injection Packers Set 10-12-94 By Mn States.

Arrow Set-l Pkr 5 1/2"x 2 3/8"
2 7/8" SN ID @2.25". 15% ·

ArrowSet-l Pkr set ni 15" Tension.
<-- ArrowSet-1 Packer @4900' KB

Packer fluid - 55 gals Gianpion Cortron #23-83

ni 60 STBW

48%
PERFORATION RECORD

Injection Ibrazons 4985'- 4992' (T) (2 SPF) GREEN l
5554'- 5572' (18') (10 lbles) BLUE 1

4985'- 4992' (T) GREEN 1 37% $604'- 5614' (10') (6 Holes) BLUE 2

5554' - 5572' (18' ) BLUE 1
5604 - 5614' (10') BLUE 2

- I¾uglas Creek l½nber @4100' to 5350

Tracer Survev ran 12-27-94 PBTD @5657.48' KB
TD @5716' KB

- %satch Fornation Transition @5350' to 6000'

- Wsatch Fornation 6000'

Inland Resources Inc. ---

Balcron M>nunnt Federal #41-1:
NE NE Sect i on 15, T9S, Rl6E
460' FNL & 500' FEL
Lease No. U-017985
Jonah Uni t / M3nuent But te Fi el t

Duchesne Count v. Ut

Balcron Monument Federal #41-15j
Spud: 9/22/93

We11bore Diagram .

Put on Production: 11/09/93

El ev. Gr @5715' -

El ev. KB @5725 ( 10' KB)
UTAH CAUSENO : UIC- 152

SURFAŒ CASI NG

Length @270. 26'
Hole size @12-1/4"
Dept hlanded @277' KB -

Cennted w/ 150 sxs Class "G" w/ 2%CaCl
& 1/4#/sx Flocele. Cnt to surface w/ <--- 277' KB

good returns. 4-5 BBLS cennt back.

PRODUCTI ON CASI NG

- Uintah Fortmtion @Surface to 1400'

Length @5691.06'
Hole size @7-7/8"
Dept hlanded @5703. 06' KB
Cennted w/ll5 sxs Hilite "G" w/ 12%D20 <-- Top of Cenent @2845' fromcBL

D79, 1/4sxD112, 5%D‡4, 2%DI6, 1/4

Tail w/275 sx Class "G" w/ 6%D60, 2%

TOC @ 2845' fr om CBL

- Green River Fornation @1400' to 4100'

TUBI NCVI NI ECTI ON STRI NG

Injection Length Settina Ikoth
Equipnent &Size FT. FT.(nfl0' KB)

KB 10. 00
1) 158 jnts 2 7/8" tbg 4882.00 4892.00

2) 2 7/ 8" SN (2. 25" I D) 1. 10 4893. 10

3) 2 7/8"x 2 3/8" X-Over 0.75 4893.85
4) 5.5" ArrowSet-1 Pkr 6.20 4900.05 .

End of Tubi ng 4900. 05

Injection Packers Set 10-12-94 By Mn States.

Arrow Set-l Pkr 5 1/2"x 2 3/8"
2 7/8" SN ID @2.25". 15% ·

ArrowSet-l Pkr set ni 15" Tension.
<-- ArrowSet-1 Packer @4900' KB

Packer fluid - 55 gals Gianpion Cortron #23-83

ni 60 STBW

48%
PERFORATION RECORD

Injection Ibrazons 4985'- 4992' (T) (2 SPF) GREEN l
5554'- 5572' (18') (10 lbles) BLUE 1

4985'- 4992' (T) GREEN 1 37% $604'- 5614' (10') (6 Holes) BLUE 2

5554' - 5572' (18' ) BLUE 1
5604 - 5614' (10') BLUE 2

- I¾uglas Creek l½nber @4100' to 5350

Tracer Survev ran 12-27-94 PBTD @5657.48' KB
TD @5716' KB

- %satch Fornation Transition @5350' to 6000'

- Wsatch Fornation 6000'

Inland Resources Inc. ---

Balcron M>nunnt Federal #41-1:

NE NE Sect i on 15, T9S, Rl6E
460' FNL & 500' FEL
Lease No. U-017985
Jonah Uni t / M3nuent But te Fi el t

Duchesne Count v. Ut



Spud Date: 9/18/81
Castle Peak Unit #7 R

Put on Production: Dry Hole
P&A'd: 9/26/81 Cumulative Production

GL: ?' KB: 5594' P&A Wellbore o Bo
Diagran1 0 MCF

0 BW

Per State of Utah-DOGM
records, this well was drilled
by Diamond Shamrock.
Current status on file is
P&A'd. Cement plug detail
was not available.

Inland Resources Inc.
Castle Peak Unit #7 R TD @ 3106'

2050 FNL 700 FEL

SENE Section 10-T9S-Rl6E

Duchesne Co, Utah

API #43-013-30554; Lease #U-017985

Spud Date: 9/18/81
Castle Peak Unit #7 R

Put on Production: Dry Hole
P&A'd: 9/26/81 Cumulative Production

GL: ?' KB: 5594' P&A Wellbore o Bo
Diagran1 0 MCF

0 BW

Per State of Utah-DOGM
records, this well was drilled
by Diamond Shamrock.
Current status on file is
P&A'd. Cement plug detail
was not available.

Inland Resources Inc.
Castle Peak Unit #7 R TD @ 3106'

2050 FNL 700 FEL

SENE Section 10-T9S-Rl6E

Duchesne Co, Utah

API #43-013-30554; Lease #U-017985



O O
UNICHEM
A Dinaionof BJ Services P.O. Box217 Office(435) 722-5066

Roosevelt.Utah84086 Fax(435) 722-5727

WATERANALYSISREPORT

company W PMDUCTION Address Date 1-27-00

Source JOHNSON Data Sampled 1-76-00 Analysis No.

Analysis mg/I(ppm) *Meg/l

1. PH 7.4
2. Has (Qualltative) Oi
3, speelfleGravity 1 001
4. Dissolved Sollds 6ÛÛ
5. Aikallnity (caco.) co, O 4 so O co,
6. Bicarbonate (HCO ) HCO, 240 ÷ 61 HCO,

O 07. Hydroxyl(OH) OH + 17 OH

e.chierides (Cl) ci 7I .÷ 35.5 2 ci
9. Sulfates (SO,) SO 13Û + 48 SO,

10, Calcium (Ca) Ca ÷ 20 4 ca
11, Magnealum (Mg) MG 41 ÷12.2 3 Qg
12. Total Hardness (CaCO ) 35
13. Total Iron (Fe) Û6
14. Manganese

15. Phosphate Residuals

'Mllliequivalents per liter

PROBABLE MINERALCOMPOSITION
Comoound goufv. WL X M ga - Mgß

4 e. A sco, 4 c.iscos n.o4 4 W4

caso, se.07

MG SO4 CaCla 55,50

Mg(HC0a): 73,17

Na > a 9 Maso, 80.19 3 181

Saturation Values Distilled Wo er20•C MCh 47.62

CaCO: 13 My NaHCC, 84.00

caSO. , 2H,0 2,000 Mg/1 Na2SQ< 71-03

Macos 103 Mg/I NaCI 58.45 I Ï Î

O O
UNICHEM
A Dinaionof BJ Services P.O. Box217 Office(435) 722-5066

Roosevelt.Utah84086 Fax(435) 722-5727

WATERANALYSISREPORT

company W PMDUCTION Address Date 1-27-00

Source JOHNSON Data Sampled 1-76-00 Analysis No.

Analysis mg/I(ppm) *Meg/l

1. PH 7.4
2. Has (Qualltative) Oi
3, speelfleGravity 1 001
4. Dissolved Sollds 6ÛÛ
5. Aikallnity (caco.) co, O 4 so O co,
6. Bicarbonate (HCO ) HCO, 240 ÷ 61 HCO,

O 07. Hydroxyl(OH) OH + 17 OH

e.chierides (Cl) ci 7I .÷ 35.5 2 ci
9. Sulfates (SO,) SO 13Û + 48 SO,

10, Calcium (Ca) Ca ÷ 20 4 ca
11, Magnealum (Mg) MG 41 ÷12.2 3 Qg
12. Total Hardness (CaCO ) 35
13. Total Iron (Fe) Û6
14. Manganese

15. Phosphate Residuals

'Mllliequivalents per liter

PROBABLE MINERALCOMPOSITION
Comoound goufv. WL X M ga - Mgß

4 e. A sco, 4 c.iscos n.o4 4 W4

caso, se.07

MG SO4 CaCla 55,50

Mg(HC0a): 73,17

Na > a 9 Maso, 80.19 3 181

Saturation Values Distilled Wo er20•C MCh 47.62

CaCO: 13 My NaHCC, 84.00

caSO. , 2H,0 2,000 Mg/1 Na2SQ< 71-03

Macos 103 Mg/I NaCI 58.45 I Ï Î



UNICHEM
A Division of 31 Services P.O. Box217 Office(435) 722-5066

Roosevelt, Utah84088 Fax (435) 722-5727

WA'fERANALYSISREPORT
ComþanylNLANDPRODUCTION Address Da

MBIF 8-25-99
Sourge Date Sampled Analysis No.

Analysis mg/1(ppm) *Meg/1

1. PH
2. H,S (Qualltative) 1.001
3. SpecificGravity
4. Olssolved Sollde
5. Albalinity(cacos) co 0 ao 0 co

6. Bidarbonate (Hoo,) Hoo 430 si 7 Hco,

7. Hydroxyl(OH) OH 0 ÷17 Û OH

8. Chlorides (Cl) Cf 71 ÷ 35.5 2 Cl

9. Sulfates (SO,) SO, O ÷48 0 SO,

10. Caiolum(Ca) Ca 40 ÷ 20 2 ca

11. Magneslum(Mg) MG 12 ÷12.2 Mg

12. TptalHardness(CaCO,) 160
13. Total Iron (Fe) 13
14. Manganese
15. PhosphateResiduals

'Mlll!equlvalentsper liter

PROBABLE MINERAL COMPOSITION

Comanuad Equiv, W.L. X Maall Ma/J

2 162
7 ce seo 81.04 --

ca i HCC:
caso 68-07

0 cact, es.6 73
Mg(Hco)2 73.17

1

Na Mgso, 60.18

MgCla 47.62

saturationValues o attilod Water 2D•C 36
aHCO

CaCO: 13 Mgli

CASO, . 2H2O 2.000997
71.03

Mgco 103Mg/I ci ESA

UNICHEM
A Division of 31 Services P.O. Box217 Office(435) 722-5066

Roosevelt, Utah84088 Fax (435) 722-5727

WA'fERANALYSISREPORT
ComþanylNLANDPRODUCTION Address Da

MBIF 8-25-99
Sourge Date Sampled Analysis No.

Analysis mg/1(ppm) *Meg/1

1. PH
2. H,S (Qualltative) 1.001
3. SpecificGravity
4. Olssolved Sollde
5. Albalinity(cacos) co 0 ao 0 co

6. Bidarbonate (Hoo,) Hoo 430 si 7 Hco,

7. Hydroxyl(OH) OH 0 ÷17 Û OH

8. Chlorides (Cl) Cf 71 ÷ 35.5 2 Cl

9. Sulfates (SO,) SO, O ÷48 0 SO,

10. Caiolum(Ca) Ca 40 ÷ 20 2 ca

11. Magneslum(Mg) MG 12 ÷12.2 Mg

12. TptalHardness(CaCO,) 160
13. Total Iron (Fe) 13
14. Manganese
15. PhosphateResiduals

'Mlll!equlvalentsper liter

PROBABLE MINERAL COMPOSITION

Comanuad Equiv, W.L. X Maall Ma/J

2 162
7 ce seo 81.04

--

ca i HCC:
caso 68-07

0 cact, es.6 73
Mg(Hco)2 73.17

1

Na Mgso, 60.18

MgCla 47.62

saturationValues o attilod Water 2D•C 36
aHCO

CaCO: 13 Mgli

CASO, . 2H2O 2.000997
71.03

Mgco 103Mg/I ci ESA



JAN. -26' 01 (FRI) 06:35 UNICHEM ROOSEVELT UT TEL:435 722 5727 P. 002

UNgCHEM " "2 "" * A F-3

A Division of BJ Services
P.O. Box217 Office(435) 722-5086

Roosevelt, Utah 84066 Fax (435) 722-5727

MR*ÑALYSIS RE#ORT

Inland Address Date i ris tna

Sou Man Fed43-10-9-Id Date Sampled 1/19/00 , Analysis No.

Analysis mg/I(ppm) •Meg/1

1. PR 8-6

2 Ha6 Òualltative) ) 9
3. Spe IficGravity -

_
1.005

4. DisqolvedSolids
5,139

5. Alk¢inity(CaCO,) COs
O ÷ 30 0 CO,

6. Blogrbonate (HCOa) HCO, 1,7m ÷61
28 HCO,

7. Hy¢roxyl(OH) OH 0 + 17 0 OH

8. Chl¾rldes(C1) CI 1,700 + 35.5 48 CI

9. Sultates (SO,) SO, O + 48 0 SO,

10. Calclum (Ca) Ca 40 + 20 2 Ca

11. Mâgneelum (Mg) MG 14 + 12.2 i Mg

12. T4tal Hardness (CaCO,) 1,19

13. Tetal Iron (Fe)
1,.9

14. Mánganese
15. PÑosphateResiduals

'Milliequivalentsper Ilter

PROBABLE MINERAL COMPOSITION

Compound Equiv. Wt. K Magd = Ngd

ca 4 HCO:
A Ca(HCOa): .

81.04 $ 162

CaSO, 68.07

ug 80a 0 cacl, 55.50

Mg(HCO2): 73.17

73 Ne y Ci 4Ê
MgSO4 60.19

Saturation Values DistlNedWater 20•C MgCt. 47.62
25 2,100

CaCO: 13 Mgn NaHCO: 64,00

CaSO.• 2Hap 2,000 Mg/l Na:SO. 71.03
48 2,806

MgCO: 103 Mg/l NaCI E8.46

Complete &Campet .

RFMARKS

Recieved Time~Jan.25.

JAN. -26' 01 (FRI) 06:35 UNICHEM ROOSEVELT UT TEL:435 722 5727 P. 002

UNgCHEM " "2 "" * A F-3

A Division of BJ Services
P.O. Box217 Office(435) 722-5086

Roosevelt, Utah 84066 Fax (435) 722-5727
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'Milliequivalentsper Ilter

PROBABLE MINERAL COMPOSITION
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RFMARKS

Recieved Time~Jan.25.



JAN. -26' 01 (FRI) 06:35 UNICHEM ROOSEVELT UT TEL:435 722 5727 P. 003

AQUAMIX SCALING PREDICTIONS

COMPANY: Inland Production Company 1/22/01

LOCATION:
SYSTEM:

WATER DESCRIPTION: Johnson Water Mon. Fed. 43-10-9-///

P-ALK AS PPM CaCO3 0 0

M-ALK AS PPM CaCO3 393 2801

SULFATE AS PPM SO4 130 0

CHLQRIDE AS PPM Cl 71 1700

HARDNESS AS PPM CaCO3 0 0

CALCIUM AS PPM CaCO3 180 100

MAGNESIUM AS PPM CaCO3 169 49

SOD‡UM AS PPM Na 46 1679

BART.UM AS PPM Ba O O

STRONTIUM AS PPM Sr 0 0

CONDUCTIVITY 0 0

TOTAL DISSOLVED SOLIDS 600 5139

TEMP (DEG-F) 100 100

SYSTEM pH 7.4 8.6

WATER COMPATIBILITY CALCULATIONS

Johnson Water AND Mon. Fed. 43-10-9

CONDITIONS: pH=8. TEMPERATURE ESTIMATED FROM COMPONENT WATERS.

WAfER ONE IS Johnson Water

STIFF DAVIS lbs/1000 mg/l BaSO4 mg/1 Sro4 mg/1 Gypsum

CaCO3 INDEX BBL IN EXCESS IN EXCESS IN EXCESS

EXCESS OF OF OF

CaCO3 SATURATION SATURATION SATURATION

100 .93
51 0 0 0

90 1,09 53 0 0 0

80 1.19 52 0 0 0

70 1.26 51 0 0 0

60 1.30 48 0 0 0

50 1.32 46 0 0 0

40 1.34 43 0 0 0

30 1.34 41 0 0 0

20 1.34 38 0 0 0

10 1.33 35 0 0 0

0 1.31 33 0 0 0

Recieved TimeJan.25.

JAN. -26' 01 (FRI) 06:35 UNICHEM ROOSEVELT UT TEL:435 722 5727 P. 003
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COMPANY: Inland Production Company 1/22/01

LOCATION:
SYSTEM:

WATER DESCRIPTION: Johnson Water Mon. Fed. 43-10-9-///

P-ALK AS PPM CaCO3 0 0

M-ALK AS PPM CaCO3 393 2801

SULFATE AS PPM SO4 130 0

CHLQRIDE AS PPM Cl 71 1700

HARDNESS AS PPM CaCO3 0 0

CALCIUM AS PPM CaCO3 180 100
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Recieved TimeJan.25.



Attachment "G"

Monument Federal #43-10-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
4727 4730 4729 2200 0.898 2189
5175 5187 5181 2450 0.906 2436
5189 5203 5196 2450 0.905 2435

Minimum 2189

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.005)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.005.

Frac Gradient = (ISIP +(0.433*Avg. Depth))/Avg. Depth

O
Monument Federal

Attachment "G"

Monument Federal #43-10-9-16
Proposed Maximum Injection Pressure

Calculated
Frac Interval Frac

(feet) Avg. Depth ISIP Gradient
Top Bottom (feet) (psi) (psilft) Pmax
4727 4730 4729 2200 0.898 2189
5175 5187 5181 2450 0.906 2436
5189 5203 5196 2450 0.905 2435

Minimum 2189

Calculation of Maximum Surface Injection Pressure
Pmax = (Frac Grad -(0.433*1.005)) x Depth of Top Perf
where pressure gradient for the fresh water is .433 psilft and
specific gravity of the injected water is 1.005.

Frac Gradient = (ISIP +(0.433*Avg. Depth))/Avg. Depth

O
Monument Federal



FEE- 9¯9, SUN 21 : 15

EQUlTABLERESOURCES TREATMENTREPORT
ENERGYCOMPANY

.-.

.
BALCRONOL DMSICN

) 1d1 LewuAenus
PO Box21017&*¯'°" DRE OF IRERMENT:

Wil Name moyxxtyr FFF, ¥JP ~ f ~/ Sec. / M. A RNG. /J
£-¯

FleidmodexF 7 ßu77'a County pecÆg/w& State af

Formafinn t?¾Œl/ ff |VPR Û'f 2'o#Æ )

rforations· // ¯/E 7 y J/9 -fzo.3

Treciment Type · G4/VP ÑÑ//C
.. ,TotalNumberof Holes: / PN

Treatment company: FU JE/ VÆF3 SANDCHARACTEMSilCS
LUME FLUID CONC. SIZE SAND\CLUME

# / GA BPM PSI CALC. ACTJAl.

Jbo g ý GJ pfgg | ppp) O fa, ¾ Bo ---|-.
--- # --.. g

//'/ 23 //00 // ,2. Ja, o 2 /3 yo 2200 # #
NW 77po / Jo a 2.ai 20/90 (,goD# #

o XW 7¶ ; -/po
.4 ) 7 / 20/¿/0 /§ý'ed # #

/o7 pad // 7 29- 7 - rf; /> fra .seaag 4
is de f/>4 // j'¯¿yp/ Jo.£

.27†¤

-f--- # #

T TAlFItilDR llvPFD Gol ' % Acid

>>,j'á 2- gal. ;t ½ kcA' MPTEX Fittid

T TAlRANrn I y ,2§ fa lho 20/¥ snrvi
,FS~ « /b /Jo sorYi

ihm / sand
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ATTACHMENT H

WORK PROCEDURE FOR PLUGGING AND ABANDONMENT

1. Plug #1 Set 178' plug from 5075'-5253' with 30 sx Class "G" cement.

2. Plug #2 Set 153' plug from 4627'-4780' with 30 sx Class "G" cement.

3. Plug #3 Set 200' plug from 2000'-2200' with 30 sx Class "G" cement.

4. Plug #4 Set 100' plug from 214'-314' (50' on either side of casing shoe) with 15 sx
Class "G" cement.

5. Plug #5 Set 50' plug from surface with 10 sx Class "G" cement.

6. Pump 10 sx Class "G" cement down the 8-5/8" x 5-1/2" annulus to cement 264'
to surface.

The approximate cost to plug and abandon this well is
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SpudDate:1-25-97 Monument Federal #43-10-9-16
Put on Production: 2-26-97

GL: 5668.6' KB: 5678.6' Fr<posed P&A
Wellbore Diag an

SURFACE CASING
SIZE: 8 5/8" 10 sx Class "G" cmt, 50' to surface
GRADE: J-55
WEIGHT: 24 #
LENGTH: 5 jts @254.25' ÎÛ SX Class "G" cement down the 8-5/8" x 5-1/2"
HOLE SIZE: 12 1/4" 2HHUIUS (0 cement 264' to surface
DEPTH LANDED: 264 25'
CEMENT DATA: 160 sx Class G, est 5 bb1scmt to surface

15 sx Class "G" cmt, 214'-314'

PRODUCTION CASING
SIZE: S 1/2"
GRADE: J-55
WEIGHT: 15 5 #
LENGTH: 140 jts @5742.28
HOLE SIZE: 7 7/8"
DEPTH LANDED: 5786.33'
CEMENT DATA: 180 sx Premium Lite &

400 sx 50/50 Poz
CEMENT TOP AT: 1050' per CBL

30 sx Class "G" cmt, 2000'-2200'

4727'-30' 30 sx Class "G" cmt, 4627'-4780'

5175'-87'
30 sx Class "G" cmt, 5075'-5253'

5189'-5203'

Inland Resources Inc.
PBTD @5749'

Monument Federal #43-10-9-16 ""°°

1914 FSL 722 FEL

NESE Section 10-T9S-Rl6E

Duchesne Co, Utah

API #43-013-31723; Lease
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DIVISION OF OIL, GAS AND MINING
UNDERGROUND INJECTION CONTROL PROGRAM

PERMIT
STATEMENT OF BASIS

Applicant: Inland Production Company Well: South Wells Draw 43-10-9-16

Location: 10/98/16E API: 43-013-31723

Ownership Issues: The proposed well is located on BLM land. The well is located in the
South Wells Draw Unit. Lands in the one-half mile radius of the well are administered by
the BLM. The Federal Government is the mineral owner within the area of review. Inland
and other various individuals hold the leases in the unit. Inland has provided a list of all
surface, mineral and lease holders in the half-mile radius. Inland is the operator of the
South Wells Draw Unit. Inland has submitted an affidavit stating that all owners and
interest owners have been notified of their intent.

Well Integrity: The proposed well has surface casing set at 264 feet and has a cement
top at the surface. A 5 ½ inch production casing is set at 5786 feet and has a cement top
at 2693'. A cement bond log verifies adequate bond well above the injection zone. A 2
7/8 inch tubingwith a packer will be set at 4677 feet. A mechanical integrity test will be
run on the well prior to injection. There are 5 producing wells and 2 injection wells in the
area of review. All of the wells have adequate casing and cement. No corrective action
will be required.

Ground Water Protection: According to Technical Publication No. 92 the base of
moderately saline water is at a depth of approximately 1700 feet. Injection shall be limited
to the interval between 4727 feet and 5203 feet in the Green River Formation.
Information submitted by Inland indicates that the fracture gradient for the 43-10-9-16 well
is .898 psilft., which was the lowest reported fracture gradient for the injection zone. The
resulting minimum fracture pressure for the proposed injection interval is 2189 psig. The
requested maximum pressure is 2189 psig. The anticipated average injection pressure
is 1100 psig. Injection at this pressure should not initiate any new fractures or propagate
existing fractures in the adjacent confining intervals. Any ground water present should
be adequately protected.
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South Wells Draw 43-10-9-16
page 2

OilIGas& Other Mineral Resources Protection: The Board of Oil, Gas & Mining
approved the South Wells Draw Unit July 16, 2001. Correlative rights issues were
addressed at this time.Previous reviews in this area indicate that other mineral resources
in the area have been protected or are not at issue.

Bonding: Bonded with the BLM

Actions Taken and Further Approvals Needed: A notice of agency action has been sent
to the Salt Lake Tribune and the Uinta Basin Standard. A casing/tubing pressure test will
be required prior to injection. It is recommended that approval of this application be
granted.

Note: Applicable technical publications concerning water resources in the general vicinity of this project have been
reviewed and taken into consideration during the permit review process.

Reviewer(s): Brad Hill Date 06/12/2001
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DOGM Form 5

May 5 1987

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5 LEASE DESIGNATION ANDSERIALNO.

' UTU-72107

] SUNDRY NOTICES AND REPORTS ON WELLS (> IFINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a dilTerent reservoir N/A

IMc "APPLM ATION FOR PERM1T--" for such proposals.)

\ LL

ESLL

OTHER

7 UNlTAGR MEEL

S

DERAW

2 NAME OF OPERATOR S FARM OR LEASE NAME

INLAND PRODUCTION COMPANY MONUMENT FEDERAL 43-10-9-16

3 ADDRESSOFOPERATOR 9 WELLNO.

Rt. 3 Box 3630, Myton Utah 84052 MONUMENT FEDERAL 43-10-9-16
435-646-3721

4 LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10 F1ELD AND POOL, OR WILDCAT

See also space 17 below.)

Alsurface MONUMENT BUTTE
NE/SE Section 10, T09S R16E
1914 FSL 722 FEL 11 SEC., T., R., M..OR BLK. AND

SURVEY OR AREA
NE/SE Section 10, TO9S R16E

14 API NUMBER 15. ELEVAT10NS (Show whether DF. RT, GR, etc.) 12 COUNTY OR PARISH 13 STATE

43-013-31723 5669 GL DUCHESNE UT

[6. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF

siitT-oEF PU1.1, OR ALTER CAS1NG \VATER SHUT-OFF REPA]RlNG WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASlNG

SHOOT OR AC1DizE SHOOT1NG OR ACIDIZING ABANDONMENT*

REPA1R WELI Om Ilijecd0n C0niersl0H

(OTHER) Rep-hs ofmuhiple lelion on M

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATlONS (Clearlystate all pertinent details, and give pertineni dates. including estimated date of starting any

proposed work. lf wel1is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The subject well was converted from a producing to an injection well on 8/13/01. The rods and tubing
anchor were removed and a packer was inserted in the bottom hole assembly 4634'. On 8/14/01 Mr. Dan

Jackson w/EPA and Mr. Dennis Ingram w/ State DOGM was contacted and gave permission conduct a MIT

on the casing. On 8/21/01 the casing was pressured to 1160 psi w/ no pressure loss charted in the 1/2 hour

test. No governmental agencies were able to witness the test. The well is shut in and waiting on permission

to miect.

18 I hereby certify lagthe foregoil is true and correct

S10NE TlTLE ŸTOllllCliOn CÌ€rk DATE 8/23/01

Krisha Russell

cc: BLM
(This pace for Federal or State otlice tisci

APPROVED RY TlTLE DATE

CONDlTlONS OF APPROVAL. IF ANY.

* See Instructions On Reverse
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Mechanical Integrity Test

Casing or Annulus Pressure Mechanical Integrity Test
U.S. Environmental Protection Agency

Underground Injection Control Program, UIC Direct implementation Program 8P-W-GW

999 18th Street, Suite 500 Denver, CO 80202-2466

EPA Witness: Date: 6 l a / / o /
Test conducted by: 5 | 4 Sco , ý/p / (3 y A fa
Others present:

Well Name: A F y,y-/g - die /G Type: ER SWD Status: AC TA UC
Field: Sp , (p, a y Oro
Location: 4 3 Sec: / O T † N I SR /d E / W County: 0vek State: ()#
Operator: X/a a A A Ad/nu
Last MIT: / / Maximum Allowable Pressure: PSIG

Is thisa regularly scheduled test? [ ] Yes [ ] No
Initial test for permit? [ ><j Yes [ ] No

Test after well rework? [ ] Yes [ ] No
Well injecting during test? [ ] Yes [ ] No if yes, rate: bpd

Pre-test casing/tubing annulus pressure: psig

MIT DATA TABLE Test #1 Test #2 Test #3

TUBING PRESSURE

Initial pressure psig psig psig

End of test pressure Ô psig psig psig
CASINGITUBING ANNULUS PRESSURE

O minutes //gó psig psig psig

5 minutes // O psig psig psig

10 minutes || GO psig psig psig

15 minutes // O psig psig psig

20 minutes // psig psig psig

25 minutes // £ Q psig psig psig

30 minutes / (6 Q psig psig psig

minutes psig psig psig

minutes psig psig psig

RESULT [)() Pass [ ] Fail [ ] Pass [ ] Fail [ ] Pass [ ] Fail

Does the annulus pressure build back up after the test? [ ] Yes [ )()
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MECHA CAL INTEGRITY PRESE TEST
Ad,ditional comments for mechanical integrity pressure test, such as volume of fluid added to annulus
and bled back at end of test, reason for failing test (casing head leak, tubing leak, other), etc.:

Signature of Witness:

OFFICE USE ONLY - COMPLIANCE FOLLOWUP

Staff Date: I I
Do you agree with the reported test results7 ( ) YES ( ] NO

If not, why?
Possible violation identified7 ( J YES [ ] NO

if YES, what
IfYES - followup initiated? ( 1 YES

( ) NO - why not?

[ ] Data Entry [ ] Compliance Staff [ ] 2"*Data Entry ( ] Hardcopy
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statPofUtahO DEPARTMENT OF NATURAL RESOURCES
DIVISION OF OIL, GAS AND MINING
1594 West North Temple, Suite 1210

Michael O. Leavitt PO Box 145801Governor
Salt Lake City, Utah 84114-5801

Kathleen Clarke
Executive Director 801-538-5340

Iowell P. Braxton 801-359-3940 (Fax)
Division Director 801-538-7223 (TDD)

UNDERGROUND INJECTION CONTROL PERMIT

Cause No. 231-04

Operator: Inland Production Company

Well: Monument Federal 43-10-9-16

Location: Section 10, Township 9 South, Range 16 East

County: Duchesne

API No.: 43-013-31723

Well Type: Enhanced Recovery (waterflood)

Stipulations of Permit Approval

1. Approval for conversion to Injection Well issued on
July 16, 2001.

2. Maximum Allowable Injection Pressure: 2189 psig

3 . Maximum Allowable Inj ect ion Rate : (restricted by pressure
limitation)

4. Injection Interval: Green River Formation (4727 feet -

5203 feet)

Approved by: 6 zoof
Jo n R. Baza hate
A sociate Director,-/Oil And Gas

cc: Dan Jackson Environmental Protection Agency
Bureau of Land Management, Vernal
Inland Production Company,
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FORM 3160-5 .0 ITED STATES FORM APPROVED

(.lune1990) DEPAR NT OF THE INTERIOR BudgetBureauNo. 1004-0135

BUREAv F LAND MANAGEMENT Expires: March 31, 1993
5. Lease Designation and SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTU-72107

Do not use this forn, for proposals to drill or to deepen or reentry a different reservoir. 6. If Indian, Allottee or Tribe Name

Use "APPLICATION FOR PERMIT -" for such proposals NA

7. If Unit or CA, Agreement Designation

SUBMIT IN TRIPLICATE SO WELLS DRAW
l. Type of Well

Oil Gas 8. Well Name and No.

weil weli
X other MON FED 43-10-9-16

. 9. API Well No.

2. Name of Operator 43-013-31723
INLAND PRODUCTION COMPANY 10. Field and Pool, or Exploratory Area

3. Address and Telephone No. MONUMENT BUTTE
Rt. 3 Box 3630, Myton Utah, 84052 435-646-3721 lL County or Parish, State

4. Location of Well (Footage, Sec., T., R., m., or Survey Description)

1914 FSL 722 FEL NE/SE Section 10, T09S R16E DUCHESNE COUNTY, UT

12 CHECK APPROPRIATE BOX(s) TO INDICATE NATURE OF NOTICE, REPORT, R OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

Notice of lutent Abandonment Change of Plans

Recompletion . New Construction

X Subsequent Report Plugging Back Non-Routine Fracturing

Casing Repair Water Shut-Off

Final Abandonment Notice Altering Casing Conversion to Injection

X other Report of first injection Dispose Water

(Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

13. Describe Proposed or Completed Operations (Clearly state all pertinent details, and give pertinent dates, includingestimated date ofstarting any proposed work If well is direcLion-

ally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The above referenced well was put on injection at 11:30 a.m. on 9/4/01.

RECElVED

DIVISION OF
OIL, GAS AND IV'iNING

14 I heæby cedrtify that

Title Permit Clerk Date 9/4/01

CC: UTAH DOGM

(This space for Federal or State office use)

Approved by Title Date

Conditions of approval, if any:

il

Title 18 U.S.C. Section 1001, makes it a crime for any person knowingly and willfully to make to any department or agency of the United States any false. fictitious

or fradulent statements or representations as to any matter within its
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RECElVED

DIVISION OF
OIL, GAS AND IV'iNING
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PRODUCTION COMPANY
A Subsidiary of Inland Resources Inc.

April 10, 2003

Mr. Dan Jarvis
State of Utah
Division of Oil, Gas & Mining
1594 West North Temple - Suite 1210
P.O. Box 145801
Salt Lake City, Utah 84114-5801

RE: Workover/MIT
Monument Fed 43-10-9-16
Sec. 10, T9S, Rl6E
API#: 43-013-31811

Dear Mr. Jarvis:

The subject well developed a packer leak and was subsequently repaired, followed by the
conducting of an MIT on the casing. Attached are the sundry, tabular, and a copy of the chart. If
you have any questions or need further information, please let me know.

Sincerely,

Martha Hall
Office Manager

/mh
Enclosures

RECElVED

APR1 12003

Inland Production Corvip iny Field Office • Route 3. Box 3630 • Myton. UT 84052 • 435-646-3721 • FAX 435-646-3031

Corporate Office • 410 Seventeenth Street, Suite 7OO • Denver, CO SO2O2 • 3O3-893-OlO2 • FAX
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DM 5MForm 5

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNAT1ON AND SERIAL NO.

UTU-72107

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A
Use "APPLICATION FOR PERMIT--" for such proposals.)

O
7. UNITAGREEMENTNAME

OIL GAS

WELL WELL OTHER SO WELLS DRAW

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY MONUMENT FED 43-10-9-16

3. ADDRESSOFOPERATOR 9. WELLNO.

Rt. 3 Box 3630, Myton Utah 84052 MONUMENT FED 43-10-9-16
435-646-3721

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FlELD AND POOL.OR W1LDCAT

See also space 17 below.)

At surface MONUMENT BUTTE
NE/SE Section 10, T9S Rl6E
1914 FSL 0722 FEL I L SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

NE/SE Section 10, T9S R16E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) I2. COUNTY OR PARISH [3 STATE

43-013-31723 5669 GL DUCHESNE UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data
NOTICE OF lNTENTION TO: SUBSEQUENT REPORT OF:

TEST WATER Sm)T OFF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURETREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDlZE ABANDON* SHOOTING OR ACIDlZING ABANDONMENT*

REPAIR WEI l (OTHER) Packer leak/MIT

(OTilER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date ofstarting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Subject well was noted to have a leak in the packer on 4/2/03. A rig was moved on and the leak was repaired
on 4/3/03. On 4/7/03, Mr. Dennis Ingram with the State of Utah DOGM was contacted and gave permission
to conduct an MIT on the casing. On 4/9/03, the casing was pressured to 1240 psig and charted for 30
minutes with no pressure loss. There was not a state representative available to witness the test.

18 I hereby certify th the foregoing is true and correct

SIGNED ,
TLE Office Manager DATE 4/10/2003

Mart Hall

cc: BLM
(This space for Federal or State office use)

APPROVED BY TITLE DATE

CONDlTIONS OF APPROVAL, IF ANY:

RECEIVED
* See Instructions On Reverse Side
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M&anical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date I l 9 / 03 Time 00 gjp pm
Test Conducted by: -r ÑØmé
Others Present:

Well: AAcowdoseAL 43804×, Field: Sourg W AM um

Well Location: M/m Mc to, etw API No: 43-cisavus

Timer Casing Pressure

0 min |þ|Q psig
5 (gg psig

10 ¡ggO psig
15 ¡µ/O psig

20 jggg psig
25 [M() psig

30 min IMiÛ psig
35 psig

40 psig
45 psig

50 psig
55 psig

60 min psig

Tubing pressure: ¿¡go psig

Result: Fail

Signature of Witness:

Signature of Person Conducting Test: J

M&anical Integrity Test
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721
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40 psig
45 psig
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55 psig

60 min psig
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Result: Fail

Signature of Witness:

Signature of Person Conducting Test: J
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DOGM Forn 5

May 5, 1987

STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
DlVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNATION AND SERIAL NO.

UTU-72107

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. 1FINDIAN,ALLOTTEEORTRIBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A
Use "APPLICATION FOR PERMIT -" forsuch proposals.)

O O
7. UNITAGREEMENTNAME

OIL GAS

WELL WELL OTHER SO WELLS DRAW

2. NAMEOF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY MONUMENT FED 43-10-9-16

3. ADDRESSOFOPERATOR 9. WELLNO.

Rt. 3 Box 3630, Myton Utah 84052 MONUMENT FED 43-10-9-16
435-646-3721

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT

See also space l7 below.)
At surface MONUMENT BUTTE

NE/SE Section 1û, T9S R16E
1914 FSL 0722 FEL I I. SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

NE/SE Section 10, T9S R16E

14 API NUMBÈR 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARISH 13. STATE

43-013-31723 5669 GL DUCHESNE UT

16. Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF 1NTENTION TO: SUBSEQUENT REPORT OF:

TF.STWATER SHUT-OFF PULL OR ALTER CASING WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASING

SHOOT OR ACIDIZE ABANDON* SHOfflNG OR AClDIZING ABANDONMENT'

REPAIR WELL (OTHER) Packer leak/MIT

(OTHER) (Note:Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. (Clearly state all pertinent details, and give pertinent dates, including estimated date ofstarting any

proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Subject well was noted to have a leak in the packer on 4/2/03. A rig was moved on and the leak was repaired
on 4/3/03. On 4/7/03, Mr. Dennis Ingram with the State of Utah DOGM was contacted and gave permission
to conduct an MIT on the casing. On 4/9/03, the casing was pressured to 1240 psig and charted for 30
minutes with no pressure loss. There was not a state representative available to witness the test.

18 I hereby certify th he foregoingis true and correct

SIGNED LE Office NIariager DATE 4/10/2003
Mart Hall

cc: BLM
(This space for Federal or State office use)

APPROVED BY TITLE DATE RECE \VED
CDNDlTIONS OF APPROVAL, IF ANY: wpted by the MAY13 2003

Utah Divisionof
* See Instructions On Reverse Side Oil,Gas and Minmg a ss

FORRECORD

DOGM Forn 5

May 5, 1987

STATE OF UTAH
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proposed work. If well is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

Subject well was noted to have a leak in the packer on 4/2/03. A rig was moved on and the leak was repaired
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18 I hereby certify th he foregoingis true and correct

SIGNED LE Office NIariager DATE 4/10/2003
Mart Hall

cc: BLM
(This space for Federal or State office use)

APPROVED BY TITLE DATE RECE \VED
CDNDlTIONS OF APPROVAL, IF ANY: wpted by the MAY13 2003

Utah Divisionof
* See Instructions On Reverse Side Oil,Gas and Minmg a ss

FORRECORD



.DOGMFomi5

May 5, 1987

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 5. LEASE DESIGNAT1ON ANDSERIALNO.

UTU-72107

1. SUNDRY NOTICES AND REPORTS ON WELLS 6. IFINDlAN,ALLOTTEEORTRlBALNAME

(Do not use this form for proposals to drill or to deepen or plug back to a different reservoir. N/A
Use "APPLICATlON FOR PERMIT- "for such proposals.)

ELLL GWAESLL

OTHER

7. UNI AGREEMEN LELS

DRAW

2. NAME OF OPERATOR 8. FARM OR LEASE NAME

INLAND PRODUCTION COMPANY MONUMENT FED 43-10-9-16

3.ADDRESSOFOPERATOR 9.wELLNO, i

Rt. 3 Box 3630, Myton Utah 84052 MONUMENT FED 43-10-9-16
435-646-3721

4. LOCATION OF WELL (Report location clearly and in accordance with any State requirements.* 10. FIELD AND POOL, OR WILDCAT

See also space 17 below.)

Atsurface MONUMENT BUTTE
NE/SE Section 10, T9S R16E
1914 FSL 722 FEL 11. SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

NE/SE Section 10, T9S R16E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARISH 13. STATE

43-013-31723 5669 GL DUCHESNE UT

16 Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF

TEST WATER SHUT-ovF PULL OR ALTER CAS1NG WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASlNG

SHOOTORAClDIZE ABANDON* SHOOTINGORAClDIZING ABANDONMENT*

REPAIR WELL (OTHER) Packer Leak

(OTHER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If we]I is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The subject well developed a packer leak on 8/4/03. A rig was moved on and repaired the leak on 8/9/03. On
8/6/03 Mr. Dennis Ingram was contacted of the intent to conduct a MIT on the casing. On 8/11/03 the casing

was pressured to 1245psi w/ no pressure loss charted in the 1/2 hour test. No governmental agencies were

able to witness the test.

18 I hereby certify t t the foregoing is true and correct

SIGNED TITLE Production Clerk DATE 8/13/2003
Krish ussell

cc: BLM
(This space for Federal or State office use)

APPROVED BY TITLE DATE

CONDIT]ONS OF APPROVAL, IF ANY:

Approved by the
Utah Division of

* See Instructions erGOS and Mining RECE IVED

DIV.OF OIL.GAS &

.DOGMFomi5
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See also space 17 below.)

Atsurface MONUMENT BUTTE

NE/SE Section 10, T9S R16E
1914 FSL 722 FEL 11. SEC., T., R., M., OR BLK. AND

SURVEY OR AREA

NE/SE Section 10, T9S R16E

14 API NUMBER 15. ELEVATIONS (Show whether DF, RT, GR, etc.) 12. COUNTY OR PARISH 13. STATE

43-013-31723 5669 GL DUCHESNE UT

16 Check Appropriate Box To Indicate Nature of Notice, Report, or Other Data

NOTICE OF INTENTION TO: SUBSEQUENT REPORT OF

TEST WATER SHUT-ovF PULL OR ALTER CAS1NG WATER SHUT-OFF REPAIRING WELL

FRACTURE TREAT MULTIPLE COMPLETE FRACTURE TREATMENT ALTERING CASlNG

SHOOTORAClDIZE ABANDON* SHOOTINGORAClDIZING ABANDONMENT*

REPAIR WELL (OTHER) Packer Leak

(OTHER) (Note: Report results of multiple completion on Well

Completion or Recompletion Report and Log form.)

17 DESCRIBE PROPOSED OR COMPLETED OPERATIONS (Clearly state all pertinent details, and give pertinent dates, including estimated date of starting any

proposed work. If we]I is directionally drilled, give subsurface locations and measured and true vertical depths for all markers and zones pertinent to this work.)*

The subject well developed a packer leak on 8/4/03. A rig was moved on and repaired the leak on 8/9/03. On

8/6/03 Mr. Dennis Ingram was contacted of the intent to conduct a MIT on the casing. On 8/11/03 the casing

was pressured to 1245psi w/ no pressure loss charted in the 1/2 hour test. No governmental agencies were

able to witness the test.

18 I hereby certify t t the foregoing is true and correct

SIGNED TITLE Production Clerk DATE 8/13/2003
Krish ussell

cc: BLM
(This space for Federal or State office use)

APPROVED BY TITLE DATE

CONDIT]ONS OF APPROVAL, IF ANY:

Approved by the
Utah Division of

* See Instructions erGOS and Mining RECE IVED

DIV.OF OIL.GAS &



Mechanical Integrity Tes
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date g i / 4 Time 77

Test Conducted by: (my og
Others Present:

Well: As r&ome 48 fo+/o Well ID: 44 -of 3- SI7L3

Field: Sou eus ÞRM Arr. Company:

Well Location: k,/** Bec. 10 ,ff s, N€ Address:

Time Test

0 min ¿qg psig

20 ggg
25 gg
30 min 2 *]()

35

40

45

50

55

60 min

Tubing press psig

Result were s Fail

Signature of Witness:

Signature of Person Conducting

Mechanical Integrity Tes
Casing or Annulus Pressure Test

Inland Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date g i / 4 Time 77

Test Conducted by: (my og
Others Present:

Well: As r&ome 48 fo+/o Well ID: 44 -of 3- SI7L3

Field: Sou eus ÞRM Arr. Company:

Well Location: k,/** Bec. 10 ,ff s, N€ Address:

Time Test

0 min ¿qg psig

20 ggg
25 gg
30 min 2 *]()

35

40

45

50

55

60 min

Tubing press psig

Result were s Fail

Signature of Witness:

Signature of Person Conducting
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O
INSPECTION FORM 6 STATE OF UTAH

DIVISION OF OIL GAS AND MINING

INJECTION WELL - PRESSURE TEST

Well NameÙM 3-/0-i16 API Number: L 3- O/]-3/ J3
Qtr/Qtr: 07/7 5 Section: 0 Township: Range: Il i

Lease: State Fee Federal Indian
Inspector La Date: If -8- ÿ

Initial Conditions:

Tubing - Rate: Pressure: psi

Casingifubing Annulus - Pressure: psi

Conditions During Test:

Time (Minutes) Annulus Pressure Tubing Pressure

o //9 y a
5 // /O

10 // 7//

15 // D/O

20 // Via
25 //
30 //

Re ul : Pass ail

Conditions A est:

Tubing Pressure: /T) psi

Operator

O
INSPECTION FORM 6 STATE OF UTAH

DIVISION OF OIL GAS AND MINING

INJECTION WELL - PRESSURE TEST

Well NameÙM 3-/0-i16 API Number: L 3- O/]-3/ J3
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15 // D/O
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Re ul : Pass ail

Conditions A est:

Tubing Pressure: /T) psi

Operator



S E OF UTAH
DEPAR T OF NATURAL RESOURCES

5 LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING UTU79641X

SUNDRY NOTICES AND REPORTS ON WELLS
6 IFINDIAN,ALLOTTEEORTRIBENAME:

not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, c 7. UNIT or CA AGREEMENT NAME:

drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. S WELLS DRAW UNIT

L TYPEOFWELL: OILWELLÜGASWELL OTHER Iniectionwell
8.WELLNAMEandNUMBER:

MON FED 43-10-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

Inland Production Company 4301331723
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crry Myton STATE UT zip 84052 435.646.3721 Monument Butte
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: 1914 FSL 0722 FEL COUNTY: Duchesne

OTR/OTR. SECTION, TOWNSHIP. RANGE. MERIDIAN: NE/SE, 10, T9S, Rl6E STATE: Utah

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION

TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only) O CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: - Tubing Leak

04/14/2004 coNVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well developed a leak in the tubing on 3/26/04. A rig was moved on and repaired the leak on 3/30/04. On 4/8/04 Mr. Dennis
Ingram was notified of the intent to conduct a MIT on the casing. On 4/8/04 the casing was pressured to 1180 psi w/ no pressure loss
charted in the 1/2 hour test. Mr. Dennis Ingram was there to witness the test.

Accepted by the
Utah Division of

Oil,Gas and Mining

Dat ·
- -O .

NAME (PLEASE Krisha Russell TITLE Production Clerk

SIGNATURE DATE April 14, 2004

(This space for State use only) HI-CHVED

APRI 5 2004
DIV.OFOIL,GAS&

S E OF UTAH
DEPAR T OF NATURAL RESOURCES

5 LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING UTU79641X

SUNDRY NOTICES AND REPORTS ON WELLS
6 IFINDIAN,ALLOTTEEORTRIBENAME:

not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, c 7. UNIT or CA AGREEMENT NAME:

drillhorizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. S WELLS DRAW UNIT

L TYPEOFWELL: OILWELLÜGASWELL OTHER Iniectionwell
8.WELLNAMEandNUMBER:

MON FED 43-10-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

Inland Production Company 4301331723
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 crry Myton STATE UT zip 84052 435.646.3721 Monument Butte
4. LOCATION OF WELL:

FOOTAGESAT SURFACE: 1914 FSL 0722 FEL COUNTY: Duchesne

OTR/OTR. SECTION, TOWNSHIP. RANGE. MERIDIAN: NE/SE, 10, T9S, Rl6E STATE: Utah

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF ACTION

TYPE OF SUBMISSION TYPE OF ACTION

O ^CIDIZE DEEPEN REPERFORATE CURRENT FORMATION

O NOTICE OF INTENT
(Submit in Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE TUBING REPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEQUENT REPORT CHANGE WELL NAME PLUG BACK WATER DISPOSAL

(Submit Original Form Only) O CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT-OFF

Date of Work Completion:

O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: - Tubing Leak

04/14/2004 coNVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

The subject well developed a leak in the tubing on 3/26/04. A rig was moved on and repaired the leak on 3/30/04. On 4/8/04 Mr. Dennis
Ingram was notified of the intent to conduct a MIT on the casing. On 4/8/04 the casing was pressured to 1180 psi w/ no pressure loss
charted in the 1/2 hour test. Mr. Dennis Ingram was there to witness the test.

Accepted by the
Utah Division of

Oil,Gas and Mining

Dat ·
- -O .

NAME (PLEASE Krisha Russell TITLE Production Clerk

SIGNATURE DATE April 14, 2004

(This space for State use only) HI-CHVED

APRI 5 2004
DIV.OFOIL,GAS&



O O
Mechanical Integrity Test

Casing or Annulus Pressure Test
Inland Production Company

Rt. 3 Box 3630
Myton, UT 84052

435-646-3721

Witness: (pp Date gi g i g Time pg aml iiþ

Test Conducted by:
« Alor

Others Present:

Well: 4 fgpage gyo.ep i¿, Well ID: h/3-Ôlâ- 78

Field: La is VW gy Company: op
Well Location: delx g.tops, gas Address:

Time Test

0 min j gy psig

5 pgp
10 pg
15 ygg
20 gg)
25 \(gg
30 min ggg
35

40

45

50

55

60 min

Tubing press () psig

Result towel. Fail

Signature of Witness: gg,
Signature of Person Conducting

O O
Mechanical Integrity Test

Casing or Annulus Pressure Test
Inland Production Company

Rt. 3 Box 3630
Myton, UT 84052

435-646-3721

Witness: (pp Date gi g i g Time pg aml iiþ
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0 min j gy psig

5 pgp
10 pg
15 ygg
20 gg)
25 \(gg
30 min ggg
35

40

45

50

55

60 min

Tubing press () psig

Result towel. Fail

Signature of Witness: gg,
Signature of Person Conducting
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CorporationsSection Geoffrey S. Connor
P.O.Box 13697 Secretary of State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this ofYiceas described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretaryof State

Comevisit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:

CorporationsSection Geoffrey S. Connor
P.O.Box 13697 Secretary of State
Austin, Texas 78711-3697

Office of the Secretary of State

The undersigned, as Secretary of State of Texas, does hereby certify that the attached is a true and
correct copy of each document on file in this ofYiceas described below:

Newfield Production Company
Filing Number: 41530400

Articles of Amendment September 02, 2004

In testimonywhereof, I have hereunto signed my name
officially and caused to be impressed hereon the Seal of
State at my office in Austin, Texas on September 10,
2004.

Secretaryof State

Comevisit us on the internet at http://www.sos.state.tx.us/
PHONE(512) 463-5555 FAX(512) 463-5709 TTY7-1-1
Prepared by:



ARTICLES OF AMENDMENT theŸffc Cith*

TO THE Secrentary
of 3tate ofTexas

ARTICLES OF INCORPORATION
OF SEPO2 Ñ

INLAND PRODUCTION COMPAN Y CorpotationsSecú00

· Pursuantje the provisionsof Article 4.04 of the TexasBusinessCorporation Act (the
"TB0A"), the undersigned corporationadopts the following articles of amendment to the articles

of incorporation:

ARTICLE 1- Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name

The following amendment to the Articlesof Incorporation was approved by the Board of
Directors and adoptedby the shareholders of the corporation on August 27, 2004.

The amendment alters or changes Article Onë of the Articles of Incorporation to change
the nameof the corporation so that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and

any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,

ARTICLES OF AMENDMENT theŸffc Cith*

TO THE Secrentary
of 3tate ofTexas

ARTICLES OF INCORPORATION
OF SEPO2 Ñ

INLAND PRODUCTION COMPAN Y CorpotationsSecú00

· Pursuantje the provisionsof Article 4.04 of the TexasBusinessCorporation Act (the
"TB0A"), the undersigned corporationadopts the following articles of amendment to the articles

of incorporation:

ARTICLE 1- Name

The name of the corporation is Inland Production Company.

ARTICLE 2 - Amended Name
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Directors and adoptedby the shareholders of the corporation on August 27, 2004.
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the nameof the corporation so that, as amended, Article One shall read in its entirety as follows:

"ARTICLE ONE - The name of the corporation is Newfield Production Company."

ARTICLE 3 - Effective Date of Filing

This document will become effective upon filing.

The holder of all of the shares outstanding and entitled to vote on said amendment has
signed a consent in writing pursuant to Article 9.10 of the TBCA, adopting said amendment, and

any written notice required has been given.

IN WITNESSWHEREOF, the undersigned corporation has executed these Articles of
Amendment as of the 1" day of September, 2004.

INLAND RESOURCES INC.

By:
Susan G. Riggs,



lill till

LEFSL- 15855 61052 73088 76561
071572A 16535 62848 73089 76787
065914 16539 63073B 73520A 76808

16544 63073D 74108 76813
17036 63073E 74805 76954 63073X
17424 630730 74806 76956 63098A
18048 64917 74807 77233 68528A

LTFU- 18399 64379 74808 77234 72086A
19267 64380 74389 77235 72613A

02458 26026A 64381 74390 77337 73520X
03563 30096 64805 74391 77338 74477X
03563A 30103 64806 74392 77339 75023X
04493 31260 64917 74393 77357 76189X
05843 33992 65207 74398 77359 76331X
07978 34173 65210 74399 77365 76788X
09803 34346 65635 74400 77369 77098X
017439B 36442 65967 74404 77370 77107X
017985 36846 65969 74405 77546 77236X
017991 38411 65970 74406 77553 77376X
017992 38428 66184 74411 77554 78560X
018073 38429 66185 74805 78022 79485X
019222 38431 66191 74806 79013 79641X
020252 39713 67168 74826 79014 80207X
020252A 39714 67170 74827 79015 81307X
020254 40026 67208 74835 79016
020255 40652 67549 74868 79017
020309D 40894 67586 74869 79831
022684A 41377 67845 74870 79832
027345 44210 68105 74872 79833'
034217A 44426 68548 74970 79831
035521 44430 68618 75036 79834
035521A 45431 69060 75037 80450
038797 47171 69061 75038 80915
058149 49092 69744 75039 81000
063597A 49430 70821 75075
075174 49950 72103 75078
096547 50376 72104 75089
096550 50385 72105 75090

50376 72106 75234
50750 72107 75238

10760 51081 72108 76239
11385 52013 73086 76240
13905 52018 73087 76241
15392 58546 73807
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Unit States Department of the terior
BUREAU OF LAND MANAGEMENT y p •

Utah State Office IN ERICA
P.O. Box 45155

Salt Lake City, UT 84145-0155
http://www.bim.gov

IN REPLY REFER TO:
3106
(UT-924)

September 16, 2004

Memorandum

To: Vernal Field Office

From: Acting Chief, Branch of Fluid Minerals

Subject: Merger Approval

Attached is an approved copy of the name change recognized by the Utah State Office. We have
updated our records to reflect the merger from Inland Production Company into Newfield
Production Company on September 2, 2004.

Michael Coulthard
Acting Chief, Branch of
Fluid Minerals

Enclosure
1. State of Texas Certificate of Registration

cc: MMS, Reference Data Branch, James Sykes, PO Box 25165, Denver CO 80225
State of Utah, DOGM, Attn: Earlene Russell, PO Box 145801, SLC UT 84114
Teresa Thompson
Joe Incardine
Connie
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09/20/2004 10:01 3033824454 INLAND RESOURCE PAGE 02

O b ·

.

STATEOP UTAH uloFons 5DEPARTMENTOF NATURALREBouRCES
DIVISIONOF OIL,GASAND MINING

TRANSFEROP AUTHORITYTO INJECT
Well Namo and Number

API NumberSee Attached List
Location oNeH FleÑor Unit Namo

See Attached ListFootage : County :
Lease Designation and NumberQCI,Geotion,Townshy, Range: State: UTAH

EFFECTIVEDATEOP TRANSFER: 9/1/2004

CURRENTOPERATOR

Company. Inland Production CompanY Name: Brian Harris
Address: 1401 17th Street Suite 1000 Signature: ©

dty Denver utge CO g¡p80202 Title: EngineeringTech.
Phone: (303) 893-0102

Date: 9/15/2004
Comments:

NEWOPERATOR

NewrieldProduction CompanY
Name:

Company:
. 1401 17th Street Suite 1000 Signature:

. .

tyDenver s ete CO zip 80202 Title: Engineering T h.
Phone:

Date: 9/15/2004
Comments:

RECEIVED
SEP2 O2004

DivOFOIL,GAS&
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DivOFOIL,GAS&



Division of Oil, Gas and Mining
ROUTING

OPERATOR CHANGE WORKSHEET 1. GLH

Change of Operator (Well Sold) Designation of Agent/Operator

X Operator Name Change Merger

The operator of the well(s) listed below has changed, effective: 9/1/2004
FROM: (Old Operator): TO: ( New Operator):
N5160-Inland Production Company N2695-Newfield Production Company

Route 3 Box 3630 Route 3 Box 3630
Myton, UT 84052 Myton, UT 84052

Phone: 1-(435) 646-3721 Phone: 1-(435) 646-3721

CA No. Unit: SOUTH WELLS DRAW (GR)

WELL(S)
NAME SEC TWN RNG API NO ENTITY LEASE WELL WELL

NO TYPE TYPE STATUS
S WELLS DRAW 15-34-8-16 34 080S 160E 4301331670 13269 Federal WI A
CASTLE PEAK 1-3 03 090S 160E 4301330639 13269 Federal WI A
S WELLS DRAW 4-3-9-16 03 090S 160E 4301332096 13269 Federal OW P
BALCRON MON FED 14-4 04 090S 160E 4301331666 13269 Federal WI A
MON FED 13-4-9-16 04 090S 160E 4301331716 13269 Federal OW P
CASTLE PEAK 9R 05 090S 160E 4301315787 99998 Federal NA PA
MON FED 41-8-9-16 08 090S 160E 4301331619 13269 Federal WI A
MON FED 31-8-9-16 08 090S 160E 4301331721 13269 Federal OW P
FEDERAL 21-9Y 09 090S 160E 4301331396 13269 Federal WI A
MON FED 11-9-9-16 09 090S 160E 4301331618 13269 Federal OW P
S WELLS DRAW 9-9-9-16 09 090S 160E 4301332043 13269 Federal WI A
S WELLS DRAW 16-9-9-16 09 090S 160E 4301332044 13269 Federal OW P
CASTLE PK FED 24-10A 10 090S 160E 4301330555 13269 Federal OW P
MON FED 33-10-9-16 10 090S 160E 4301331722 13269 Federal OW P
MON FED 43-10-9-16 10 0908 160E 4301331723 13269 Federal WI A
S WELLS DRAW 2-10-9-16 10 090S 160E 4301331774 13269 Federal OW P
S WELLS DRAW 5-10-9-16 10 090S 160E 4301331811 13269 Federal WI A
S WELLS DRAW 6-10-9-16 10 090S 160E 4301332041 13269 Federal OW P
S WELLS DRAW 7-10-9-16 10 090S 160E 4301332042 13269 Federal WI A
S WELLS DRAW l1-10-9-16 10 090S 160E 4301332045 13269 Federal WI A
S WELLS DRAW 12-10-9-16 10 090S 160E 4301332046 13269 Federal OW P
S WELLS DRAW 13-10-9-16 10 090S 160E 4301332047 13269 Federal OW S

OPERATOR CHANGES DOCUMENTATION
Enter date after each listed item is completed
1. (R649-8-10) Sundry or legal documentation was received from the FORMER operator on: 9/15/2004
2. (R649-8-10) Sundry or legal documentation was received from the NEW operator on: 9/15/2004

3. The new company was checked on the Department of Commerce, Division of Corporations Database on: 2/23/2005

4. Is the new operator registered in the State of Utah: YES Business Number: 755627-0143

5. If NO, the operator was contacted contacted on:

Newfield So Wells 1 FORM 4B.xls



O O
6a. (R649-9-2)Waste Management Plan has been received on: IN PLACE

6b. Inspections of LA PA state/fee well sites complete on: waived

7. Federal and Indian Lease Wells: The BLM and or the BIA has approved the merger, name change,
or operator change for all wells listed on Federal or Indian leases on: BLM BIA

8. Federal and Indian Units:
The BLM or BIA has approved the successor of unit operator for wells listed on: n/a

9. Federal and Indian Communization Agreements ("CA"):
The BLM or BIA has approved the operator for all wells listed within a CA on: nal

10. Underground Injection Control ("UIC") The Division has approved UIC Form 5, Transfer of Authority to

Inject, for the enhanced/secondary recovery unit/project for the water disposal well(s) listed on: 2/23/2005

DATA ENTRY:
1. Changes entered in the Oil and Gas Database on: 2/28/2005

2. Changes have been entered on the Monthly Operator Change Spread Sheet on: 2/28/2005

3. Bond information entered in RBDMS on: 2/28/2005

4. Fee/State wells attached to bond in RBDMS on: 2/28/2005

5. Injection Projects to new operator in RBDMS on: 2/28/2005

6. Receipt of Acceptance of Drilling Procedures for APD/New on: waived

FEDERAL WELL(S) BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UT 0056

INDIAN WELL(S) BOND VERIFICATION:
1. Indian well(s) covered by Bond Number: 61BSBDH2912

FEE & STATE WELL(S) BOND VERIFICATION:
1. (R649-3-1) The NEW operator of any fee well(s) listed covered by Bond Number 61BSBDH2919

2. The FORMER operator has requested a release of liability from their bond on: n/a*

The Division sent response by letter on: n/a

LEASE INTEREST OWNER NOTIFICATION:
3. (R649-2-10) The FORMER operator of the fee wells has been contacted and informed by a letter from the Division

of their responsibility to notify all interest owners of this change on: n/a

COMMENTS:
*Bond rider changed operator name from Inland Production Company to Newfield Production Company - received 2/23/05

Newfield So Wells 1 FORM 4B.xis
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O
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES
5, LEASE DESIGNATION AND SERIAL NUMBER:

DIVISION OF OIL, GAS AND MINING USA UTU-72107

SUNDRY NOTICES AND REPORTS ON WELLS
6, IFINDIAN,ALLOTTEEORTRIBENAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged 7. UNIT or CA AGREEMENT NAME:

wells, or to drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. S WELLS DRAW UNIT

1. TYPE OF WELL: 8. WELL NAME and NUMBER:

OIL WELL GAS WELL OTHER MON FED 43-10-9-16

2. NAME OF OPERATOR: 9. API NUMBER:

NEWFIELD PRODUCTION COMPANY 4301331723
3. ADDRESS OF OPERATOR: PHONE NUMBER 10. FIELD AND POOL, OR WILDCAT:

Route 3 Box 3630 CITY Myton STATE UT zlP 84052 435.646.3721 MONUMENT BUTTE
4. LOCATION OF WELL:

FOOTAGES AT SURFACE: 1914 FSL 722 FEL COUNTY: DUCHESNE

OTR/OTR.SECTION. TOWNSHIP. RANGE. MERIDIAN: NESE, 10, T9S, R16E STATE: UT

u. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O ACIDIZE O DEEPEN O REPERFORATECURRENTFORMATIONO NOTICE OF INTENT
(Submitin Duplicate) ALTER CASING FRACTURE TREAT SIDETRACK TO REPAIR WELL

Approximate date work will CASING REPAIR NEW CONSTRUCTION TEMPORARITLY ABANDON

O CHANGE TO PREVIOUS PLANS OPERATOR CHANGE O TUBING REPAIR

O CHANGE TUBING PLUGAND ABANDON VENT OR FLAIR

SUBSEOUENT REPORT Q CHANGE WELL NAME PLUGBACK WATER DISPOSAL

(Submit Original Form Only) O CHANGE WELL STATUS PRODUCTION (START/STOP) WATER SHUT4)FF

Date of Work Completion: O COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: - Five Year MIT

03/06/2009 Q CONVERT WELL TYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinentdetails including dates, depths, volumes, etc.

On 3/5/09 Dennis Ingram with the State of Utah (DOGM)was contacted concerning the MITon the above listed well. Permission was
given at that timeto perform the test on 3/6/09. On 3/6/09 the csg was pressured up to 1275 psig and charted for 30 minutes with no
pressure loss. The well was injecting during the test. The tbg pressure was 2045 psig during the test. There was not a State
representative available to witness the test.

API # 43-013-31723

Accepted by the
Utah Division of

Oil, Gas and Mining
COPYSENTTOOPERATOR

IA (PLEASE PRINT e Ross TITLEE Production Clerk

(This space for State use only)

RECEIVED
MAR16 2009

DIV.0FOlL,GAS&
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DIV.0FOlL,GAS&



Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date J i ig Time /Aþ m
Test Conducted by: gg/ ('),p
Others Present:

Well: gym & ./ pÿ·µ . ÿ« Field: y,«
Well Location: 7-- API No:

7.Y-3/7A3

T_hme Casinq Pressure

0 min /'o??f'* psig
5 g ?ff psig

10 / 2p'* psig
15 þ?¶* psig
20 /ppy* psig
25 // pg'* psig
30 min /) yf* psig
35 psig
40 psig
45 psig
50 psig
55 psig
60 min psig

Tubing pressure: /dfd~
psig

Result. Pass Fail

Signature of Witness:

Signature of Person Conducting

Mechanical Integrity Test
Casing or Annulus Pressure Test

Newfield Production Company
Rt. 3 Box 3630

Myton, UT 84052
435-646-3721

Witness: Date J i ig Time /Aþ m
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45 psig
50 psig
55 psig
60 min psig

Tubing pressure: /dfd~
psig

Result. Pass Fail

Signature of Witness:

Signature of Person Conducting
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Spud Dale : 1<!5·97 Monument Federal #43-10-9-16 
Put on Prodm.:tion : ~-:!6-97 

(if.: 5608,0' KI3: 567K,o' 

SURFACE CASING 

SIZE: ~ 5 S" 

ORADE: J·55 

WEI(j llT: ~..l:# 

lE:\(JTH::) jts 'II ~5"' . ~5 ' 

HOLE SIZE; I ~ I 4" 

OEI'TII LASDEO; ~H~5' 

("E~I F.r.." DA TA; 160 s" ctass 0 , est 5 bbls eml 10 surfate 

PROOUCTION CASING 

SIZE; 5 I ! " 

GRADE; J·SS 

WEiGl IT: 15.5 • 

LENGTH; 140 jlS UI 574~,~8 

HOLE SIZE; 7 7 8" 

OEI'TIl LASOEO; 5786,33' 

CE\ JB\'T D,\TA: 1S0 ~ Pn."tni\llll Lile & ·IOU s'( 5050 r'Ol 

CE.\lE:-;r TOP Af; IIJ50 ' pcrCIlL 

TUBING RECORD 

SIZE GRADE WT' 27 g", M·jO, 6,5 lOs 

SO, OF JOI:-;TS; 14Y jlS (4644,6 I ' ) 

PACKER; 4b58,Q4 ' 

EOT; 466 1.')3' 

!\tollumen! Federal #~3-\O-9-16 
1914 FSL & 722 FEL 
NE/SE S~'C ti (ln IO-T9S-RI6E 
Dudwsn.: Co. Utah 
API #~3·013 -3 InJ : Lca~c tlU-n 107 

Cement lOp '" 1050' 

Inj.:ction Wdlh"fC 
Diagram 

~ 
P:k':kcr '(/ 465 9' 

[OT 'u 4662' 

::: ~ 4717'-47.1 0' R·I 

:: ~- 5 I 75'·5 1&, 

q~ = 5 Ig9'·5! O, 

""G·5 

'\'G-5 

11': 84 UIJI'D, ,1 ~ MC'FU, () I3WI'I) 

FRAC JOB 
02·07·97 ~17~··:;203· 

02-2~.97 ~727'·~730 · 

08 1.1 01 

09 04 0 1 

04·09'()3 

OS·0'I·03 

316/09 

Frat sand as rollows: 
:!.l"sb:! gubi 2°. KCI. gcUcd \\ ~ltcr . :!2.S()()1t 
20 ",O sund. & 55.S00u 16 30$0. .. 00. A\S 
IfC!OIling press or 1950 psi W il'l: .-ale of 30 
nPM, ISlp·! 450 psi. 5 mill 1670 psi , 

Frac sand as follows: 
10.668 hbls 1', KCI. gellt.'tl ,~~ncr, 1·4.1 9011 
16 .lO sand. A\'g tn .. '3ling pres..:; of1.5oo psi 
w ""l:: rateof 1~,S BPM. IS IP-:!~OOpsi. 5 min 
1760 psi, 

Convert to injcdor. 

Begin injCi.:t ion 'U 100 OWl PD. 

Packer Leak RL.-pair 

I'acker l.eak Repair. 

5 Y~Rr Mrr completed and SUbOlitfcd. 

PERFORATION RECORD 

~ 06 97 $ 17$ '-$ 181' 4 JSPF ~g holes 

~ 06 97 5 I S9'·5~OY 4 JSPF 56 hoks 

~ ::! I ~7 "117'-4 .10' "' JSr~ I ~ holes 

F 
r 5(d 5' TopofFili li 

PIlT() ra S 

Sh4.\e ru 5'~ 6' 

TO (f 5S00' 

('I(" IUll'J 

sosios.«=,-2s-s, Monument Federal #43-10-9-16
Put on Production: 2-26-97
Gl.: 5668.6' KB: 5678.6' IP: 84 HOPD. 38 MCFD. 0 BWPD

Injection Wellbore
Diagram

SURFACE CASING FRAC JOB
SIZF: S 5 8" 02-07-97 5175'-5103' Frac sand as follows:

GRADE J-55 23,502 gals 2*. KCI. gelled water. 22.500
20 40 sand. & 55,3004 16 30 sand Aug

WEIOilT: 24 * treatingpress of 1950 psi w arg raicof30
LENGTH:5jts a 254.25' BPM. ISIP-2450 psi. 5 min 1670psi.
HOLESIZE: 12 I 4"

DEFTII I.ANDED: 264.25. 02-24-97 4727-4730' Frac sand as follows:
10.668 bb1s2*eKCL gelled water, 14.190

CEMENT DATA: 160 su Class G. est 5 bhls emt to surface 16 30 sand. Arg treating pmss of2500 psi
w arg rateof22.8 BPM. ISIP-2200 psi. 5 min
1760 psi

. . 08 13 01 Consert toinicctor

09 04 01 Begin injection w 200 BWIPD.
04-09-03 Packer Leak Repair
08-09-03 PackerLeak Repair.

PRODUCTION CASING
SIZE: 5 I 2" Cemem topo 1050

.

¾6109 5 Year MIT completed and submitied.

GRADE:1-55
WEIGHT 15 5 a

LENGTII: 140 jts w 5742.28

HOLE SIZE: 7 7 8"
DEPTIILANDED 5786.33°

CEMENT DATA: 180 sx Premium 1.ile & 400 st 50 50 Por

CEMENT IOPAI:1050'perCBL

TUBINGRECORD

SIZE GRADF WT 27 ß". M-50, 6.5 Its
NO.OF JOINTS: 144jts (4644.61')

PACKER 4658.94

ECT:466I.93'

Packer * 4659

EOTw 4662'

4727-4730 R-1

PERFORATION RECORD

2 06 97 5175 -513T 4 JSPF 48 holes

2 06 97 5189 -5203 4 JSPF 56 holes
5175 -518T G-5 2 21 97 472T-4330 I JSPF 12 holes

$189 -5203 G-5

TopofFill a 5615

PDTD a 5'49
NEWPIELD

Shoe «5756

Monument Federal #43-10-9-16 To a Savo'

1914 FSL & 722 FEL
NE/SE Section 10-T9S-RI6E
Duchesne Co, Utah
API #43-013-31723; Lease#U-72107 CR *
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